
CALSENSE. WG-1 WIND GAGE

CONDUCTOR, (ONE PER FEATURE) CABLE U.F. & UV RESISTANT, 1'LOOP

CALSENSE, RB-1 TIPPING RAIN BUCKET

2",I2GAUGE TELESPAR POST W/DIE-CUT KNOCKOUTS, MIN. 1O'MAX. 12'

HEAVY DUTY ANCHOR. SHALL BE ryPE TO ACCEPT TELESPAR 2" POST, MIN. 30" LENGTH

6'' CORNER BOLT WITH NUT, MINIMUM TWO EACH INSTALLED

MIN. 2'THREE CONDUCTOR EXPANSION LOOP

CONCRETE FOOTING (MlN. 520c-2500 MIX)

MIN. 3'CONTINUOUS EXPANSION LOOP

INSTALL INSULATING ELECTRICAL BUSHING AT ENDS OF CONDUITS

CONCRETE VALVE BOX WITH CAST IRON LID. HINGED. LOCKING
RECTANGULAR+

MIN. 1" IN TURF AND 3" IN SHRUB AREAS

NOT TO SCALE

MIN. 4EA. CONCRETE BRICK

MAX.114" SQUARE GALVANIZED MESH

3'' MIN. SEPARATION

*"* 314"

,/t
ELECTR ICAL SWEEPS

CONDUIT, CONTINUES RUN TO CONTROLLER

Construction Notes
1) The rain bucket and wind gage shall not be installed within a 25' radius of any tree.
2) The installation shall be certified in writing by Calsense.
3) The maximum length of cable which can be used is 200'.
4) The location shall be approved by the Landscape Maintenance Inspector.
5) The pole, wind gage and rain gage shall be level.
6) Both the wind gage and rain bucket shall have separate groups of wires that run from each feature, back to the

inigation controller.
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