1. No person shall perform any construction activity or install any objects within the public
rights-of-way or easements of the City of Riverside without a valid Construction Permit
or, a Street Opening Permit or an Encroachment Permit issued by the City’s Public
Works Department.

2. It shall be the responsibility of the contractor to clear the right of way in accordance with
the provisions of law as it affects each ntmty including irrigation lines and appurtenances
and at no cost to the City.

B 3 Construction shall be in accordance with the City of Riverside Department of Public
' Works, Standard Drawings, its Supplemental Notes and the Standard Specifications for
Public Works Construction, current edition.

4. The private engineer signing these plans is responsible for assuring the accuracy and
acceptability of the work hereon. In the event of discrepancies arising during
construction, the private engineer shall be responsible for determining an acceptable
solution and revising the plans for approval by the City (This note required on all plans.)

5. Quantities shown are for information only and the City of Riverside is not responsible for
their accuracy.

6.  When a portion of the work is to be done by the City, the developer and/or contractor
shall give the City 60-days notice so that the developer's work and the City’s work can
be properly coordinated. The developer shall prepare and compact the subgrade to
elevations within % .1' of the design elevations and shall be responsible for the
condition of the subgrade until accepted by the City. The developer shall also be
responsible for any barricading during this time.

7. The developer and/or contractor shall contact the Public Works Department 30 days
prior to beginning construction to negotiate the cost of the City's portion of the work.

8.  The developer shall be responsible for preserving or re-establishing and referencing
survey monuments destroyed, disturbed or buried as a result of construction shown
hereon.

9.  Allflagged elevations shall be staked in the field by the private engineert

10.  Where new pavement is to join the existing pavement, the edge of the existing
pavement shall be trimmed in a smooth and straight line. Construct match-up paving as
shown on the plans and overlay paving as directed in the field to produce a smooth
section.

11.  Construct driveway approaches per Standard Drawing 302. Exact size and location to
be staked by the Private Engineer prior to construction of the curb and gutter.

12.  The subdivider shall arrange for a soil test to be made by a soils engineer after the
streets have been prepared to rough grade and prior to curb and gutter construction.
Depth of base matena! and A.C. paving shall be determined by the City of Riverside
design standards and test procedures. (For Tracts only - see check list item 25 for
other plans.)

13. All overhanging tree limbs that are less than 14’ above the street grade shall be trimmed
back.

14. The developer and/or contractor shall contact the Street Division (351-6127) to pick up
any existing Std. 180 barricades that are being removed. The City's inspector will make
the final determination on whether a barricade can be relocated.
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On all areas within public right of way where thefill is one (1) foot or greater, a letter will ' : - , ‘
be: required from the soils enginetar, certifying thg compaction of the fill below subgrade, : Zifé{' ég//vvfg/%72/;2Sg?%ggO%gEgiNgO%?gg@/]%év O;E ffg?/ff w
prior to issuance of the Construction Permit/Cut Sheets. SHALL BE ACCOMPLISHED BY SANDBLASTING, GRINDING, OR AS
' DIRECTED BY CITY REPRESENTATIVE.
Any traffic control striping obliterated and/or badly worn during construction shall be

restored by the contractor within five days after notiﬁcattun from the City Inspectors. 2. ALL EXISTING SIGNING AND PAVEMENT MARKINGS NOT SHOWN

ON PLANS, IF REMOVED/OBLIGERATED SHALL BE

REPLACED /RESTORED OF SAME KIND, AND IN CONFORMANCE WITH
THE CURRENT EDITION OF THE TRAFFIC MANUAL PUBLISHED BY
THE STATE OF CALIFORNIA, DEPARTMENT OF TRANSPORTATION.

Street improvement work that will cause damage to the detector loop(s) shall not be
performed until traffic signal maintenance personnel have been notified and the
necessary timing adjustments are made to maintain signal operation.

3. ALL CONSTRUCTION SIGNS SHALL BE BLACK ON ORANGE
BACKGROUND WITH HIGH INTENSITY (FHWA TYPE /i) REFLECTIVE
SHEETING.

Final striping for traffic control and/or pavement marking to be the responsibility of the
developer.

The contractor shall call in a location request to Underground Service Alert (USA),
Phone # 1-800-227-2600, two working days before digging. No construction permit will
be issued by the Public Works Department involving excavation for underground
facilities unless the applicant has been provided an inquiry identification number by
US.A.

4. ALL CONSTRUCTION SIGNING SHALL BE IN CONFORMANCE WITH
THE CURRENT EDITION OF THE MANUAL OF TRAFFIC CONTROLS
FOR CONSTRUCTION AND MAINTENANCE WORK ZONES, PUBLISHED
BY THE STATE OF CALIFORNIA, DEPARTMENT OF TRANSPORTATION.

Contractor is to verify existing sewer elevation prior to construction.

Location of laterals to be determined in the field at the direction of the owner. Avoid
conflict with proposed and/or existing facilities.

No finished floor elevation shall be less than 6" above the upper manhole rim elevation

of the sewer line segment being connected to, without hawng a proper backwater valve s '

installed in the lateral. CONSTRUCT __ A.C. OVER __ CLASS Il AB. R=__ PER SR# . 3,830 SF
CONSTRUCT 6" CURE AND GUTTER PER CITY OF RIVERSIDE STD. 200 TYPE |, .

A plug s’hall be installed and w;ﬂ remain in place where the new sewer connects with the
exmtmg sewer until the new sewer is accepted by the City.

CONSTRUCT DRIVEWAY APPROACH PER CITY OF RIVERSIDE STD. 302 TYPE PL—I.
(A= VARIES; B=VARIES) 799 SF

CONSTRUCT 5’ PROPERTY LINE SIDEWALK PER CITY OF RIVERSIDE STD. 325.

The sewer contractor shall adjust manholes to final grade after paving is completed. CONSTRUCT CATCH BASIN PER CITY OF RIVERSIDE STD. 405 (W=4’) 1035 SF
, CONSTRUCT 18" RCP STORM DRAIN (D—-2000) 14

. CONSTRUCT CONCRETE COLLAR PER CITY OF RIVERSIDE STD. 424, 16 LtF

Before the rip-rap at the outlet of any drainage structure is accepted by the City, it shall RELOCATE EXISTING FIRE HYDRANT BEHIND CURE PER CITY OF 1 EA

RIVERSIDE PUBLIC UTILITIES DEPT. STD. C.W.D. 700, BY CITY FORCES. 1 €A
SAWCUT AND REPAIR TRENCH PER CITY OF RIVERSIDE STD. 453.

be tested under flows as close as possible to design condrtxons with water obtained
from fire hydrants in the immediate area.

® @ moa @O

. , o , , CONSTRUCT 4 SEWER LATERAL W/ PROPERTY LINE CLEANOUT PER CITY OF RIVERSIDE STD. 562A. 287 SF
In pavement overlay areas, any distressed existing pavement shall be rempved and CONSTRUCT 1” WATER SERVICE AND METER PER CITY OF RIVERSIDE PUBLIC 116 LF
replaced as directed by the Inspector prior to overlaying with A.C. paving. UTILITIES DEPT. STD. C.W.D. 600, BY CITY FORCES. 2 EA
. i s o | : CONSTRUCT UNDERWALK DRAIN W,/2~4"8 PIPES AND TYPE Il INLET PER APWA STD. 150-2
The contractor shall coordinate trenching for cable television with other trenching within 4 £A
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THE EXISTENCE AND LOCATION OF ANY UNDERGROUND UTILITY PIPES AND
STRUCTURES OR CONDUITS SHOWN ON THESE PLANS WERE OBTAINED BY A
SEARCH OF THE AVAILABLE RECORDS. TO THE BEST OF OUR KNOWLEDGE
THERE ARE NO EXISTING UTILITIES EXCEPT AS SHOWN ON THESE PLANS.
THE CONTRACTOR IS REQUIRED TO TAKE DUE PRECAUTIONARY MEASURES TO
PROTECT THE UTILITY LINES SHOWMN AND ANY OTHER LINES NOT OF RECORD
OR NOT SHOWN ON THESE PLANS. IT SHALL BE THE CONTRACTORS
RESPONSIBILITY TO NOTIFY THE OWNERS OF THE UTILITIES OR
STRUCTURES CONCERNED BEFORE STARTING WORK. CONTRACTOR FURTHER
ASSUMES ALL LIABILITY AND RESPONSIBILITY FOR THE UNDERGROUND
UTILITY PIPES, CONDUITS, OR STRUCTURES SHOWN OR NOT SHOWN ON
THESE PLANS.

ACTUAL THICKNESS OF BASE MATERIAL TO BE DETERMINED BY SOIL TEST AND

RECOMMENDED BY THE SOILS ENGINEER. R—VALUES, SAND EQUIVALENTS AND
STRUCTURAL SECTION OF STREETS SHALL BE SUBMITTED TO THE COUNTY OF
SAN BERNARDINO FOR APFPROVAL UPON COMPLETION OF ROUGH GRADING.

CARE SHOULD BE TAKEN TO PREVENT GRADED DITCHES AND SWALES FROM
UNDERMINING STREET IMPROVEMENTS. UPON INSPECTION OF THE SITE, THE
COUNTY ENGINEER MAY REQUIRE TEMPORARY GUNITE SWALES, ENTERING OR
LEAVING IMPROVEMENTS.

CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH GENERALLY
ACCERPTED CONSTRUCTION PRACTICES, CONSTRUCTION CONTRACTOR WILL BE
REQUIRED TO ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOB SITE
CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THE PROJECT,
INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS
REQUIREMENT SHALL BE MADE TO APPLY CONTINUOUSLY AND NOT LIMITED
70 NORMAL WORKING HOURS AND CONSTRUCTION CONTRACTOR FURTHER
AGREES TO DEFEND, INDEMNIFY AND HOLD DESIGN PROFESSIONAL HARMLESS
FROM ANY AND ALL LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH

THE PERFORMANCE OF WORK ON THIS PROJECT, EXCERPTING LIABILITY
ARISING FROM THE SOLE NEGLIGENCE OF DESIGN PROFESSIONAL.

CONTRACTOR AGREES THAT HE/SHE ASSUME SOLE RESPONSIBILITY FOR JOB SITE
CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THIS PROJECT. INCLUDING
SAFETY OF CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THIS PROJECT
INCLUDING SAFETY OF ALL PERSONS AND PROPERTY, THAT THIS REQUIREMENT

SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS,

AND THAT THE CONTRACTOR SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER,

THE COUNTY OF SAN BERNARDINO, AND THE ENGINEER HARMLESS FROM ANY AND ALL
LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON
THIS PROJECT, EXCEPT FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE
OWNER, OR THE ENGINEER.

PRIOR TO CONTRACTOR CLOSING (FULL CLOSURE) OF ANY AFFECTED ROADS FOR THE PROPOSED
CONSTRUCTION A LETTER REQUESTING THE ROAD CLOSURE SHALL BE SUBMITTED BY THE
CONTRACTOR TO THIS DIVISION ALONG WITH A DETOUR MAF. THIS DIVISION WILL REVIEW

ROAD CLOSURE REQUEST AND DETOUR MAP WITH INPUT FROM TRAFFIC DIVISION PRIOR TO
GRANTING ROAD CLOSURE.

THE RELOCATION OF THE EDISON POLES WILL ALSO REQUIRE AN ENCHROACHMENT PERMIT
FROM THIS DIVISION.

CONTRACTOR TO GIVE CITY WATER DIVISION (5) WORKING DAYS WRITTEN NOTICE PRIOR TO
START OF CONSTRUCTION AND ALLOW CITY FIFTEEN (15) WORKING DAYS FOR
COMPLETION OF WORK. (951) 3516368, '
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SAWCUT AND REMOVE EXISTING PAVEMENT
SAWCUT AND REMOVE 6” AC BERM.
REMOVE EXISTING CHAIN LINK FENCE.
REMOVE EXISTING 6” CURB & GUTTER
REMOVE EXISTING C.S.P. INLET

RELOCATE EXISTING MAILBOX

CITY OF RIVERSID

PUBLIC WORKS DEPARTMENT
APPROVED ‘ —-.-;A_TE_-!APPROVED BY

PRINCIPAL_ENGINEER
P ARK-DEPARTHMENT _

RELOCATE EXISTING FIRE HYDRANT BEHIND CURB PER CITY OF
RIVERSIDE PUBLIC UTILITIES DEPT. STD. C.W.D. 700, BY CITY FORCES.

SAWCUT AND REPAIR TRENCH PER CITY OF RIVERSIDE STD. 453
CONSTRUCT 4" SEWER LATERAL WITH PROPERTY LINE CLEANOUT PER CITY OF RIVERSIDE STD. 562A.

CONSTRUCT 1" WATER SERVICE AND METER PER CITY OF RIVERSIDE PUBLIC
UTILITIES DEPT. STD. C.O.W. 600, BY CITY FORCES.

CONSTRUCT UNDERWALK DRAIN W,/2-4"0 PIPES AND TYPE il INLET PER APWA STD. 150-2
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