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STREET GENERAL NOTES:

NO PERSON SHALL PERFORM ANY CONSTRUCTION ACTIVITY OR INSTALL ANY OBJECTS WITHIN THE PUBLIC
RIGHTS—OF-WAY OR EASEMENTS OF THE CITY OF RIVERSIDE WITHOUT A VALID CONSTRUCTION PERMIT OR, A STREET
OPENING PERMIT OR AN ENCROACHMENT PERMIT ISSUED BY THE CITY'S PUBLIC WORKS DEPARTMENT.

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO CLEAR THE RIGHT OF WAY IN AC‘CORDANCE WITH THE
PROVISIONS OF LAW AS IT AFFECTS EACH UTILITY INCLUDING IRRIGATION LINES AND APPURTENANCES AND AT NO COST
TO THE CITY.

CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE CITY OF RIVERSIDE DEPARTMENT OF PUBLIC WORKS, STANDARD
DRAWINGS, ITS SUPPLEMENTAL NOTES AND THE STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION,
CURRENT EDITION.

THE PRIVATE ENGINEER SIGNING THESE PLANS IS RESPONSIBLE FOR ASSURING THE ACCURACY AND ACCEPTABILITY OF
THE WORK HEREON. IN THE EVENT OF DISCREPANCIES ARISING DURING CONSTRUCTION, THE PRIVATE ENGINEER SHALL
BE RESPONSIBLE FOR DETERMINING AN ACCEPTABLE SOLUTION AND REVISING THE PLANS FOR APPROVAL BY THE CITY

QUANTITIES SHOWN ARE FOR INFORMATION ONLY AND THE CITY OF RVERSEDE IS NOT RESPONSIBLE FOR THEIR
ACCURACY.

THE DEVELOPER SHALL BE RESPONSIBLE FOR PRESERVING OR RE—ESTABLISHING AND REFERENCING SURVEY
MONUMENTS DESTROYED, DISTURBED OR BURIED AS A RESULT OF CONSTRUCTION SHOWN HEREON.

ALL FLAGGED ELEVATIONS SHALL BE STAKED IN THE FIELD BY THE PRIVATE ENGINEER.

WHERE NEW PAVEMENT IS TO JOIN THE EXISTING PAVEMENT, THE EDGE OF THE EXISTING PAVEMENT SHALL BE TRIMMED
IN A SMOOTH AND STRAIGHT LINE. CONSTRUCT MATCH—UP PAVING AS SHOWN ON THE PLANS AND OVERLAY PAVING
AS DIRECTED IN THE FIELD TO PRODUCE A SMOOTH SECTION.

CONSTRUCT DRIVEWAY APPROACHES PER STANDARD DRAWING 302. EXACT SIZE AND LOCATION TO BE STAKED BY THE
PRIVATE ENGINEER PRIOR TO CONSTRUCTION OF THE CURB AND GUTTER.

ON ALL AREAS WITHIN PUBLIC RIGHT OF WAY WHERE THE FILL IS ONE (1) FOOT OR GREATER, A LETTER WILL BE
REQUIRED FROM THE SOILS ENGINEER, CERTIFYING THE COMPACTION OF THE FILL BELOW SUBGRADE, PRIOR TO
ISSUANCE OF THE CONSTRUCTION PERMIT/CUT SHEETS.

ALL TRAFFIC SIGNS SHALL BE INSTALLED PRIOR TO OPENING THE STREETS TO TRAFFIC.

ANY TRAFFIC CONTROL STRIPING OBLITERATED AND/OR BADLY WORN DURING CONSTRUCTION SHALL BE RESTORED BY
THE CONTRACTOR WITHIN FIVE DAYS AFTER NOTIFICATION FROM THE CITY INSPECTORS.

STREET MPRGVEMENT WORK THAT WILL CAUSE DAMAGE TO THE DETECTOR LOOP(S) SHALL NOT BE PERFORMED UNTIL
TRAFFIC SIGNAL MAINTENANCE PERSONNEL HAVE BEEN NOTIFIED AND THE NECESSARY TIMING ADJUSTMENTS ARE MADE
TO MAINTAIN SIGNAL OPERATION.

FINAL STRIPING FOR TRAFFIC CONTROL AND/OR PAVEMENT MARKING TO BE THE RESPONSIBILITY OF THE DEVELOPER.

THE CONTRACTOR SHALL CALL IN A LOCATION REQUEST TO UNDERGROUND SERVICE ALERT (USA), PHONE #
1-800-227-2600, TWO WORKING DAYS BEFORE DIGGING. NO CONSTRUCTION PERMIT WILL BE ISSUED BY THE PUBLIC
WORKS DEPARTMENT iﬁ\f(}L\ﬂNG EXCAVATION FOR UNDERGROUND FACILITIES UNLESS THE APPLICANT HAS BEEN
PROVIDED AN INQUIRY IDENTIFICATION NUMBER BY U.S.A.

THE DEVELOPER AND/OR CONTRACTOR IS RESPONSIBLE FOR PERFORMING A VIDEO INSPECTION OF ALL NEW SEWER AND
STORM DRAIN FACILITIES TO BE PUBLICLY OWNED AND MAINTAINED PRIOR TO FINAL ACCEPTANCE OF THE WORK. THE
VIDEO INSPECTION MUST BE PERFORMED IN THE PRESENCE OF THE PUBLIC WORKS INSPECTOR. A RECORDING OF THE
VIDEO INSPECTION MUST BE SUBMITTED TO THE CITY FOR REVIEW AND ACCEPTANCE.

IN PAVEMENT OVERLAY AREAS, ANY DISTRESSED EXISTING PAVEMENT SHALL BE REMOVED AND REPLACED AS DIRECTED
BY THE INSPECTOR PRIOR TO OVERLAYING WITH A.C. PAVING.

SEE PLAN X-516 FOR TRAFFIC SIGNAL IMPROVEMENTS.

NOTICE TO CONTRACTOR

THE EXISTENCE AND LOCATIONS OF ALL UNDERGROUND UTILITIES (UTILITY PIPES, STRUCTURES, ETC.) SHOWN ON THESE
PLANS (MAIN LINES ONLY — NO SERVICE LATERALS) WERE ASCERTAINED BY A REVIEW OF RECORDS PROVIDED BY
THESE MEMBER AGENCIES AND ARE APPROXIMATE. NEITHER THE OWNER NOR THE ENGINEER ASSUMES ANY
RESPONSIBILITY FOR UTILITIES NOT SHOWN OR NOT IN THE LOCATION SHOWN.

WATER — CITY OF RIVERSIDE

'WER — CITY OF RIVERSIDE

ELECTR%C — CITY OF RIVERSIDE

GAS — SOUTHERN CALIFORNIA GAS COMPANY
TELEPHONE — PACIFIC BELL

CABLE — CHARTER COMMUNITIES

THE CONTRACTOR IS REQUIRED TO TAKE DUE PRECAUTIONARY MEASURES TO PROTECT THE UTILITIES OR STRUCTURES

SHOWN AND ANY OTHER UTILITIES OR STRUCTURES FOUND AT THE SITE. IT SHALL BE THE CONTRACTOR’S
RESPONSIBILITY TO NOTIFY THE OWNERS OF THE UTILITIES OR STRUCTURES CONCERNED BEFORE STARTING WORK.

CALL UNDERGROUND SERVICE ALERT (U.SA.) 1-800-227-2600 AT LEAST 2 WORKING
DAYS PRIOR TO EXCAVATION.

THE QUANTITY ESTIMATE SHOWN HEREON IS FOR THE USE OF GOVERNING AGENCIES IN
DETERMINING BOND AMOUNTS AND / OR FEES AND IS TO BE USED FOR BID PURPOSES.

THE CONTRACTOR IS RESPONSIBLE TO INSURE THAT ALL SIDEWALKS, RAMPS, RAILS,
CLEARANCES AND APPURTENANCES MEET OR EXCEED THE MOST STRINGENT REQUIREMENTS
OF CITY, STATE OR FEDERAL GOVERNMENT FOR ACCESSIBILITY. ADDITIONALLY ALL SIDEWALKS
FORMS SHALL BE INSPECTED AND APPROVED BY CITY, STATE OR GOVERNING AGENCY FOR
ACCESSIBILITY PRIOR TO POURING OF CONCRETE TO FINAL GRADE.
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LEGAL DESCRIPTION:

PARCEL 8 OF PARCEL MAP 34975, RECORDED IN BOOK 222 PAGES 16
TO 21, INCLUSIVE, OF MAPS, RECORDS OF RIVERSIDE COUNTY,
CALIFORNIA;

BASIS OF BEARINGS:

THE BEARING N 21°36'48” E FOR THE CENTERLINE OF RIVERWALK
PARKWAY AS DESCRIBED IN IN BOOK 222 PAGES 16 TO 21, INCLUSIVE,
OF MAPS, RECORDS OF RIVERSIDE COUNTY, CALIFORNIA,
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CONSTRUCTION NOTES

SAWCUT & JOIN EXISTING AC PAVEMENT

CONSTRUCT DRIVEWAY APPROACH PER CITY STD. PLAN NO. 302, W=35.0’
CONSTRUCT CROSS GUTTER PER CITY STD. PLAN NO. 220, W=6.0'
CONSTRUCT HANDICAP RAMP (TYPE Ill) PER CITY STD. PLAN NO. 304
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CONSTRUCT JUNCTION STRUCTURE "C" PER CITY STD. PLAN NO. 422

CONSTRUCT 18" RCP (D—2000)

CONSTRUCT 5.0 PROPERTY LINE SIDEWALK PER CITY STD. PLAN NO. 325’
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WE&W Techhoiogies, Inc

Civil Englneering - Subdivision - Land Plonning
TEL: (900) 608-7118 - FAX: (909) 948-1137

2335 W. FOOTHILL BLVD., SUITE 1, UPLAND, CA 91788
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CITY OF RIVERSIDE, CALIFORNIA
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