
Approved Reduced Pressure Principle Assemblies (RP) 
The backflow assemblies listed here are approved for use as NON-DOMESTIC SERVICE PROTECTION. An RP is the minimum level 
of protection allowable for your application. 

Contact Riverside Public Utilities / Water Operations for more information. 951-351-6282/6320 
Supersedes all previous lists – Revised 09/28/2010  Page 1 of 2 

 
 

AMES 
Model Size Model Size 
4000B ½, ¾, 1, 1 ¼, 1 ½,  2 400B-Z ¾, 1, 1 ¼, 1 ½, 2 
4000B-FP ¾, 1, 1 ¼, 1 ½,  2 Colt 400 2 ½, 3, 4, 6, 8, 10 
4000BM2 1 Colt 400BF 4, 6 
4000BM2-FP 1 Colt 400N 2 ½, 3, 4 
4000BM3 ¾ Colt 400Z 2 ½, 3, 4 
4000BM3-FP ¾  Maxim 400 2 ½, 3, 4, 6, 8, 10 
4000CIV 2 ½, 3, 4, 6, 8, 10 Maxim 400N 2 ½, 3 
4000RP 4, 6, 8, 10 Maxim 400Z 2 ½, 3 
4000SS 2 ½, 3, 4, 6 U400B ¾, 1, 1 ¼, 1 ½, 2 
400B ¾, 1, 1 ¼, 1 ½, 2 U400B-A ¾, 1, 1 ¼, 1 ½, 2 
400B-A ¾, 1, 1 ¼, 1 ½, 2   

 
APOLLO/CONBRACO 

Model Size Model Size 
4020402 ¾ 40207A2 1 ½ 
40204A2 ¾ 4020802 2 
40204TCU ¾ 40208A2 2 
4020502 1 40208A4 2 
40205A2 1 4D-200 2 ½, 3, 4 
40205T2S 1 4D-200U 2 ½, 3, 4 
40205T2U 1 RP40 ¼, 3/8, ½, ¾, 1, 1 ¼, 1 ½, 2, 2 ½, 3, 4, 6, 8, 10 
40205T2Z 1 RP40N ¾, 1 ¼  
40205TCU 1 RP40U 1 ½, 2 
4020602 1 ¼ RP40Z ¾, 1 ¼, 1 ½, 2 
40206A2 1 ¼ RPS40 ¼, 3/8, ½, ¾  
4020702 1 ½   

 
ARI 

Model Size   
RP 500 ¾, 1   

  
CASH ACME 

Model Size   
RPZ ¾, 1, 1 ½, 2 RPZ II ½, ¾  

 
CLA-VAL 

Model Size   
RP4 2 ½, 3, 4, 6, 8, 10   

 
FEBCO 

Model Size Model Size 
760 2 ½, 3, 4, 6, 8, 10 825YAR ¾, 1, 1 ½, 2 
760N 2 ½, 3, 4 825YD 2 ½, 3, 4, 6, 8, 10 
760Z 2 ½, 3, 4 825YR ¾, 1, 1 ½, 2 
LF825Y ¾, 1, 1 ½, 2 860 ½, ¾, 1, 1 ¼, 1 ½, 2, 2 ½, 3, 4, 6, 8 
LF825YA ¾, 1, 1 ½, 2 860OU ½, ¾, 1, 1 ¼, 1 ½, 2 
LF860 ½, ¾, 1, 1 ¼, 1 ½, 2 867 2 ½, 3 
825Y ¾, 1, 1 ¼, 1 ½, 2 880 2 ½, 3, 4, 6, 8, 10 
825YA ¾, 1, 1 ½, 2 880V 2 ½, 3, 4, 6, 8, 10 
 

FLOMATIC 
Model Size Model Size 
RPZ ¾, 1, 1 ½, 2, 2 ½, 3, 4, 6, 8 RPZE II ½, ¾  
RPZE ¾, 1, 1 ½, 2 RPZII ½, ¾  
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WATTS 

Model Size Model Size 
009 2 ½, 3 990 4, 8 
009M1PCQT 1 ¼, 1 ½, 2 990QTFDA 4, 8 
009M1QT 1 ¼, 1 ½, 2 992 4, 10 
009M2-FP 1, 1 ¼, 1 ½, 2 994 2 ½, 3, 4, 6 
009M2PCQT ¾, 1, 1 ¼, 1 ½, 2 995QT ½, ¾, 1, 1 ¼, 1 ½ 
009M2QT ¾, 1, 1 ¼, 1 ½, 2 FAE909HWQT 1 ¼, 1 ½, 2 
009M3-FP ¾  FAE909QT 1 ¼, 1 ½, 2 
009M3QT ¾ LF009 2 ½, 3 
009PCQT ½, ¾, 1, 1 ¼, 1 ½, 2 LF009M2QT 1, 1 ¼, 1 ½, 2 
009QT ¼, ½, ¾, 1, 1 ¼, 1 ½, 2 LF009M3QT ¾ 
009SSM1PCQT 2 LF009QT ½  
009SSM1QT 2 LF909 2 ½, 3 
009SSPCQT ¾, 1, 1 ¼, 1 ½, 2 LF909M1 8, 10 
009SSQT ¾, 1, 1 ¼, 1 ½, 2 LF909M1QT 1 ¼, 1 ½, 2 
909 3, 4, 6, 8, 10 LF909QT ¾, 1 
909BB 2 ½, 3 LF919AQT ¾, 1, 1 ¼, 1 ½, 2 
909HWQT ¾, 1 LF919QT ¾, 1, 1 ¼, 1 ½, 2 
909M1 8, 10 LF919ZQT ¾, 1, 1 ¼, 1 ½, 2 
909M1HWQT 1 ¼, 1 ½, 2 LFU919AQT ¾, 1, 1 ¼, 1 ½, 2 
909M1PCHWQT 1 ¼, 1 ½, 2 LFU919QT ¾, 1, 1 ¼, 1 ½, 2 
909M1QT 1 ¼, 1 ½, 2 SS009M3QT ¼, 3/8, ½, ¾  
909M1QTFDA 8, 10 SS009QT 1 
909PCHWQT ¾, 1 U009APCQT ¾, 1 
909PCM1QT 1 ¼, 1 ½, 2 U009AQT ¾, 1  
909PCQT ¾, 1 U009M1APCQT 1 ½, 2 
909QT ¾, 1 U009M1AQT 1 ½, 2 
909QTFDA 2 ½, 3, 4, 6 U009M1PCQT 1 ¼, 1 ½, 2 
919AQT ¾, 1, 1 ¼, 1 ½, 2 U009M1QT 1 ¼, 1 ½, 2 
919QT ¾, 1, 1 ¼, 1 ½, 2 U009M2APCQT 1, 1 ½, 2 
919ZQT ¾, 1, 1 ¼, 1 ½, 2 U009M2AQT 1, 1 ½, 2 
957 2 ½, 3, 4, 6, 8, 10 U009M2PCQT 1, 1 ½, 2 
957BF 4, 6 U009M2QT ¾, 1, 1 ½, 2 
957N 2 ½, 3, 4 U009PCQT ½, ¾, 1, 1 ¼, 1 ½, 2 
957NQT 2 ½, 3, 4 U009QT ½, ¾, 1, 1 ¼, 1 ½, 2 
957QT 2 ½, 3, 4 U009SSPCQT ¾, 1, 1 ¼, 1 ½, 2 
957Z 2 ½, 3, 4 U009SSQT ¾, 1, 1 ¼, 1 ½, 2 
957ZQT 2 ½, 3, 4 U909HWQT ¾, 1 
967 2 ½, 3, 4, 6, 8, 10 U909 QT ¾, 1 
967N 2 ½, 3 U919AQT ¾, 1, 1 ¼, 1 ½, 2 
967Z 2 ½, 3 U919QT 1, 1 ¼, 1 ½, 2 

 
WILKINS 

Model Size Model Size 
375 ¾, 1, 2, 2 ½, 3, 4, 6, 8, 10 975A ¾, 1, 1 ¼, 1 ½, 2 
375A 2 ½, 3, 4, 6, 8, 10 975BMS 2 ½, 3, 4, 6, 8, 10 
375AR 2 ½, 3, 4, 6, 8, 10 975 ¾, 1, 1 ¼, 1 ½, 2, 2 ½, 3, 4, 6, 8, 10 
375ARXL 2 ½, 3, 4, 6, 8, 10 975A ¾, 1, 1 ¼, 1 ½, 2 
375AXL 2 ½, 3, 4, 6, 8, 10 975BMS 2 ½, 3, 4, 6, 8, 10 
375MS 2 ½, 3, 4, 6, 8, 10 975MS 2 ½, 3, 4, 6, 8, 10 
375XL ½, ¾, 1, 1 ¼, 1 ½, 2, 2 ½, 3, 4, 6, 8, 10 975XL ¼, 3/8, ½, ¾, 1, 1 ¼, 1 ½, 2 
375XLMS 2 ½, 3, 4, 6, 8, 10 975XL2 ¼, 3/8, ½, ¾, 1, 1 ¼, 1 ½, 2 
475 2 ½, 3, 4, 6, 8, 10 975XL2BMS ¾, 1, 1 ¼, 1 ½, 2 
475MS 2 ½, 3, 4, 6, 8, 10 975XL2MS ¾, 1, 1 ¼, 1 ½, 2 
475V 2 ½, 3, 4, 6, 8, 10 975XL2TCU ½, ¾, 1, 1 ¼, 1 ½, 2 
475VMS 2 ½, 3, 4, 6, 8, 10 975XLBMS ¾, 1, 1 ¼, 1 ½, 2 
475XL 2 ½, 3, 4, 6, 8, 10 975XLD ¾  
475XLMS 2 ½, 3, 4, 6, 8, 10 975XLMS ¾, 1, 1 ¼, 1 ½, 2 
475XLV 2 ½, 3, 4, 6, 8, 10 975XLSE ¾, 1, 1 ¼, 1 ½, 2 
475XLVMS 2 ½, 3, 4, 6, 8, 10 975XLSEU ¾, 1, 1 ¼, 1 ½, 2 
575 ¾, 1, 2 ½, 3, 4, 6 975 XLST ½ , 3/8 
575 (MOD-III) 1 ¼, 1 ½, 2 975XLTCU ½, ¾, 1, 1 ¼, 1 ½, 2 
575A ¾, 1 975XLU ¾, 1, 1 ½, 2 
575M10 10 975XLV ¾, 1 
575M8 8   
 


