3/8" SS SLOTTED HEX HEAD HOED DOWN BOLTS (12 REQ'D.)

8"X 4'-4" GALVANIZED BRANDED GRATE WIDTH 1"X 1/8" BARS, 1" O.C. (750LBS.LOADING)

3/18" SAFETY FOOT PLATE (3"X4'-4")

GALVANIZED TAMPER VENT BOLT TO WALL EA SIDE (2 REQ'D.)

SELF-CLEANING RECESS

BED WELD A 4" BLOCK LETTER "E" ON 1/4 OF EACH COVER

KNOCKOUT TYPICAL ALL CORNERS

INSTALLATION PER UGS-751

<table>
<thead>
<tr>
<th>Installation</th>
<th>Item No.</th>
<th>Quikset No.</th>
<th>Brooks No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Parkway</td>
<td>CST-3</td>
<td>PV-10.6-7</td>
<td>TE-1550 Pay.</td>
</tr>
<tr>
<td>Side Walk</td>
<td>CST-4</td>
<td>PV-10.6-7 Riv. Mod.</td>
<td>TE-1550 Riv.Mod.</td>
</tr>
<tr>
<td>Light Traffic</td>
<td>CSST-5</td>
<td>PV-S10.6-7 Tfc</td>
<td>TE-1550tfc.</td>
</tr>
</tbody>
</table>

Notes:
1. Enclosure to be furnished complete with grates, covers, tamper vents, and stainless steel bolts (20)
2. Covers shall be painted, after fabrication, with one coat of rustproof primer and one coat of aluminum paint.
3. Grates for sidewalk installation shall have flatted expanded metal (1/2" NO. 13 ga.), top covering welded in place prior to galvanizing.
4. ALL CST's shall be furnished with stainless steel, penta head cap screws for securing.