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Lay
Description

This Urban Water Management Plan (UWMP) presents a discussion of
how Riverside Public Utilities (RPU) manages its water supplies to meet

customer demands.

RPU is required to prepare an UWMP and submit it to the IN THIS SECTION
California Department of Water Resources (DWR) every five . Summary of
years. DWR prepares guidance materials for water suppliers to fundamental

. determinations of the
help them prepare UWMPs that meet requirements of the UWMP

California Water Code (CWC). RPU has used these guidance
materials to prepare its 2020 UWMP.




Lay Description

UWMP Requirements

California urban water suppliers that serve more than 3,000 acre-feet per year (AFY) are required to
prepare an Urban Water Management Plan (UWMP) every five years. These reports are submitted to
the California Department of Water Resources (DWR), who reviews the reports and verifies that they
meet the requirements of the California Water Code (CWC). The CWC defines an urban water supplier
(Supplier) as an agency that provides water for municipal purposes to more than 3,000 customers or
serving more than 3,000 acre-feet annually; Riverside Public Utilities (RPU) delivers more than 3,000
AFY and is thus required to prepare a UWMP every five years. RPU’s last UWMP was submitted in
June 2016 and included data through the end of 2015. For the 2020 cycle, there are some new
requirements for UWMPs that have been implemented through legislation passed since 2015. DWR
prepared the following summary of new requirements for 2020:

e Five Consecutive Dry-Year Water Reliability Assessment. The Legislature modified the dry-year
water reliability planning from a “multiyear” time period to a “drought lasting five consecutive
water years” designation. This statutory change requires a Supplier to analyze the reliability of
its water supplies to meet its water use over an extended drought period.

o Drought Risk Assessment (“DRA”). The California Legislature created a new UWMP
requirement for drought planning in part because of the significant duration of recent California
droughts and the predictions about hydrological variability attributable to climate change. The
DRA requires a Supplier to assess water supply reliability over a five-year period from 2021 to
2025 that examines water supplies, water uses, and the resulting water supply reliability under a
reasonable prediction for five consecutive dry years.

o Seismic Risk. The Water Code now requires Suppliers to specifically address seismic risk to
various water system facilities and to have a mitigation plan. An important aspect of this
provision is the intersection of water supply infrastructure planning with a county or regional
hazard mitigation plan.

o Energy Use Information. The Water Code now requires Suppliers to include readily obtainable
information on estimated amounts of energy for their water supply extraction, treatment,
distribution, storage, conveyance, and other water uses. The reporting of this information was
voluntary in 2015.

e Water Loss Reporting for Five Years. The Water Code added the requirement to include the
past five years of water loss audit reports as part of this UWMP.

e Water Shortage Contingency Plan. In 2018, the Legislature modified the UWMP laws to require
a WSCP with specific elements. The WSCP is a document that provides a Supplier with an
action plan for a drought or catastrophic water supply shortage. Although the new requirements
are more prescriptive than previous versions, many of these elements have long been included
in WSCPs, other sections of UWMPs, or as part of a Supplier’s standard procedures and
response actions. Many of these actions were implemented by Suppliers during the last drought
to successfully meet changing local water supply challenges. The WSCP will also have
statewide utility for DWR, the State Water Board, and the Legislature in addressing extreme
drought conditions or statewide calamities that impact water supply availability.

o Groundwater Supplies Coordination. In 2014, the Legislature enacted the Sustainable
Groundwater Management Act (SGMA) to address groundwater conditions throughout
California. The Water Code now requires Suppliers’ 2020 UWMPs to be consistent with
Groundwater Sustainability Plans (GSP), in areas where those plans have been completed by
Groundwater Sustainability Agencies (GSA).

Riverside Public Utilities I 2020 Urban Water Management Plan



Executive Summary

e Lay Description. The Legislature included a new statutory requirement for Suppliers to include a
lay description of the fundamental determinations of the UWMP, especially regarding water
service reliability, challenges ahead, and strategies for managing reliability risks. This section of
the UWMP could be viewed as a go-to synopsis for new staff, new governing members,
customers, and the media, and it can ensure a consistent representation of the Supplier’s
detailed analysis. The lay description can be treated like an Executive Summary of the UWMP,
written in clear eighth-grade language that summarizes the key information regarding water
supplies, water demands, water service reliability (including catastrophic potential), and DRA.
However, a Supplier may also choose to summarize each chapter up front in a similar manner.
It is recommended that the Supplier clearly label and identify their lay description in order for
DWR to check whether that requirement was met.

In addition to preparing a 2020 UWMP to meet these new requirements, RPU prepared a Water
Shortage Contingency Plan (WSCP) as a stand-alone document that will be reviewed and considered
for adoption alongside the UWMP.

Water Supplies

RPU’s primary source of supply is local groundwater. RPU also distributes recycled water for non-
potable uses. These two locally controlled supplies have been highly reliable. RPU also has an
agreement with Western Municipal Water District (WMWD) to access imported water when needed.
This agreement can provide RPU with up to 21,700 acre-feet per year (AFY) of imported water. Since
2009, RPU has been imported-water independent by relying solely on local water supplies to meet the
water demands of its service area.

Water Demands

RPU’s demands are projected to increase during the next 25 years. The demand projections were
developed considering variables like climate, population growth, and customer behaviors. The UWMP
includes a description of the Demand Management Measures (DMMs) that RPU has in place to
encourage efficient water use by all customers. Through these programs, RPU has seen significant
reductions in water use by customers since 2010. As new information becomes available, such as
refined population projections using the 2020 Census data and/or updates to the City’s General Plan,
RPU will use that information when estimating future water demands in its service area.

Drought Risk

The UWMP presents a comparison of expected supplies and demands during future conditions. RPU
is committed to efficient water use, and if needed RPU can implement its WSCP to reduce demands.
However, RPU anticipates being able to meet all demands through 2045, even during a five-year dry
period. Thanks to the storage capacity of the groundwater basins, supplies are very reliable from year
to year because RPU can pump enough groundwater to meet demands.

In the longer term, continued reliability depends on the continued replenishment of the groundwater
basins, removal or treatment of contaminants, and effective management of those basins. RPU is
working with regional partners to continue these efforts.

Contingency Planning

If an extended drought or sudden event (like an earthquake) impacted RPU’s ability to provide water,
the WSCP may need to be implemented. The WSCP defines five stages of shortage and outlines the
actions that will be required of customers during each stage. The WSCP also describes the
communication protocols to keep customers informed about water use restrictions.
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Executive Summary

Preparation and Outreach

RPU coordinated with WMWD and other regional partners in developing the UWMP and the WSCP.
The draft documents will be available for public review before the RPU Board hearing. If the WSCP
needs to be implemented during a water shortage, RPU will evaluate how well it is working and

consider making changes.



Intfroduction

The City of Riverside Public Utilities Department (RPU) has prepared the
2020 Urban Water Management Plan (UWMP) to document its current and

future water demands and planned supplies.

Water suppliers in California are required to update their UWMP IN THIS SECTION
every five years, in years ending in 5 or 0 by July 1 of the
following year. The Urban Water Management Planning Act
(UWMP Act) and the California Water Code (CWC) require the
preparation of a UWMP by water suppliers who have more than
3,000 service connections or who serve more than 3,000 acre-
feet per year (AFY).

o California Water Code

¢ UWMP Organization

+ Related Efforts
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1.1 The California Water Code

The Urban Water Management Plan Act of 1983 (“UWMP Act”) describes the required contents of a
UWMP. The UWMP Act has been amended over time to include additional requirements. Since the
time the 2015 UWMP was completed and submitted to DWR, the Legislature has passed additional

requirements that need to be incorporated in 2020 UWMPs. Major new requirements include:

- A Water Reliability Assessment for five consecutive dry years, more than the three consecutive dry
years previously required.

- A Drought Risk Assessment (DRA) that assesses the water supply reliability over a five-year period
from 2021 to 2025 under a reasonable prediction for five consecutive dry years.

« A Seismic risk assessment and a mitigation plan for a Supplier’s infrastructure.
« A Water Shortage Contingency Plan (WSCP) with prescribed elements.

« Coordination on groundwater supply planning with plans being completed to address the
Sustainable Groundwater Management Act (SGMA). Most of RPU’s groundwater comes from
basins that have already been adjudicated, and therefore the SGMA process is not applicable.

. Lay Description to describe the fundamental determinations of the UWMP in lay-person’s language.

This 2020 UWMP was developed to incorporate these new requirements under the guidance of DWR’s
Urban Water Management Plan Guidebook 2020 (Guidebook). RPU used the final March 2021
Guidebook to develop the structure and contents of this UWMP.

The Water Conservation Act of 2009, also known as SB X7-7, required retail urban water suppliers to
reduce their water use per capita by 20 percent by the year 2020. SB X7-7 focused on reducing urban
(municipal) water use, mainly through reductions in residential potable water use, throughout California.
The 2015 UWMP reported its Baseline Water Use and calculated its 2020 Urban Water Use Target. In
this 2020 UWMP, RPU demonstrates its compliance with SB X7-7 by showing actual 2020 water use
below its 2020 Urban Water Use Target.

The UWMP Act is attached as Appendix A, and the legislative text of SB X7-7 is attached as Appendix
B.

1.2 UWMP Organization

RPU has structured this document to follow the organization recommended by DWR. This report
includes the following chapters:

Lay Description

Introduction and Overview

Plan Preparation

System Description

System Water Use

Baselines and Targets

System Supplies

Water Supply Reliability

Water Shortage Contingency Planning
Demand Management Measures

0 Plan Adoption, Submittal, and Implementation

—‘©.O°.\‘.®.U":‘>.°°!\’.—‘
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1.3 UWMPs in Relation to Other Efforts

RPU performs regular planning activities to evaluate its infrastructure and water supply needs. RPU
also participates in regional planning efforts with other agencies. Some relevant planning documents
that this UWMP is coordinated with include:

« Upper Santa Ana River Integrated Water Resources Management Plan (IRWMP) (Draft as of
April 2021)

. Arlington Basin Groundwater Sustainability Plan (RPU is acting as an observer)
. Riverside Basin Groundwater Management Plan

« RPU Integrated Water Management Plan (IWMP) (dated 2015)

« RPU Non-Potable Water Master Plan

« RPU Focused Water Master Plan

. San Bernardino Basin Area Basin Technical Advisory Committee Regional Water Management
Plan

« Annual Report of the Western-San Bernardino Watermaster

In August 2020, the City created the Office of Sustainability. The Office of Sustainability is shepherding
collaborative efforts with City teams to identify policies, programs, and metrics to align strategic
priorities and sustainability goals in order to facilitate the integration of these goals across the City
organization and to pursue the action items identified in the City Council’'s 2025 Strategic Plan and the
City’s forthcoming General Plan update. The 2025 Strategic Plan identifies priorities and themes for
the City to work towards that will build a sustainable and resilient community. One of the strategic
priorities identified in the plan is fostering environmental stewardship throughout the City. The City has
identified goals with the intent to support and champion proactive and equitable climate solutions based
on science to ensure clean air, safe water, a vibrant natural world, and a resilient green new economy
for current and future generations. The Strategic Plan further strives to “maintain and conserve 30
percent of Riverside’s natural lands in green space including but not limited to agricultural lands and
urban forests in order to protect and restore Riverside’s rich biodiversity and accelerate the natural
removal of carbon, furthering our community’s climate resilience”.

RPU will continue to be committed to study the relationship between climate change and water supplies
in conjunction with local and state regulations.

This UWMP is intended to meet RPU’s reporting requirements under the UWMP Act. It is intended to
be consistent with these other plans without unnecessarily duplicating information.

1.4 UWMPs and Grant or Loan Eligibility

Water suppliers must have a current UWMP on file with DWR to be eligible for any water grant or loan
administered by DWR. DWR must also determine that the Supplier's UWMP has addressed the
requirements of the Water Code. This UWMP, due July 1, 2021, will be submitted to DWR for that
review.

As documented in the SB X7-7 description in this plan, RPU has met its 2020 Compliance Water Use
Target and is in compliance with the water conservation requirements established by the Water
Conservation Act of 2009.
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1.5 Demonstration of Consistency with the Delta Plan for Participants

in Covered Actions

RPU is a wholesale customer of Western Municipal Water District (WMWD), which is a member agency
of the Metropolitan Water District of Southern California (MWD). MWD is a contractor to the State
Water Project (SWP) and prepared a demonstration of reduced reliance on the Delta in its 2020
UWMP. WMWD also prepared a demonstration of reduced reliance on the Delta in its 2020 UWMP.
MWD and its member agencies (including WMWD) have indicated that this regional demonstration
could be applicable to retail agencies such as RPU.



Plan Preparation

RPU has prepared its 2020 UWMP in accordance with the UWMP Act,
sections 10610 through 10656 of the CWC. The UWMP Act is attached as

Appendix A.

This chapter provides information required by the CWC to
establish the basis for RPU's plan preparation.

2.1 Plan Preparation

RPU serves more than 3,000 AFY to its retail customers and is
therefore required to prepare a UWMP every five years. RPU
also sells more than 3,000 AFY to its wholesale customers and
has provided information to meet these reporting requirements
as well.

2-1

IN THIS SECTION

Coordination and
Outreach

Cities and Counties
Served by RPU

Basis for Plan
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2.2 Basis for Preparing a Plan

RPU provides water to a service area that includes most of the City of Riverside. RPU operates a
single Public Water System (PWS) as defined by DWR. Relevant statistics about RPU's PWS are
presented in Table 2-1. The volume of water in Table 2-1 reflects the water supplied to RPU’s retail
customers.

Table 2-1. DWR 2-1R Public Water Systems

PUBLIC WATER SYSTEM PUBLIC WATER SYSTEM NAME NUMBER OF MUNICIPAL VOLUME OF WATER
NUMBER CONNECTIONS 2020 SUPPLIED 2020 (AFY)
3310031 City of Riverside Public Utilities 66,120 65,806

RPU participates in regional planning efforts, including the Upper Santa Ana Watershed RWMP
process and the San Bernardino Basin Area (SBBA) Basin Technical Advisory Committee (BTAC). In
preparing this plan, RPU has drawn on previous planning documents, including the RPU IWMP and the
Upper Santa Ana River IRWMP. RPU actively participates in regional planning efforts with neighboring
agencies to assess regional supplies and demands and develop new sources of supply as needed.

RPU has prepared this plan as an individual agency and is not participating in a Regional UWMP or a
Regional Alliance. This information is summarized in Table 2-2.

Table 2-2. DWR 2-2 Plan Identification

TYPE OF PLAN MEMBER OF RUWMP MEMBER OF REGIONAL NAME OF RUWMP OR REGIONAL
ALLIANCE ALLIANCE
Individual No No None

RPU is primarily a retail agency, but it does sell more than 3,000 AFY to wholesale customers (WMWD
and the City of Norco) and therefore has prepared this UWMP to address retail and wholesale
requirements. RPU has prepared this report presenting data on a calendar year basis (January 1
through December 31). The report includes data for the entire calendar year 2020. This report uses
units of acre-feet (AF) for water volume, and acre-feet per year (AFY) for annual amounts. This
information is summarized in Table 2-3.

Table 2-3. DWR 2-3 Agency ldentification

TYPE OF SUPPLIER YEAR TYPE UNIT TYPE

Retail and Wholesale Calendar Acre-Feet

2.3 Coordination and Outreach

RPU's service area is centrally located within the Santa Ana River Watershed. RPU shares water
resources with several public agencies and private water retailers. This arrangement requires on-going
coordination between the water management agencies and local water retailers for sustainable long-
term planning of these resources. RPU also coordinates with the Gage Canal Company (GCC) and
mutual water companies that serve adjoining areas as well as local environmental organizations.
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In addition to collaborating with the water management agencies and surrounding water retailers, RPU
values the continued partnership with its community. RPU has developed procedures to inform the
general public of current events and provides opportunities by which its constituents can share ideas
and provide feedback.

2.3.1 Wholesale and Retail Coordination

Pursuant to the UWMP Act, RPU sent Notice of Preparation letters to the surrounding water
management agencies, water retailers, cities and counties, and public agencies to inform them that
RPU was in the process of updating its UWMP. Copies of the Notice of Preparation letters are included
in Appendix C.

RPU coordinated with its wholesale water supplier, WMWD, in the preparation of the demand and
supply estimates presented in the report. This information is summarized in Table 2-4. RPU also
coordinated with its wholesale customers, as summarized in Table 2-5.

Table 2-4. DWR 2-R Water Supplier Information Exchange with RPU’s Wholesale Supplier

WHOLESALE WATER SUPPLIER NAME
Western Municipal Water District

Table 2-5. DWR 2-4W Water Supplier Information Exchange with RPU’s Wholesale Customers

RETAIL WATER SUPPLIER NAME

Western Municipal Water District

City of Norco

2.3.2 Coordination with Other Agencies and the Community

In addition to WMWD, RPU requested input, data, and comments from many neighboring agencies
while preparing this plan. These agencies are identified in Table 10-1.

RPU communicates water supply information to the community throughout the year. For example,
RPU provides water highlights at one of the two monthly Riverside Board of Public Utilities (Board)
meetings.

These highlights include information on current water use, total monthly production, annual rolling
production, usage in gallons per capita per day (GPCD), residential usage in gallons per capita per day
(R-GPCD), daily consumption, peak demand, and temperature and rainfall. In addition, RPU regularly
encourages public water awareness and water conservation at the Board meetings and on its website
https://www.riversideca.gov/utilities/.

During recent years, RPU has increased its outreach efforts to encourage water conservation. RPU’s
communications have included the use of newspaper advertisements and bill stuffers. RPU has also
reached out to customers through social media messaging related to the importance of efficient water
use.

Riverside Public Utilities 2-3 2020 Urban Water Management Plan



System Description

The water utility can trace its heritage directly back to the IN THIS SECTION
founding of the Riverside Colony as an agricultural community
in 1870. In that year, a preliminary survey was made for a
canal (Riverside Upper Canal) to irrigate groves of mulberry
trees, and a notice of water appropriation was posted for
diverting water, via gravity, from the Santa Ana River. An
additional canal (Riverside Lower Canal) was constructed in
1874 and increased Riverside's capacity of carrying water to
5,000 miner's inches, or approximately 56,100 gallons per
minute (gpm).

e Service Area
o Land Uses

¢ Climate

In 1883, the City of Riverside was incorporated, in part to free
up control of water and land sales from the privately held
Riverside Land & Irrigating Company. In 1884, a compromise
between the Riverside Land & Irrigating Company and local
irrigators led to the creation of the Riverside Water Company.
The agreement made the Riverside Water Company the default
water supplier for most of the Riverside area.

By the late 1880s, surface diversions from the Santa Ana River
were inadequate for the Riverside Water Company's needs, so
artesian wells were drilled to augment water supply. Wells were
constructed throughout Riverside and San Bernardino counties.

3-1
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In 1913, Riverside voters approved a $1,115,000 bond issue to purchase three water companies and
establish its municipal water department. The purchase included the Riverside Water Company,
Artesia Water Company, and the Henry P. Kyes water system.

As early as 1956, the City of Riverside started buying stock in the Gage Canal Company (GCC). In
1965, the City of Riverside acquired the GCC and all of its production, transportation, and distribution
assets by condemnation, except for a small portion of assets retained by GCC. Under the terms of the
judgment entered in the condemnation lawsuit, the City is obligated to deliver non-potable irrigation
water to GCC shareholders. The amount is specified in that condemnation judgment. Since 1959, the
City of Riverside's local water supply has primarily come from groundwater sources and remains
essentially the same to this day. The service area of the original Riverside Upper Canal developed as
a highly productive agricultural area specializing in citrus crops. In recent years, urbanization has
increasingly reduced agricultural land. As a result, there has been a shift in water use from agricultural
irrigation to domestic, municipal, and industrial applications.

3.1 General Description

The RPU service area is located within the Santa Ana River Valley approximately 60 miles east of Los
Angeles and 100 miles north of San Diego. The RPU service area is approximately 75 square miles, of
which approximately 70 square miles are located in Riverside's City limits. The remaining 5 square
miles consist mainly of unincorporated land within the County of Riverside. The area within Riverside's
City boundaries is approximately 80 square miles, of which approximately 10 square miles are served
by water retailers other than RPU. The other potable water retailers within the City include WMWD (9
square miles), Eastern Municipal Water District (EMWD, 1 square mile), and the Riverside Highland
Water Company (RHWC, 0.25 square miles).

3.2 Service Area Boundary Maps

The RPU service area is bounded on the north by the City of Colton; on the east by the RHWC and
WMWD; on the south by WMWD; and on the west by Home Gardens County Water District (HGCWD),
City of Corona, City of Norco, Rubidoux Community Services District, and the Jurupa Community
Services District. A service area map is shown in Figure 3-1.

The City's Sphere of Influence extends to the south of the City boundary and includes areas where
retail water service is currently provided by WMWD. For this UWMP, it was assumed that RPU's water
service area would not expand beyond its current boundaries.

The RPU service area overlies portions of several groundwater basins, including Riverside, Arlington,
and Chino. The RPU service area is shown relative to groundwater basins in Figure 3-2.

The surface elevation within the RPU service area ranges from more than 1,900 feet above mean sea
level in the northeast to less than 700 feet above mean sea level in the southwest. The Santa Ana
River is the main watercourse that drains the RPU service area. Other major tributaries include the
Springbrook, Tequesquite, Prenda, Woodcrest, Mockingbird, and Hole Lake drainages.
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Figure 3-1. RPU Service Area Boundary
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Figure 3-2. Groundwater Basins Underlying Service Area
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3.3 Service Area Climate

The RPU service area is located in the southwest arid region of the United States. The climate typically
exhibits hot, dry summers and mild, wet winters. Climate is a primary factor that influences water
demand within the RPU service area. Most rainfall occurs during the months of November through
April. The hottest and driest period of the year is from June through September. It is not unusual
during the summer months to have several consecutive days that the daily temperature exceeds 100
degrees Fahrenheit.

To represent current conditions, data were obtained from a monitoring station, part of the California
Irrigation Management Information System (CIMIS). These data are based on 35 years of record
(1986-2020) at Station 044 (University of California Riverside) within CIMIS.

Average temperature, precipitation, and evapotranspiration by month are shown in Figure 3-3.
Evapotranspiration (ET) is the water lost to the atmosphere by the combined processes of evaporation
(from soil and plant surfaces) and transpiration (from plant tissues). It is an indicator of how much
water crops, lawn, garden, and trees need for healthy growth and productivity. ET from a standardized
grass surface is commonly denoted as ETo.

Based on historical average data, annual precipitation is approximately 9 inches, and average annual
evapotranspiration is approximately 58 inches. Therefore, approximately 49 inches of supplemental
water is required each year to maintain a healthy lawn in the RPU service area.

Figure 3-3. Historical Climate Data (CIMIS Station 044)
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RPU also monitors trends in temperature and precipitation over time. The available data at Station 044
from CIMIS are plotted over time in Figure 3-4. Annual precipitation has been variable, ranging
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between 5 and 15 inches per year. It appears that average temperatures are displaying an upward
trend.

Figure 3-4. Time Series of Historical Climate Data
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Climate change has the potential to impact water supplies and demands for RPU. Water demands
could increase if summer temperatures rise, or if there are more days with high temperatures. Water
supplies could be affected by changes in precipitation and runoff that contribute to groundwater
recharge.

RPU participates in regional planning efforts that have considered the potential impacts of climate
change. The Upper Santa Ana River Watershed IRWMP included a discussion of climate change and
its potential impacts on water demand. The IRWMP included a Climate Change Vulnerability
Assessment. The Checklist is included in Appendix D of this document. Some areas identified in the
vulnerability assessment include wildfires and potential erosion impacts on water quality, as well as
floods and their potential impact on water facilities.

The potential impact of climate change on demands is discussed in Chapter 4, and the potential impact
on supplies is discussed in Chapter 6.
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3.4 Service Area Population and Demographics

The RPU service area is approximately 75 square miles, of which approximately 70 square miles are
located in Riverside's City boundaries.

3.4.1 Service Area Population

Because the RPU service area does not align exactly with the City of Riverside boundaries, the
recommended approach from DWR for estimating service area population is the DWR Population Tool.
This GIS-based tool uses census data and a geographic outline of the service area to calculate
population in years for which census data are available (1990, 2000, and 2010). The census data for
2020 have not been released. For other years, the Tool uses the number of connections to estimate
the population in the service area.

The DWR Population Tool was used to intersect RPU's water service area with compiled census data
to estimate historic populations for the RPU water service area. The tool provided service area
populations for 1990, 2000, and 2010 using census data. The Tool was used to estimate the 2020
population based on the number of connections in 2010 and 2020.

RPU developed projections of the estimated future population through 2045. The projections were
based on growth projections prepared by the Southern California Association of Governments (SCAG)
as part of their regional transportation plan. SCAG’s most recent transportation plan is referred to as
Connect SoCal; more detailed information is available at https://scag.ca.gov/connect-socal. SCAG
gathered and coordinated input from cities and counties throughout Southern California about expected
growth and development for the next 25 years. An overview of the demographic and growth forecast is
available at https://scag.ca.gov/sites/main/files/file-attachments/0903fconnectsocal _demographics-and-
growth-forecast.pdf?1606001579.

The SCAG analysis includes estimates of population, households, and employment in each Traffic
Analysis Zone (TAZ) in their study area. RPU used GIS software to intersect the TAZ data with the
RPU service area boundary and estimate the population, households, and employment within the
utility’s service area boundary.

Note: This modeling analysis was performed by RPU and its consultants based upon modeling information
originally developed by the Southern California Association of Governments (SCAG). SCAG is not responsible for
how the Model is applied or for any changes to the model scripts, model parameters, or model input data. The
resulting modeling data does not necessarily reflect the official views or policies of SCAG. SCAG shall not be held
responsible for the modeling results and the content of the documentation.

The calculated population within the RPU service area is shown in Table 3-1.

Table 3-1. DWR 3-1 Current and Projected Population

POPULATION SERVED 2020 2025 2030 2035 2040 2045
RPU Service Area 310,554 321,896 333,652 345,838 358,468 371,560
TOTAL 310,554 321,896 333,652 345,838 358,468 371,560

Based on SCAG TAZ data developed as part of SoCal Connect 2020

Riverside Public Utilities 3-7 2020 Urban Water Management Plan



System Description Section 3

3.4.2 Other Social, Economic, and Demographic Factors

Demographic factors that can influence future water demand include land use, relative proportion of
single-family residences to multi-family residences, population density, economic characteristics (e.g.,
income levels, employment rate), and the composition of customer types.

The RPU service area is approximately 80 percent built out and contains about 15 percent vacant land
available for development or conservation. RPU has identified three categories of growth for ultimate
build-out:

« development within the remaining vacant land,
. increased density within areas already developed as defined in the City's General Plan, and

« water demand associated with growth and expansion at the University of California Riverside (UCR)
and California Baptist University.

3.5 Land Uses within Service Area

SCAG coordinated with local jurisdictions in developing the Connect SoCal plan, which is a long-range
planning document for the region that balances future mobility and housing needs with economic,
environmental and public health goals. SCAG obtained input from local jurisdictions on their current
and projected future land use to validate the growth projections with local plans and available land.
RPU also coordinated with City planning staff to validate the expected growth in population.
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Water Use Characterization

RPU meets the water demands of retail customers within its
service area. RPU also provides wholesale supply to WMWD
and the City of Norco. By agreement, RPU delivers potable
water to WMWD and Norco, and it delivers non-potable water to
WMWD via the Riverside Canal.

4-1

IN THIS SECTION

Water Use by Sector

Projections of Future
Demand



rization Section 4

4.1 Non-Potable Versus Potable Water Use

RPU provides wholesale supply to WMWD and the City of Norco. By agreement, RPU delivers potable
water to WMWD and Norco, and it delivers non-potable water to WMWD via the Riverside Canal. RPU
also meets the water demands of retail customers within its service area. In the following section these
retail demands are categorized by customer category.

In addition to these demands, RPU meets other types of demands. These additional water uses
include:

« GCC receives all of its water supply from RPU-owned wells and serves water to its agricultural
customers via the Gage Canal. The GCC service area is completely within the RPU service area.
The future projections reported by RPU account for the water delivery obligations to GCC.

« WMWD has extraction rights in the Bunker Hill Basin. Through an existing agreement, RPU extracts
“WMWD water” from the Bunker Hill Basin and delivers it to WMWD through the RPU distribution
system. This water use is considered to be “wheeled”, since RPU does not have the rights to extract
it. This wheeled water has been excluded from the demand projections in this UWMP.

RPU's potable distribution system delivers water to RPU retail customers, the City of Norco, and
WMWD. RPU's non-potable distribution system delivers water to the GCC and WMWD. RPU's
recycled distribution system delivers recycled water to RPU retail customers. All of RPU's retail
customers are metered.

4.2 Past, Current, and Projected Water Use by Sector

This section describes water use in the customer sectors identified in the CWC and tracked in RPU’s
billing system.

4.2.1 Distribution System Water Losses

RPU estimates water losses each year by monitoring total water entering the distribution system and
total withdrawals for retail demands, wholesale demands, or other known uses. Losses calculated in
this manner include both apparent losses (due to factors such as water that is not registered as
consumption because of meter error) and real losses (due to leaks in the distribution system). Based
on data over the past five years, RPU estimates the average losses in its potable system to be roughly
9%. Reducing the amount of water loss throughout RPU’s raw, potable, non-potable, and recycled
water systems is important to RPU and the State of California. RPU has existing programs in place to
monitor water loss and keep production meters calibrated at least once annually and intends to take
further steps to better calculate and reduce water loss throughout the system.

RPU has performed American Water Works Association (AWWA) water loss audits on the potable
water distribution system for the past five years. RPU initially prepared the audits on a fiscal year basis
and transitioned to a calendar year basis starting with calendar year 2016. These audits provide an
estimate of apparent water losses, real losses, and unavoidable real losses. The results of these audits
are summarized in Table 4-1. The loss in Table 4-1 is taken from the field “Water Losses” on the
AWWA Audit worksheet. RPU’s completed audits for these years are included in Appendix E.
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Table 4-1. DWR 4-4R 12 Month Water Loss Audit Reporting

REPORT PERIOD START DATE

Section 4

MM YYYY VOLUME OF WATER LOSS (AF)
07 2014 2,755
01 2016 4,090
01 2017 8,063
01 2018 6,591
01 2019 5,597

In addition to RPU’s ongoing efforts to reduce water loss within its systems, evaluation of future
actions that can be taken to reduce apparent and real losses will be presented to the RPU Board.

4.2.2 Past and Current Water Use

The past and current water use for RPU is shown in Error! Reference source not found..

Riverside Public Utilities
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Water Use Characterization Section 4
Table 4-2. DWR 4-1 Actual Demands for Water (All Values in AF)
LEVEL OF

ADDITIONAL TREATMENT
USE TYPE DESCRIPTION WHEN DELIVERED 2017 2018 2019 2020
Single Family Drinking Water 27,412 28,940 29,902 31,386 34,250
Multi-Family Drinking Water 4,913 5,187 5,360 5,644 6,159
Commercial / Drinking Water 17,948 18,976 18,958 12,440 12,067
Institutional
Landscape ! Drinking Water 1,768 1,847 2,089 3,681 4,166
Agricultural Drinking Water 1,624 1,622 1,545 1,351 1,394
Irrigation
Other Fire, Temporary,  py  1ing Water 298 402 326 426 289

Special Services
Wholesale WMWD Drinking Water 2,997 3,967 3305 2,184 3,163
Wholesale Norco Drinking Water 0] 0 0 0 477
Potable Losses Drinking Water 5,215 7,181 5,955 5,184 7,382
Subtotal - Potable 62,175 68,122 67,440 62,296 69,347
GCC Raw Water 10,578 10,650 10,610 9,130 9,958
Overlying Uses Raw Water 760 740 945 955 867
WMWD Raw Water 1,904 684 1,227 415 428
Irrigation Water Raw Water 1,202 821 594 331 597
Losses
Subtotal = Non- 14,444 12,895 13,376 10,831 11,850
Potable
TOTAL: POTABLE AND NON-POTABLE 76,619 81,017 80,816 73,127 81,197
Recycled Water Recycled Water 177 187 187 143 141
TOTAL WATER USE 76,796 81,204 81,003 73,270 81,338

Footnote ! - The Landscape Irrigation rate was introduced in 7/1 /18 with the updated rate plan, and the majority of these quantities were previously reported
under the Commercial /Institutional Use Type. Further, consumption in 2015-16 was significantly lower due to impacts from mandatory State-wide drought
restrictions. Projected Water Use
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RPU prepared projections of future demand by using the year 2020 as a starting point, escalating
population by an annual growth rate, and assuming demand per customer would stay relatively
constant. The annual growth percentage incorporated the expected increase in service area
population-based on regional growth forecasts. Because of ongoing conservation efforts, RPU’s per-
capita consumption has remained relatively stable. Achievements in demand reduction have been
accomplished through codified plumbing standards and fixtures, and residential use in GPCD has been
trending downward. While RPU will continue to emphasize the importance of water conservation,
prudent planning requires considering the possibility that consumption will experience some rebound
from its current level.

The combination of the population growth rate and the anticipated change in per-capita consumption
was used to project increased retail demand through 2045. The non-retail demands were estimated
based on current planning activities and coordination with neighboring agencies.

Codes and Other Considerations Used in Projections

RPU is committed to long-range planning to provide a reliable, cost-effective water supply to its
customers. RPU completed an IWMP that combined information from previous studies and laid out an
approach to developing new sources of supply as they are required. RPU actively monitors water
consumption in its service area, in part to prepare required monthly reports for the State Water
Resources Control Board.

For this report, RPU has projected that future demands will increase at a percentage growth rate that
incorporates two factors: the percentage growth in service area population and potential changes in
the per-capita consumption. This approach provides estimates for future system-wide demand that can
be used for long-range planning. Furthermore, RPU plans to evaluate climate impacts further with the
Office of Sustainability to determine future demand factors to align RPU with the previously referenced
2025 Strategic Plan.

Water suppliers have the option of preparing more detailed demand forecasts by estimating demand
factors based on land use categories. For example, RPU could identify typical water use per single-
family customer and per commercial account. These customer classes can be further sub-divided by
lot size, neighborhood, or other variables. The intent is to quantify the estimated water use per
customer in different customer classes and then to forecast how future changes will impact water use
within each customer class.

Once this step is complete, these land use-based demand factors can be adjusted to account for future
water savings from codes, standards, and ordinances. For example, new single-family construction
would be assigned a demand factor that reflects the installation of plumbing fixtures and landscaping
that meets the current codes. This demand factor would likely be less than the average demand factor
for existing homes.

RPU has developed land use-based demand factors for previous master planning efforts. The
increased level of detail allows for a more disaggregated analysis of water demands and potential
future changes. However, for this document, RPU has elected not to develop land use-based demand
factors. Recent and upcoming drought regulations have induced significant changes in water
consumption patterns, and there is considerable uncertainty as to how demands will change in the
future. Given this uncertainty, RPU elected to apply a percentage growth rate to demands across the
service area for this UWMP.

RPU’s projected future demands are shown in Table 4-3.
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Table 4-3. DWR 4-2 Projected Demands for Water (All Values in AF)
LEVEL OF
ADDITIONAL TREATMENT
USE TYPE DESCRIPTION WHEN DELIVERED 2025 2030 2035 2040 2045
Single Family Drinking Water 35,069 36,349 37,677 39,053 40,479
Multi-Family Drinking Water 6,306 6,537 6,775 7,023 7,279
Cor:nmfarcicl / Drinking Water 12,355 12,807 13,274 13,759 14,262
Institutional
Landscape Drinking Water 4,266 4,421 4,583 4,750 4,924
Ag?ricu.ltural Drinking Water 1,427 1,479 1,533 1,589 1,648
Irrigation
Other Fire, :remporf:ry, Drinking Water 296 307 318 330 342
Special Service
Wholesale WMWD Drinking Water 2,000 2,000 2,000 2,000 2,000
Wholesale Norco Drinking Water 1,000 1,000 1,000 1,000 1,000
Potable Losses Drinking Water 3,193 5,383 3,579 5,783 3,994
Subtotal - Potable 67,912 70,283 72,739 75,287 77,928
GCC (Upper and Raw Water 13,500 13,500 13,500 13,500 13, 500
Lower)
Overlying Uses Raw Water 1,000 1,000 1,000 1,000 1,000
WMWD Raw Water 2,000 2,000 2,000 2,000 2,000
Irrigation Water Raw Water 600 600 600 600 600
Losses
Subtotal — Non- 17,100 17,100 17,100 17,100 17,100
Potable
TOTAL: POTABLE AND NON-POTABLE 85,012 87,383 89,839 92,387 95,028
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RPU’s total projected retail water use, including recycled water demand, is shown in Table 4-4. The
projection of recycled water demands depends on recycled water infrastructure projects discussed in
the Water Supplies chapter.

Table 4-4. DWR 4-3 Total Gross Water Use (All Values in AF)

2020 2025 2030 2035 2040 2045
Potable and Raw Water
From Table 4-1 and 4-2 81,197 85,012 87,383 89,840 92,387 95,027
Recycled Water Demand 141 5,700 13,420 13,420 13,420 13,420
From Table 6-4
TOTAL WATER USE: 81,338 90,712 100,803 103,260 105,807 108,447

4.3 Water Use for Lower Income Households

Senate Bill 1087 requires that water use projections in an UWMP include the projected water use for
single-family and multi-family residential housing for lower-income households, as identified in the
housing element of any city and county in the service area of the supplier.

The City’s General Plan 2025 defines a lower-income household as a household that earns 0 to 80
percent of the median family income. The General Plan refers to the median family income for
Riverside County, as determined by the California Department of Housing and Community
Development (HCD) as the reference point for median family income.

RPU used the percentage of low-income and very-low-income housing identified in the Regional
Housing Needs Assessment (RHNA) for 2021 through 2029, approved by the Southern California
Association of Governments, to estimate the number of new low-income housing units that may require
service within RPU’s retail service area. The RHNA data indicated that 43 percent of projected housing
units will be for very low-income or low-income households. It is expected that these households will
contribute 43 percent of future residential demands. These demands have been included in the
demand projections presented in this UWMP.

RPU is incorporating conservation programs into its demand projections, but it is not explicitly
quantifying the expected water savings due to codes and standards. This information is summarized in
Table 4-5.

Table 4-5. DWR 4-5R Inclusion in Water Use Projections

Are Future Water Savings Included in Projections?

Refer to Appendix K of UWMP Guidebook. Yes

Section or page number where the citations utilized in the demand projects can be found: Section 4.2

Are Lower Income Residential Demands Included in Projections? Yes
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4.4 Climate Change Considerations

The Upper Santa Ana River Watershed IRWMP included a discussion of climate change and its
potential impacts on water demand. This discussion is summarized here.

The IRWM Region’s currently consistent climate with hot summers and cool winters with mild
precipitation, and rain in low elevations with snow in higher elevations, would change as temperatures
increase, resulting in less precipitation as snow which would affect the snowpack. Increased
precipitation as rain would make it more difficult to capture storm flows and store them for drier periods.
RPU is working with regional partners on projects such as Enhanced Recharge and Active Recharge to
capture storm flows when available and store them for groundwater replenishment.

The Intergovernmental Panel on Climate Change has vetted and approved 112 climate models based
on projections in greenhouse gas emissions and associated precipitation and temperature changes.
These models make use of various greenhouse gas emissions scenarios based on population growth
and economic activity. Global climate models used in the study were scaled down to 12-kilometer grids
to make them relevant for regional analysis. The down-scaled global climate model projections are
produced by internationally recognized climate modeling centers around the world and make use of
greenhouse gas emissions scenarios, which include assumptions of projected population growth and
economic activity. Projected climate variables, including daily precipitation, minimum temperature,
maximum temperature, and wind speed, were included, as well as historical model simulations over the
period from 1950 to 1999. Final products included data sets at key locations for precipitation,
temperature, evapotranspiration, April 1st Snow Water Equivalent, and stream flow.

The models show that in the future, the number of days over 95°F will increase in multiple locations.
The results for the City of Riverside are shown in Table 4-6.

Table 4-6. Estimated Days per Year Exceeding 95 Degrees F

CITY HISTORICAL 2020 2050 2070

Riverside 43 58 72 82

The numbers of high-temperature days in Riverside are expected to double between the historical
average and 2070. Similar increases in temperature can be anticipated throughout the inland valleys.
These increased temperature levels are expected to increase water demands across the watershed,
mainly for agricultural and irrigation purposes.
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SB X7-7 Baseline, Targets and
2020 Compliance

To meet the requirements of SB X7-7, water agencies are required to
calculate their baseline water use in gallons per capita per day (gpcd) for
a 10-to 15-year period ending before 2010. The agency then calculates a
water use target for 2020, using one of four methodologies defined by
DWR. An interim water use target for 2015 is then calculated as the

average of the baseline and the 2020 water use target.

IN THIS SECTION
o Baselines & Targets

e 2020 Compliance
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SB X7-7 Baseline, Targets and 2020 Compliance Section 5

5.1 SB X7-7 Forms and Summary Tables

RPU has completed the standard forms required by DWR to document calculation of the baseline,
targets, and 2020 compliance. These forms are included in Appendix F.

5.2 Baseline and Target Calculations for 2020 UWMP

RPU prepared initial calculations of baseline water use and water use targets in its 2010 UWMP. For
the 2015 UWMP cycle, DWR made a GIS-based population tool (the DWR Population Tool) available
to calculate service area population using census data. DWR required that water agencies use a
method at least as accurate as the DWR Population Tool to calculate their service area population for
the baseline years and for 2015. RPU used the DWR Population Tool to re-calculate its service area
population, baseline per-capita use, and compliance targets in the 2015 UWMP.

For those agencies that met more than 10 percent of their demands in 2008 using recycled water, SB
X7-7 provides the option of using a longer baseline period (up to 15 years) to calculate their baseline
water use. For other agencies, a 10-year period is used for the baseline. Because recycled water
made up less than 10 percent of RPU's retail water deliveries in 2008, the baseline water use was
generated for a 10-year period. For the 2015 UWMP, RPU used the same baseline period as the one
used in the 2010 UWMP (1999 through 2008). This baseline period was selected because it provided
the highest average water use for the baseline period.

For the 2020 UWMP, RPU is not recalculating its baselines or targets. RPU’s baselines and targets are
summarized in Table 5-1.

Table 5-1. DWR 5-1R Baselines and Targets Summary

BASELINE PERIOD START YEAR END YEAR AVERAGE BASELINE GPCD*  CONFIRMED 2020 TARGET *
10-15 Year 1999 2008 266 213
5 Year 2004 2008 269

*All values are in Gallons per Capita per Day (GPCD)

5.3 Population and Gross Water Use

5.3.1 Service Area Population

RPU's service area population for 2020 was calculated using the DWR Population Tool. The GIS-
based tool was used to intersect RPU's service area with Census Bureau data. The tool directly
calculated a service area population for 1990, 2000, and 2010. The tool was then used to estimate a
2020 population based on the change in the number of residential connections from 2010 to 2020.

5.3.2 Gross Water Use

The calculation of gross water use begins with the total amount of water that was put into the potable
water distribution system by RPU. Water that was exported to another agency was then subtracted to
leave the amount used by RPU retail customers.
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Water delivered to agricultural customers was included in the urban water demand because those
customers, although designated as agricultural customers, receive water from RPU's potable system
and use that water to meet both potable and irrigation demands.

5.4 2020 Compliance Daily Per-Capita Water Use (GPCD)

The 2020 urban water use target was calculated by multiplying the base daily per capita water use for
the 10-year base period by 80 percent (Target Method 1). The urban water use target for the RPU
service area for 2020 is 80 percent of 266 GPCD, or 213 GPCD.

RPU did not apply any of the optional adjustments for extraordinary events, economic conditions, or
weather in calculating 2020 gross water use. The calculated 2020 water use is 189 GPCD. This value
is below the confirmed 2020 target of 213 GPCD.

These values are summarized in Table 5-2.

Table 5-2. DWR 5-2R 2020 Compliance

2020 GPCD SUPPLIER ACHIEVED
2020 TOTAL ADJUSTED 2020 CONFIRMED TARGETED REDUCTION
ACTUAL 2020 GPCD*  ADJUSTMENTS 2020 GPCD* TARGET GPCD IN 2020
189 0 189 213 Yes

*All values are in Gallons per Capita per Day (GPCD)

5.5 Regional Alliance

RPU calculated compliance with SB X7-7 as an individual agency and did not participate in a Regional
Alliance.
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Water Supply
Characterization

This chapter describes the sources of supply available to RPU to meet
water demands. The available sources include local groundwater,

recycled water, and imported water.

RPU’s primary source of supply is local groundwater. RPU also IN THIS SECTION
distributes recycled water for non-potable uses. These two

locally controlled supplies have been highly reliable. RPU also »  Sources of Supply

has an agreement with WMWD to access imported water when e Recycled Water
needed. Since 2009, RPU has been imported-water Program
independent by relying solely on local water supplies to meet . Projected Future

the water demands of its service area. RPU will work to remain Supply Portfolio
imported-water independent through efficient water use of its

finite resources and the development of new regional and local

water supply projects.
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Water Supply Characterization Section 6

6.1 Water Supply Analysis Overview

RPU’s primary source of supply is local groundwater. RPU also distributes recycled water for non-
potable uses which is supplied from the City of Riverside Regional Water Quality Control Plant. These
two locally controlled supplies have been highly reliable. RPU also has an agreement with WMWD to
access imported water when needed. This agreement can provide RPU with up to 21,700 AFY of
imported water. RPU also has an exchange agreement with the City of Norco for the sale of up to
1,000 AFY and the exchange of water during emergencies.

6.2 UWMP Water Supply Characterization

This section discusses each of the supplies available to RPU.

6.2.1 Purchased or Imported Water

RPU has the ability to purchase SWP water from WMWD through a connection at the MWD Henry J.
Mills Water Treatment Plant (WTP). Up to 30 cubic feet per second (cfs) or 19.4 million gallons per day
(mgd) of imported water can be purchased from WMD through an existing agreement and conveyed
through existing infrastructure. Prior to 2009, imported water was mainly purchased during the peak
demand months, when needed.

A copy of the agreement between WMWD and RPU for SWP water is included in Appendix H.

In 2018 RPU and the City of Norco entered into an agreement for the sale of up to 1,000 AFY and the
exchange of water during emergencies. A copy of the agreement between Norco and RPU is included
in Appendix N.

6.2.2 Groundwater

RPU has facilities to extract groundwater from five groundwater basins: Bunker Hill, Rialto-Colton,
Riverside North, Riverside South, and Arlington Basins. The Riverside Basin is divided into Riverside
North and Riverside South by the San Bernardino County/Riverside County boundary. The Riverside
North and South sub-basins are hydrogeologically connected but separated for administrative
purposes.

Groundwater extracted from the Bunker Hill Basin, Rialto-Colton Basin, Riverside North, and Riverside
South sub-basins is conveyed to RPU's potable or non-potable distribution system depending on the
well location and local water quality. Raw groundwater from many of RPU's wells receives treatment
prior to entering the potable distribution system. Riverside anticipates that the need for treatment of raw
groundwater will continue or increase in the future.

RPU currently has 53 active wells (46 producing potable water and 7 producing non-potable water).
RPU has 20 inactive wells that are being used as monitoring wells and 13 other monitoring wells, for a
total of 33 dedicated monitoring wells.

An important management consideration that affects RPU’s groundwater production in several basins is
the Western-San Bernardino Judgment (Western Municipal Water District of Riverside County v. East
San Bernardino County Water District, Case No. 78426). The Western-San Bernardino Judgment
addresses groundwater management within the Rialto-Colton Basin, Riverside-Arlington basin, and the
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San Bernardino Basin Area (SBBA), which contains the Lytle Basin and the Bunker Hill Basin. The
Western-San Bernardino Judgment was established at the same time as the Orange County Judgment
(Orange County Water District v. City of Chino, et al., Case No. 117628) to settle rights within the upper
Santa Ana River watershed to ensure resources would be sufficient to meet flow obligations in the
lower Santa Ana River set by the Orange County Judgment. The Western-San Bernardino Judgment
established the entitlements and groundwater replenishment obligations of the two major water
agencies, San Bernardino Valley Municipal Water District (Valley District) and WMWD.

The Western-San Bernardino Judgment provides:
« A determination of the safe yield of the SBBA,

. Establishment of specific amounts of water that can be extracted from the SBBA by plaintiff parties
(parties in Riverside County);

- Valley District must provide replenishment for extractions from the SBBA by non-plaintiffs (entities in
the Valley District service area) in aggregate exceeding 72.05% of the safe yield, which is
167,228 AFY;

« WMWD must replenish the Rialto-Colton and Riverside-Arlington basins if extractions for use in
Riverside County in aggregate exceed certain specific amounts; and

« Valley District must replenish the Rialto-Colton and Riverside-Arlington basins if water levels are
lower than certain specific water level elevations in specified wells.

DWR defines these areas as the Bunker Hill Groundwater Basin, Rialto-Colton Groundwater Basin, and
the northern portion of the Riverside-Arlington Groundwater Basin. The Riverside Basin is split by the
Western-San Bernardino Judgment based on county boundaries into Riverside North (San Bernardino
County) and Riverside South (Riverside County).

The adjudication resulted in the naming of the Western-San Bernardino Watermaster (Watermaster)
consisting of two persons, one nominated by Valley District and the other by WMWD, appointed by the
presiding judge. The Watermaster prepares an annual report documenting the previous year's
pumping and export activities. Groundwater elevation, streamflow, and water quality are also
documented.

The Western-San Bernardino Judgment also required the Watermaster to establish base extraction
rights and export rights based on the average annual extractions and exports over the 5-year period
from 1959 through 1963.

A copy of the Western-San Bernardino Judgment is included in Appendix I.

RPU has facilities to extract water from five groundwater basins. Each of these basins is discussed
below.
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Bunker Hill Basin

The Bunker Hill Basin is a valley-fill aquifer comprised of six confined and water-bearing hydrogeologic
units. The Bunker Hill Basin lies between the San Andreas and San Jacinto Faults. The primary
source of recharge for the Bunker Hill Basin is runoff from precipitation in the San Bernardino
Mountains to the north and San Gabriel Mountains to the northwest. Wastewater discharge and
imported water contribute to smaller amounts of groundwater recharge.

Valley District, WMWD, and the San Bernardino Valley Water Conservation District (SBVWCD) are
active in recharging the Bunker Hill Basin.

RPU’s export rights from the SBBA, which include the Bunker Hill Basin, have been revised to reflect
new water conservation associated with the operation of the Seven Oaks Dam. The adjusted rights are
summarized in Table 6-1.

Table 6-1. RPU Export Rights from SBBA Reflecting New Conservation (All Values in AFY)

NEW CONSERVATION ADJUSTED RIGHT

EXPORT RIGHT (195 CFS) (SUBTOTAL)
City of Riverside (RW Co and Gage Canal Co) 49,542 1,719 51,261
Agua Mansa and Meeks & Daley Water Co — RPU Share 2,908 100 3,008
Riverside Highland Water Co — RPU Share 440 0 440
Regents of the University of California — Agreement 536 18 554
TOTAL 53,426 1,837 55,263

Rialto-Colton Basin

The San Jacinto fault bounds the Rialto-Colton Basin to the northeast, Rialto-Colton fault to the
southwest, the San Gabriel Mountains to the northwest, and Badlands to the southeast. The Rialto-
Colton Basin consists of four hydrostratigraphic units with the water-bearing units expressing
unconfined to partly confined properties.

The basis for the establishment of extraction rights stipulated within the Western-San Bernardino
Judgment was groundwater production over the 5-year period from 1959 through 1963 (Base Period).
For the Rialto-Colton Basin, the base period extraction is set only for that which is used within Riverside
County. Provided that Valley District maintains the minimum groundwater elevations within the Rialto-
Colton Basin, extractions from the Rialto-Colton Basin for use within San Bernardino Valley are not
limited. The Western-San Bernardino Judgment established 3,381 AF as the base period export right
for the use of Rialto-Colton Basin groundwater in Riverside County. Should extractions exceed the
base period extraction over a 5-year period, or by more than 20 percent in a single year, WMWD is
responsible for replenishment in the following year equal to the excess extractions over a 20-percent
peaking allowance, unless credits are available from previous years due to production below the base
period extraction or to importing water.

RPU's export rights from the Rialto-Colton Basin include 2,418 AFY for the City of Riverside and 310
AFY for RPU's shares of Agua Mansa and Meeks & Daley Water Company, for a total of 2,728 AFY.

As of the 2020 Watermaster Annual Report, WMWD has total credits of 544,221 AF for the Rialto-
Colton and Riverside Basins. A copy of the 2020 Watermaster Annual Report is included in Appendix
J.
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Riverside North Basin

The Riverside Basin is bounded by the Rialto-Colton fault to the north, Arlington Basin to the south, Box
Spring Mountains to the east, and Chino Basin to the west. The Riverside basin is an alluvial fill,
unconfined basin.

The basis for the establishment of extraction rights stipulated within the Western-San Bernardino
Judgment was groundwater production in the Riverside Basin over the 5-year period from 1959 through
1963. The Western-San Bernardino Judgment divides the Riverside Basin into two areas, based on
jurisdictional boundaries: the portion of the Riverside Basin in San Bernardino County (Riverside North)
and the portion of the Riverside Basin in Riverside County (Riverside South).

For Riverside North, the base period extraction is set only for that which is used within Riverside
County. Provided that Valley District maintains the minimum groundwater elevations within Riverside
North, extractions from Riverside North for use within San Bernardino Valley are not limited. The
Judgment established 21,085 AF as the base period export right for the use of Riverside North
groundwater in Riverside County.

In Riverside North for use in Riverside County, should extractions exceed the base period extraction
over a 5-year period, or by more than 20 percent in a single year, WMWD is responsible for
replenishment in the following year equal to the excess extractions over a 20-percent peaking
allowance. WMWD'’s replenishment obligation can be reduced through credits that are available from
previous years due to importing water into the basin or production below the base period extraction.

RPU's export rights from Riverside North are 10,902 AFY.

As of the 2020 Watermaster Annual Report, WMWD has total credits of 544,221 AF for the Rialto-
Colton and Riverside Basins. To avoid confusion, the Watermaster no longer allocates this credit
among groundwater basins. The Annual Report is included as Appendix J.

Riverside South Basin

For Riverside South, the Western-San Bernardino Judgment set a 5-year base period extraction of
29,633 AF for use in Riverside County. In Riverside South, should extractions exceed the base period
extraction over a 5-year period, or by more than 20 percent in a single year, WMWD is responsible for
replenishment in the following year equal to the excess extractions over a 20 percent peaking
allowance, unless credits are available from previous years due to productions below the base period
extraction or to importing water.

RPU's extraction rights from Riverside South are 16,880 AFY.

As of the 2020 Watermaster Annual Report, WMWD has total credits of 544,221 AF for the Rialto-
Colton and Riverside Basins.

Arlington Basin

The Arlington Basin consists of alluvial deposits and is located between the Riverside South and the
Temescal Basin. The Arlington Basin is not currently used by RPU due to the high levels of total
dissolved solids and nitrates. The City may use the Arlington Basin as a source of water supply in the
future if the costs for alternative new supplies make treatment of water from this source cost-effective.

The Arlington Basin is not adjudicated. A Groundwater Sustainability Plan (GSP) is currently being
prepared for the Arlington Basin to meet the requirements of SGMA. RPU is participating as an
observer in the development of the GSP.
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Groundwater Management

Groundwater management activities are undertaken in cooperation with local agencies including
WMWD, Valley District, Santa Ana Watershed Project Authority (SAWPA), and SBVWCD. The court-
appointed the Western-San Bernardino Watermaster to manage and report on the conditions of the
local groundwater basins. Annually, Valley District publishes an engineering report to determine the
replenishment requirements for the Bunker Hill Basin in the ensuing water year.

In 2005, the Upper Santa Ana Water Resources Association (USAWRA) formed the Basin Technical
Advisory Committee (BTAC) with Valley District as the lead agency to develop an IRWMP for the Upper
Santa Ana River Watershed. The IRWMP was completed in 2007, updated in 2015, and is currently
being updated for 2020. It focuses on long-term water resources management in the Bunker Hill and
Rialto-Colton basins and the reduction of reliance on imported water. Currently, BTAC meets monthly
with the primary purpose of managing resources to optimize groundwater recharge and extraction
activities.

The IRWMP is available at the website: https://www.sbvmwd.com/reports/reports

Valley District has established target ranges for groundwater level management within Bunker Hill
Basin and is obligated under the Western-San Bernardino Judgment to maintain water levels in the
Rialto-Colton Basin and Riverside North.

In 2010, SAWPA adopted its One Water One Watershed (OWOW) IRWMP for the entire Santa Ana
River watershed. RPU participated in the development of the OWOW plan and in the development of
the plan updates in 2014 and 2018.

RPU assists in regional groundwater management as a member of both USAWRA and BTAC. RPU, in
collaboration with WMWD, the Valley District, and other water retails that produce water from the
Riverside Basin, developed a Groundwater Management Plan (GWMP) for Riverside North and
Riverside South. The purpose of the plan is to improve sustainability by managing the quantity and
quality of groundwater resources.

The Riverside Basin Groundwater Management Plan is available at the website:
https://water.ca.gov/Programs/Groundwater-Management/Non-SGMA-Groundwater-Management

WMWD has developed a GWMP for the Arlington Basin, and is currently leading the development of a
GSP for the basin. More information is available at the website:

https://www.wmwd.com/530/Arlington-Basin-Groundwater-Sustainabili

Overdraft Conditions

The basins used by RPU include Bunker Hill (DWR Basin Number 8-2.06), Rialto-Colton (8-2.04), and
Riverside-Arlington (8-2.03).

The IRWMP determined that the San Bernardino Basin (which includes Bunker Hill and Lytle) and
Rialto-Colton Basins are being over-drafted, but there are sufficient supplies to meet replenishment
obligations.

The 2011 Riverside GWMP identified that Riverside North is currently over-drafted, and both Riverside
North and Riverside South are projected to be over-drafted. Valley District is obligated per the
Western-San Bernardino Judgment to maintain water levels in the Bunker Hill and Rialto-Colton Basins,
and in Riverside North. The Judgment also obligates Western to replenish excess extractions above
the base period extractions in Rialto-Colton, Riverside North, and Riverside South. In recent years
Western’s obligation has not been triggered, but Valley District’s obligation has.
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The Arlington Basin will be managed in accordance with the Arlington Basin GSP currently under
development.

RPU contributes to several efforts to monitor and manage the surrounding groundwater basins. RPU
participates in independent groundwater level and quality monitoring in Bunker Hill, Riverside, Rialto-
Colton, and Arlington basins. In addition, all groundwater production is metered, and extractions are
reported to the Western-San Bernardino Watermaster.

RPU's historical production from each groundwater basin for the past five years is shown in Table 6-2.
RPU’s groundwater production is conveyed through its potable and non-potable distribution systems to
retail customers and wholesale customers. It is not feasible to identify which wells produced the water
delivered to retail customers and which wells produced the water delivered to wholesale customers.
Therefore, RPU is showing all groundwater production in a single table.

Table 6-2. DWR 6-1 Groundwater Volume Pumped (All Values in AF)

GROUNDWATER TYPE LOCATION OR BASIN 2016 2017 2018 2019 2020
NAME

Alluvial Basin Bunker Hill 55,765 58,297 58,100 50,961 57,946

Alluvial Basin Riverside North 9,547 8,918 8,930 8,327 8,876

Alluvial Basin Riverside South 15,677 17,082 18,041 18,564 19,287

Alluvial Basin Rialto-Colton 1,138 921 1,546 459 2
TOTAL: 82,127 85,218 86,617 78,311 86,111

BUNKER HILL - WMWD

WHEELING 5,508 4,208 4,208 4.435 4,435

RPU’S TOTAL GROUNDWATER 76,619 81,010 82,409 73,876 81,676

PRODUCTION (INCLUDING

WHOLESALE DELIVERIES)

WHOLESALE TO WMWD 2,997 3,967 3,305 2,184 3,163

WHOLESALE TO NORCO 0 0 0 0 477

6.2.3 Surface Water

RPU intends to augment natural recharge in the Bunker Hill and Riverside basins through conjunctive
use projects. These projects will provide enhanced groundwater recharge when excess water is
available, with the goal of making that water available for groundwater production during dry periods.
These projects are summarized in Table 6-8. The exact scope and expected yield of these projects is
subject to adjustment as the projects move through the planning and implementation process.

6.2.4 Stormwater

In addition to the supply sources currently utilized by RPU to meet demands in its service area, local
stormwater is another potential supply that could be used. While the Riverside County Flood Control
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and Water Conservation District (RCFC&WCD) and the San Bernardino County Flood Control District
(SBCFCD) own and operate the existing regional flood control systems in and around RPU’s service
area, opportunities are available for RPU to capture and recharge additional stormwater.

The IWMP included an assessment of stormwater capture opportunities. The findings of this analysis
helped define several potential water supply projects, which were further developed and described in
the IWMP. RPU is continuing to investigate and develop these potential projects; they are summarized
in Table 6-8.

6.2.5 Wastewater and Recycled Water

The City of Riverside Public Works Department operates and maintains the Riverside Regional Water
Quality Control Plant (RWQCP). The plant capacity has been expanded to 46 mgd. The service area
of the RWQCP extends beyond the RPU service area to include some areas served by Jurupa,
Rubidoux, and Edgemont Community Services Districts.

Tertiary-treated effluent from the RWQCP is discharged into the Santa Ana River (SAR). The RWQCP
is required to discharge 15,250 AFY, adjusted for quality, to meet downstream obligations to Orange
County Water District (OCWD) established through an agreement with WMWD. If Riverside delivers
more effluent than is required under this agreement, then Riverside may in any given year reduce its
adjusted contribution by the amount of such excess deliveries, but in no event shall Riverside’s
adjusted contribution be less than 13,420 AFY. However, should the minimum obligation under the
Orange County Settlement be lowered to 34,000 AF as a result of excess accumulated credits, then
Riverside‘s discharge obligation of 13,420 AFY shall be reduced to 12,420 AFY, as has been the case
since 1986. A separate requirement, to discharge a total of 25,000 AFY, is included in the RWQCP
ORDER WR 2008 — 0024 Conditionally Approving Wastewater Change Petition WW-0045.

RPU maintains a recycled water distribution system that provides recycled water for landscape
irrigation and commercial purposes.

Recycled Water Coordination

RPU and the City's Public Works Department conjointly manage and plan wastewater and recycled
water operations and programs. The Public Works Department operates and maintains the RWQCP.
The RWQCP is the only wastewater treatment plant that receives wastewater generated within the
RPU service area.

Wastewater Collection, Treatment, and Disposal

All wastewater from the RPU water service area is treated at the RWQCP, a tertiary treatment facility.
The tables below summarize the volume collected from the RPU service area and the volume treated at
the RWQCP in 2020.
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Table 6-3. DWR 6-2 Wastewater Collected within Service Area in 2020

Percentage of 2020 service area covered by wastewater collection system (optional): 100%

Percentage of 2020 service area population covered by wastewater collection system (optional): 100%

WASTEWATER COLLECTION

RECIPIENT OF COLLECTED WASTEWATER

NAME OF WASTEWATER WASTEWATER VOLUME NAME OF WASTEWATER WASTEWATER TREATMENT WASTEWATER WWTP OPERATION
WASTEWATER VOLUME COLLECTED FROM AGENCY RECEIVING PLANT NAME TREATMENT PLANT CONTRACTED TO A
COLLECTION METERED OR UWMP SERVICE AREA IN COLLECTED LOCATED WITHIN UWMP THIRD PARTY
AGENCY ESTIMATED 2020 (AF) WASTEWATER AREA

City of Riverside Metered 28,345 City of Riverside Riverside Water Quality Control Plant Yes No

Table 6-4. DWR 6-3 Wastewater Treatment and Discharge within Service Area in 2020

2020 VOLUMES (AF)

WASTEWA
TER DISCHARG RECYCLED INSTREAM
DISCHARGE DISCHARG PLANT TREATS ED RECYCLED OUTSIDE FLOW
WASTEWATER LOCATION DISCHARGE E WASTEWATER WASTEWA TREATED  WITHIN OF PERMIT
TREATMENT NAME LOCATION ID METHOD OF GENERATED OUTSIDE TREATMENT TER WASTEWA SERVICE SERVICE REQUIRE
PLANT NAME OR IDENTIFIER DESCRIPTION NUMBER DISPOSAL THE SERVICE AREA LEVEL TREATED TER AREA AREA MENT

Riverside Water
Quality Control 001
Plant

Santa Ana CAO01053 River or
River 50-001 Creek

Yes Tertiary 28,435 27,981 213

Riverside Public Utilities
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Recycled Water System Description

The City currently operates a recycled water distribution system with a combined pipeline length of
approximately 5.4 miles. The existing recycled water distribution system is shown in Figure 6-1.

Figure 6-1. Existing Recycled Water Distribution System
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The use of recycled water in 2020 is summarized in Table 6-5.
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Table 6-5. DWR 6-4 Recycled Water Within Service Area in 2020 (All values in AF)

Name of Supplier Producing (Treating) the Recycled Water: City of Riverside Public Works Department

Name of Supplier Operating the Recycled Water Distribution System: City of Riverside Public Utilities Department
Supplemental Volume of Water Added in 2020: 0O

Source of 2020 Supplemental Water:

BENEFICIAL
USE TYPE

AMOUNT OF
POTENTIAL BENEFICIAL POTENTIAL
USES OF RECYCLED USES OF GENERAL DESCRIPTION LEVEL OF
WATER RECYCLED WATER OF 2020 USES TREATMENT 2020 2025 2030 2035 2040 2045

Landscape Irrigation (excludes golf
courses)

Golf Course Irrigation

Commercial Use

Industrial Use

Geothermal and Other Energy
Production

Seawater Intrusion Barrier

Recreational Impoundment

Wetlands or Wildlife Habitat

Groundwater Recharge (IPR)*

Surface Water Augmentation (IPR)*

Direct Potable Reuse

Other

Direct use and to
WMWD for recharge Tertiary 141 5,700 13,420 13,420 13,420 13,420
& non-potable use

TOTAL: 141 5,700 13,420 13,420 13,420 13,420

Internal Reuse (Not included in

Statewide Recycled Water Volume).

*IPR - Indirect Potable Reuse

Riverside Public Utilities
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Potential, Current, and Projected Recycled Water Uses

RPU has developed estimates of the future beneficial uses of recycled water from the RWQCP.
Achieving these uses will depend on projects to expand the recycled water distribution infrastructure
and create new facilities for groundwater recharge. These recycled water infrastructure projects are
discussed in Section 6.8. The projected values for future beneficial use are dependent on the
completion of these infrastructure projects.

In the 2015 UWMP, RPU had anticipated the completion of additional recycled water infrastructure
projects when projecting the estimated beneficial use in 2020. However, these projects have not yet
been implemented; therefore, the actual recycled water use in 2020 was lower than previously
projected. This comparison is shown in Table 6-6.

Table 6-6. DWR 6-5 2015 Recycled Water Use Projection Compared to 2020 Actual

USE TYPE 2015 PROJECTION FOR 2020 (AF) 2020 ACTUAL USE (AF)

Agricultural Irrigation

Landscape Irrigation (excludes golf courses)

Golf Course Irrigation

Commercial Use

Industrial Use

Geothermal and Other Energy Production

Seawater Intrusion Barrier

Recreational Impoundment

Wetlands or Wildlife Habitat

Groundwater Recharge (IPR)*

Surface Water Augmentation (IPR)*

Direct Potable Reuse

Direct use and to WMWD for recharge and non-potable use 6,430 141

TOTAL: 6,430 141
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Actions to Encourage and Optimize Future Recycled Water Use

Establishing standards for the use of recycled water is one of the policies included in the City's General
Plan 2025. In addition, RPU has adopted an ordinance titled Mandatory Use of Recycled Water that is
designed to encourage recycled water use. A copy of this ordinance is attached as Appendix K.

RPU's actions to encourage recycled water use are summarized in Table 6-7.

Table 6-7. DWR 6-6 Methods to Expand Future Recycled Water Use (All values in AF)

PLANNED EXPECTED INCREASE OF
NAME OF ACTION DESCRIPTION IMPLEMENTATION YEAR RECYCLED WATER USE
Expand Recycled Water Riverside Habitat, Parks, and Water Project 11,000
Infrastructure
Expand Recycled Water Jackson Street Phase 1 820
Infrastructure
Expand Recycled Water Arlington Avenue 1,600
Infrastructure
TOTAL: 13,420

6.2.6 Desalinated Water Opportunities

The Arlington Basin provides a local source of groundwater with elevated salt levels. WMWD owns and
operates the Arlington Desalter to improve groundwater quality and supply water to the City of Norco
using five wells in the western part of the basin. The Arlington Basin is not adjudicated and is
downstream of RPU's major water reservoirs. RPU is evaluating the potential for desalting
groundwater from Riverside South to meet demands. Because of RPU’s distance from the ocean,
seawater desalination is expected to be cost-prohibitive.

6.2.7 Water Exchanges and Transfers

RPU maintains interconnections with neighboring agencies to provide water during short-term outages
or emergencies. RPU has an exchange agreement with the City of Norco.

6.2.8 Future Water Projects

In the IWMP, RPU identified a number of future water supply projects. The projects anticipated to
move forward during the planning horizon of this UWMP are summarized in Table 6-8.

Supplemental information about these projects is provided below.

The Seven Oaks Dam Conservation Project

This project is a cooperative, interagency project among WMWD, Valley District, RPU, and others that
allows the agencies to capture up to 200,000 AFY of previously unallocated stormwater from the SAR.
This surface supply is obtained from Seven Oaks Dam, a flood control facility owned by the Army Corps
of Engineers, and recharged at new, jointly owned spreading basins immediately downstream from the
dam. The cooperative project does not involve the extraction of stored groundwater. Participants,
including RPU, would have to use their existing facilities or build new groundwater extraction wells
within the Bunker Hill Basin to be able to utilize the allocated water.
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The Riverside North ASR Project

This project is located on the east side of the SAR, approximately 1.5 miles southwest of the I-15 and I-
10 interchange. The site is located on a tract of land referred to as the “Flume Well Tract.”
Implementation of this project would benefit the Riverside North Basin with stormwater recharge
through in-channel and off-channel recharge facilities. The off-channel facilities are located to the west
of the SAR on RPU-owned land. Valley District is currently taking the lead on this project.

The Jackson-Arlington Project

The Project involves the construction of approximately 27,650 linear feet (LF) of 8-inch and 24-inch
diameter recycled water pipelines. The Project’s ultimate alignment is from the intersection of Jackson
St. and Van Buren Blvd., heading southeast along Jackson St. and Monroe St. to Cleveland Ave. where
it will tie into the existing 24-inch WMWD non-potable water pipeline, continuing southeasterly and
ending at Mockingbird Reservoir.

The Jackson Street Pipeline is estimated to provide approximately 820 AFY to RPU customers of
recycled water from the RWQCP.

In addition to the proposed Jackson Street Pipeline project (Phase | and Il), a subsequent expansion,
the Arlington Avenue Pipeline, has been identified for future consideration. The Arlington Avenue
Pipeline would allow for recycled water use to be expanded within a relatively short time frame (less
than 5 years) to provide up to 4,970 AFY of recycled water, which is broken down as follows:

« Upto 2,420 AFY (Jackson Street Pipeline: 820 + Arlington Avenue Pipeline: 1,600) to be
distributed to adjacent or nearby RPU customers for direct landscape irrigation use.

. The Arlington Avenue Pipeline involves the construction of approximately 20,060 LF of 8-inch,
12-inch, and 16-inch distribution recycled water pipelines. The Arlington Avenue Pipeline is
estimated to provide approximately 1,600 AFY to RPU customers not directly adjacent to the
Jackson St. alignment.

Riverside Habitat, Parks, and Water Project

This project is a regional project to strengthen the health and prosperity of natural resources within the
Upper Santa Ana River Watershed through stream restoration projects within the City of Riverside. The
project would also supply recycled water from Riverside’s RWQCP to the six SARHCP mitigation sites
and to multiple RPU retail customers. The Riverside Habitat, Parks, and Water Project (RHPWP) will
have the capacity to provide up to 16,500 gallons per minute or 11,700 AFY of recycled water to the
SARHCP and RPU sites. The capacity of the pipeline will be allocated between the SARHCP and
RPU demands. A network of existing and new recycled water pipelines ranging in size from 4-inches to
36-inches in diameter will span both west and east of RWQCP.
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Table 6-8. DWR 6-7 Expected Future Water Supply Projects or Programs (All values in AF)

Section 6

NAME OF
FUTURE PLANNED EXPECTED INCREASE
PROJECTS OR AGENCY IMPLEMENTATION IN WATER SUPPLY
PROGRAMS NAME DESCRIPTION YEAR TO SUPPLIER (AFY)
Jackson Street This project would provide new recycled water pipelines to increase the direct use of
and Arlington WMWD recycled water in the RPU service area and provide recycled water to WMWD for 2025 2,420
Avenue Pipelines direct use and groundwater recharge.
ﬁ:;;e: If)qks Dam WMWD,
Conservation V-cuII(-ey Phase Il would provide additional groun.dwqtel: recharge in the Bunker Hill Basin 2025 1,000
Project District, and through the Seven Oaks Dam Conservation Project.
(Enhanced) others
Bunker Hill Basin Valley This project consists of construction of new facilities or re-operation of facilities already
Active Recharge District, in existence to capture more of the stormwater that flows out of the San Bernardino 2025 1,500
Project WMWD Basin Area (SBBA) through the tributaries of the Santa Ana River.
Rlve'r5|de North Valley This project would include in-channel and off-channel facilities to recharge water along
Aquifer Storage . . . 2030 2,000
District the Santa Ana River.

and Recovery

This project would provide a recycled water pipeline to allow discharge to the Santa

Ana River for habitat benefits. The pipeline would also allow RPU to provide recycled
Riverside WMWD, water to additional direct use customers. Through this effort, RPU will pursue a
Habitat, Parks, Valley wastewater change of use petition which if successful, would provide RPU with up to 2030 11.000
and Water District, and 4,750 AFY of recycled water (e.g., lower its discharge minimum from 25,000 down to !
Project others 20,000). In addition, RPU is seeking to enter into an exchange agreement with Valley

to exchange the 5,000 AFY of the recycled water that would be discharged for the

HCP with a like amount of raw water that RPU would pump out of Bunker Hill.
Eﬁ’zjnl:rmg Local This local stream recharge project would recharge the Riverside Basin through the
Recharge and RCFC&WCD development of recharge facilities adjacent to or as a part of existing RCFC&WCD 2035 2,800

. o facilities. Recharge of stormwater would potentially be augmented with recycled water

Direct Use
Stormwater
Recharge at
Columbia, RCFC&WCD This project would prowd.e groundwater rechor.ge using stormwater. Recharge of 2040 1,500
Marlborough, stormwater would potentially be augmented with recycled water.
and Kansas

Detention Basins

Riverside Public Utilities
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6.2.9 Summary of Existing and Planned Sources of Water

RPU intends to fully utilize its water rights from the Bunker Hill Basin plus the quantity of water available
through conjunctive use. RPU plans to increase the use of recycled water as described above. The
balance of RPU's water supply will come from the Rialto-Colton Basin, Riverside North, and Riverside
South. RPU's conjunctive use projects in the Riverside Basin will augment the yield of the basin and
allow RPU to increase production over historical levels.

Production and recharge associated with RPU's conjunctive use projects will be coordinated with Valley
District and WMWD to prevent adverse effects on groundwater levels and quality.

The current and projected supplies available to RPU are shown in Table 6-9 and Table 6-10.

Table 6-9. DWR 6-8 Actual Water Supply Volumes (All values in AF)

2020
WATER SUPPLY ADDITIONAL DETAIL ON WATER SUPPLY ACTUAL VOLUME (AF) WATER QUALITY
Groundwater Bunker Hill 50,911 Drinking Water
Groundwater Bunker Hill 7,035 Raw Water
Groundwater Riverside North 7,686 Drinking Water
Groundwater Riverside North 1,190 Raw Water
Groundwater Riverside South 15,665 Drinking Water
Groundwater Riverside South 3,622 Raw Water
Groundwater Rialto-Colton 2 Raw Water
Recycled water RWQCP 213 Recycled Water
Purchased or Imported Water From WMWD 0 Drinking Water
Total Production: 86,324
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Table 6-10. DWR 6-9R Projected Water Supply Volumes (All values in AF)

Section 6

ADDITIONAL DETAIL PROJECTED WATER SUPPLY (AFY)
WATER SUPPLY ON WATER SUPPLY 2025 2030 2035 2040 2045
Groundwater Bunker Hill 55,263 55,263 55,263 55,263 55,263
Groundwater Seven Oaks 1,000 1,000 1,000 1,000 1,000
Enhanced Phase Il
Groundwater 22;;”"6 Recharge 750 1,000 1,500 1,500 1,500
Groundwater Riverside North 10,902 10,902 10,902 10,902 10,902
Groundwater RNASR - 2,000 2,000 2,000 2,000
Groundwater Riverside South 16,880 16,880 16,880 16,880 16,880
Groundwater Box Springs - - 2,800 2,800 2,800
Groundwater Columbia, Etc. - - - 1,500 1,500
Stormwater
Groundwater Rialto-Colton 2,728 2,728 2,728 2,728 2,728
Recycled water RWQCP 5,700 13,420 13,420 13,420 13,420
Purchased or From WMWD 21,700 21,700 21,700 21,700 21,700
Imported Water
TOTAL: 114,923 124,893 128,193 129,693 129,693
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6.2.10 Special Conditions

Climate Change Effects

The Upper Santa Ana River Watershed IRWMP included a discussion of climate change and its
potential impacts on water resources. That discussion is reproduced here.

The following vulnerabilities were identified for the Upper SAR Basin. The vulnerabilities were listed in
rank order by the BTAC subcommittee updating the IRWMP. In all cases, actions identified in the
IRWMP address vulnerabilities.

1.

Uncertainty around the Sacramento-San Joaquin Bay Delta, especially given dependence on
snowpack for water supplies, will make imported supplies less reliable. The Region’s ability to
capture additional stormwater and store it in the large underlying groundwater basins will provide
some ability to offset this vulnerability. In addition, the Region plans to maximize the import of
water during wet years and store it in the large underlying groundwater basins, which will also help
offset this vulnerability.

Current groundwater capture facilities are not operationally equipped to capture less frequent, but
more intense storm events. As much of the Region’s water supply ultimately falls on precipitation,
either as rain or snow, in the local mountains, the ability to capture more intense storm flows is
crucial. As these flows are often intense and of short duration, further development of additional
facilities to capture and recharge the tail end of an intense storm becomes crucial in the Region.
Plans for these facilities are discussed elsewhere in the IRWMP. Additionally, through a
partnership between SBVWCD and Valley District, capacity to recharge water released from the
Seven Oaks Dam will be increased. As the dam serves to attenuate flood flows, this project is well
suited to increase the Region’s capacity to recharge water.

More frequent drought periods will result in more frequent and intense wildfires. Water quality and
the ability to capture storm flows will be reduced. Wildfires are already a concern in the region and
have historically caused water quality and flood control issues. Should climate change increase
drought periods and result in more frequent and intense wildfires, water quality and flood control will
be further impacted.

Increased surface water temperatures will degrade water quality and negatively impact aquatic life,
especially in mountain areas. High gradient stream systems located in mountainous areas support
a number of species that exist in a narrow geographic range limited by altitude. Some of the more
sensitive species, such as the mountain yellow-legged frog, are listed by the U.S. Fish and Wildlife
Service, and active restoration and recovery programs are underway. Increases in surface water
temperature will negatively impact aquatic life as already narrow geographic ranges will be further
reduced.

Uncertainty related to managing intense winter storms to protect downstream life and property will
make holding water in the flood system for recharge more difficult. As seasonal storms become
less frequent and more intense, flood management may become more complex. However,
collection of water for recharge during intense storm events is difficult, and most efforts are focused
on “scalping” the tail of a storm flow. The high-volume flows move downstream, and the tailing, less
intense flows can be collected by rubber dams or other structures. These structures are intended to
be deflated or moved during high flow events. Planning is underway for a number of these facilities
within the watershed.
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6. Increased temperatures will result in increased water demand for landscape irrigation. As days with
highs over 95 degrees increase in frequency, absent any intervention, landscape irrigation
demands would increase. Recent programs by local water retailers, including a popular public-
private partnership called Water Saving Garden Friendly, have provided education and resources
for homeowners and businesses to reduce irrigation demand through the use of drought-tolerant
plants in landscaping. A recent partnership with California State University resulted in a drought-
tolerant demonstration garden where the public can see and better understand the benefits of
drought-tolerant landscaping. Additionally, like in most parts of California, numerous incentive
programs are underway to increase water use efficiency by the homeowner, especially outdoor use.
These programs will need to be continued or even expanded to counteract increasing temperatures
in the future.

7. Decreased runoff and subsurface flows from the mountain front areas as the result of more frequent
and severe droughts. As drought conditions become more frequent, it becomes more important to
capture storm flows when they are available. Further development of recharge facilities within the
IRWM Region and imports of water during wet years for underground storage allows the Region to
store water in the wet years for use during periods of drought. The Bunker Hill Subbasin is a
tremendous resource, and the cooperative management of the basin has created the structure
where more water could be stored in wet years.

Most of the IRWM Region’s vulnerabilities are addressed by work already occurring in the upper
watershed. More active stormwater capture and more active recharge of imported water in wet years
will help prepare the Region for changed climatic conditions. As mentioned in Section 1.3, RPU is
committed to study and develop actions to address the impacts of climate change in the region.
Furthermore, RPU will remain actively advocating to protect and enhance recharge facilities to ensure
the sustainability of the groundwater basins.

RPU recognizes the unique challenges and opportunities confronting the City of Riverside as climate
impacts worsen. Riverside has adopted the Envision 2025 Strategic Plan to provide direction in
adapting to these changing conditions. As part of these efforts, the City's Office of Sustainability, in
conjunction with RPU, where legally permissible, will evaluate current climate conditions impacting or
being impacted by the City’s water supply such as temperature, pollution, and carbon sequestration
benefits resulting from tree canopies, green spaces, and tributaries to the Santa Ana River. This
evaluation will inform decision-makers on what steps are needed to maintain or increase those climate
assets and how increases or decreases in irrigation affect the environment. These efforts will assist in
evaluating how water can be managed to adapt to climate changes and help inform the City’s
sustainability and water management policies.

6.3 Energy Intensity

RPU maintains records of energy use at its facilities dedicated to water management. RPU compiled
energy consumption data for fiscal year 2019-2020, the most recent 12-month period for which
completed data were available. The energy consumption data are summarized in Table 6-11, and the
estimated energy intensity is shown in Table 6-12.
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Table 6-11. Energy Consumption for Fiscal Year 2019/2020

WATER MANAGEMENT ACTIVITY

Section 6

ENERGY CONSUMPTION (KWH)

Extract/Divert

9,122,543
Convey 10,493,004
Treatment 5,776,680
Distribution System 17,621,699
Nontreated 2,205,915
TOTAL 45,219,841

Riverside Public Utilities
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Table 6-12. DWR Table O-1: Energy Intensity

TABLE O-1A: RECOMMENDED ENERGY REPORTING - WATER SUPPLY PROCESS APPROACH
Start Date for

Reporting Period 7/1/2019
End Date for URBAN WATER SUPPLIER
Reporting Period 6/29/2020 OPERATIONAL CONTROL
Is upstream
embedded in the No WATER MANAGEMENT NON-CONSEQUENTIAL
values reported? PROCESS HYDROPOWER
WATER
VOLUME EXTRACT
UNITS AND PLACE INTO HYDRO NET
USED DIVERT STORAGE CONVEYANCE TREATMENT DISTRIBUTION TOTAL UTILITY POWER UTILITY
Volume of Water Entering Process AF 82,211 0 82,211 82,211 82,211 82,211 0 82,211
Energy Consumed (kWh) N/A 9,122,543 0 10,493,004 5,776,680 19,827,614 45,219,841 45,219,841
Energy Intensity (kWh/vol.) N/A 111.0 0.0 127.6 70.3 241.2 550.0 0.0 550.0

QUANTITY OF SELF-GENERATED RENEWABLE ENERGY
0 kWh

DATA QUALITY (ESTIMATE, METERED DATA, COMBINATION OF ESTIMATES AND METERED DATA)

Combination of Estimates and Metered Data

DATA QUALITY NARRATIVE:

RPU has access to high-quality electricity consumption data from meters. RPU’s water production volumes are metered.

NARRATIVE:

RPU’s primary uses of energy for water management include groundwater wells to extract water, booster pumping stations to raise water to higher-elevation areas, and
treatment to meet water quality objectives.
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This discussion focuses on the long-term (one to many years)
reliability in response to below-normal precipitation. RPU
maintains a number of interconnections with neighboring
agencies that could be used to provide supplemental water
during a short-term reduction in supply.
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7.1 Water Service Reliability Assessment

7.1.1 Constraints on Water Sources

Historically, RPU's source waters have proven reliable even during the multi-year droughts from 1984
to 1990, 1999 to 2002, 2006 to 2009, and 2012 to 2016. To date, RPU has not experienced any major
deficiencies in water supply. RPU, water management agencies, and other local water retailers are
cooperating to further increase the reliability of groundwater from the Bunker Hill Basin, Rialto-Colton
Basin, Riverside North Sub-basin, and Riverside South Sub-basin.

To increase groundwater production beyond historical levels and improve water supply reliability of the
local groundwater basins, RPU has collaborated with other local water retailers through SAWPA, the
USAWRA, and BTAC to address the various groundwater management issues. Typical collaborative
efforts include developing groundwater models, sharing groundwater quantity/quality data, partnering
on regional projects, and conducting source water assessments.

RPU produces groundwater from wells spatially distributed across the Bunker Hill Basin, Riverside
North, and Riverside South. Some treatment occurs at the wellhead or regional facilities prior to
delivery to the major transmission mains. Production from wells and/or treatment facilities is blended
and chlorinated within the major transmission mains prior to distribution from the Linden Evans
Reservoir.

RPU regularly monitors the quality of its water supply. Annually, RPU distributes summary reports on
water quality to its customers. RPU's most recent Annual Water Quality Report is attached as
Appendix L.

RPU continues to monitor water regulations and potential new contaminants of emerging concern
(CECs).

Per- and poly-fluoroalkyl substances (PFAS) are manmade fluorinated organic compounds found in
and used in the manufacturing of common items such as carpet, clothing, fabric, food packaging,
nonstick cookware, and fire-retardant foams. PFAS are synthetically made to be resistant to both water
and liquids, are not easily broken down and destroyed, and are believed to have adverse health effects.
Two common PFAS, perfluorooctanoic acid (PFOA) and perfluoro octane sulfonic acid (PFOS), are
regulated by the California Division of Drinking Water and have notification limits of 5.1 parts per trillion
(ppt) and 6.5 ppt, respectively. Both of these compounds have been detected in RPU’s water at levels
below the notification levels.
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Groundwater

Local groundwater supplies account for most of RPU's water supplies, with approximately 60 percent
originating from the Bunker Hill Basin, which is adjudicated. RPU's water rights are based on the long-
term safe yield from the Bunker Hill Basin, which includes wet, dry, and normal periods. RPU's wells
are generally located in the section of the basin with the greatest thickness of water-bearing layers.
Thus, RPU's water supply from the Bunker Hill Basin is considered reliable, from a supply standpoint,
during single and multi-year dry periods. The Western-San Bernardino Judgment also permits
producers to increase groundwater production by up to 20 percent in any single year for peaking
purposes.

As part of the 2011 Riverside Basin Groundwater Management Plan, the safe yield for the Riverside
and Arlington Basins were established based on 43 years of historical production and hydrologic
conditions (1965 to 2007). This period includes wet, dry, and normal periods and is considered to be
representative of long-term mean climatological conditions. The calibrated numerical groundwater
model of the Riverside and Arlington basins determined the safe yield to be 27,200 AF in Riverside
North and 35,100 AF in Riverside South. Recharge associated with RPU's planned conjunctive use
projects will allow RPU to increase groundwater production from the Riverside Basin without adversely
impacting the sustainability of this water resource.

In general, the natural quality of water in local groundwater basins is acceptable and reliable. Regulated
contaminants, however, have been detected in all groundwater basins utilized by RPU. RPU has
reached agreements with some parties to address these contaminants by the installation of treatment
at the wellhead paid for by these parties and has pursued responsible parties in other instances. RPU
continues to monitor potential new regulations for CECs, such as PFOA and PFOS; and will evaluate
holding potential responsible parties accountable for the potential hazards that could impact the quality
of groundwater from local basins include migrating contaminant plumes, chemical spills, agricultural
return flows, leaky underground storage tanks, and septic systems.

Previous improper waste disposal practices and other industrial and agricultural activities created
several groundwater plumes that can potentially impact and have impacted a number of RPU wells.
RPU implemented several measures to address groundwater contamination that affected its source
water. Some of the implemented measures include well replacement, wellhead treatment pilot studies,
and preparation of a water treatment feasibility study. RPU has also developed a WSCP and a water
quality blending optimization model.

RPU was able to improve the quality of its domestic water by successfully implementing a
comprehensive strategy that emphasized pollution prevention and source water protection.

Surface Water

The quantity of surface water recharge from RPU's existing and planned conjunctive use projects is
dependent on the hydrologic conditions in the Santa Ana River Watershed. Through the use of the
groundwater basins for storage, RPU is not reliant on surface water flows to directly meet demands
during a dry period. Therefore, RPU’s supply reliability is not impacted by short-term fluctuations in
local surface water flow.

Recycled Water

The primary source of recycled water is local groundwater that has been used as potable water then
reclaimed at the RWQCP. RPU plans to reuse available recycled water from the RWQCP and
considers this supply to be 100 percent reliable during single or multi-year dry periods.
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The RWQCP treats effluent to tertiary standards and monitors the quality to ensure compliance with the
discharge permit from Santa Ana Regional Water Quality Control Board (SARWQCB) and the
regulations set by the Division of Drinking Water (DDW).

Imported Supplies

RPU is contracted to receive SWP water from MWD through WMWD. MWD is the largest State Water
Contractor, with an annual maximum entitlement of 1,911,500 AF through 2035. However, actual
deliveries of SWP water to MWD may vary each year based on the amount of precipitation and
projected water use within MWD’s service area.

Imported water is treated at the Mills WTP in Riverside prior to delivery to RPU by WMWD. SWP water
quality is maintained and governed by the standards established by DWR. The salinity as measured by
Total Dissolved Solids (TDS) of SWP water delivered to WMWD is usually less than 300 milligrams per
liter (mg/L) but was as high as 430 mg/L during the 1977 drought. DWR and/or MWD regularly conduct
sanitary surveys and monitor the quality of the water according to the applicable standards and
regulations.

DWR prepares a biennial report to assist SWP contractors and local planners in assessing the near
and long-term availability of supplies from the SWP. DWR issued its most recent update, the 2019
DWR State Water Project Delivery Capability Report (DCR), in August 2020.

In the DCR, DWR provides SWP supply estimates for SWP contractors to use in their planning efforts,
including for use in their UWMPs. The 2019 DCR includes DWR’s estimates of SWP water supply
availability under both current and future conditions.

DWR’s estimates of SWP deliveries are based on a computer model that simulates monthly operations
of the SWP and Central Valley Project systems. Key assumptions and inputs to the model include the
facilities included in the system, hydrologic inflows to the system, regulatory and operational constraints
on system operations, and projected contractor demands for SWP water.

7.1.2 Year Type Characterization
RPU has analyzed the reliability of its supplies for the year types required by the CWC.

Types of Years

In general, groundwater and recycled water supplies are less vulnerable to seasonal and climatic
changes than surface water (i.e., local and imported) supplies. RPU has been able to increase
production from local groundwater basins during previous droughts pursuant to the Western-San
Bernardino Judgment. The Western-San Bernardino Watermaster also independently reviews
groundwater conditions annually to assess the change in groundwater levels. Historically, the
Watermaster permitted additional extraction beyond the specified water rights from the Bunker Hill
Basin to decrease higher than optimal groundwater levels in the basin.

The reliability of imported water from MWD is described in the DCR and in MWD’s UWMP. The
average supply under existing conditions is 58 percent of its SWP Table A-amount. For future
conditions (beginning in 2040), this percentage is estimated to be 52 percent.

For multiple dry years, the DCR identifies 1987 through 1992 as the six-year dry period. Over the
course of the six-year dry period, the average SWP supply available to MWD is estimated to be 28
percent of its Table A-amount. MWD has defined 1998 through 1992 as the five-year dry period for
reliability planning. MWD has undertaken storage programs and supply diversification programs, and
MWD’s UWMP shows 100 percent reliability during these conditions.
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RPU’s groundwater production reliability is limited by current agreements, rather than short-term
changes in hydrology. For consistency with imported water reliability, RPU is using the same base
years for its groundwater and recycled water supplies as the years used for imported water reliability.

The bases for dry water years are summarized in Table 7-1.

Table 7-1. DWR 7-1 Basis of Water Year Data (Reliability Assessment)

AVAILABLE SUPPLY IF YEAR TYPE REPEATS

YEAR BASE VOLUME PERCENT OF
TYPE YEAR AVAILABLE AVERAGE SUPPLY
Average Year 1922 - 2017 100%
Single-Dry Year 1977 100%
Consecutive Dry Years 1st Year 1988 100%
Consecutive Dry Years 2nd Year 1989 100%
Consecutive Dry Years 3rd Year 1990 100%
Consecutive Dry Years 4th Year 1991 100%
Consecutive Dry Years 5th Year 1992 100%

Water Service Reliability

RPU has assumed that 100 percent of its groundwater and recycled water supplies would remain
available during a single dry year and multiple dry years. The availability of imported water has been
adjusted based on the reliability assessment by MWD and WMWD.

Comparisons of expected supply and demand during a normal year, single dry year, and multiple dry
years are shown in the tables below.

Table 7-2. DWR 7-2 Normal Year Supply and Demand Comparison (All values in AF)

2025 2030 2035 2040 2045
pupply Totals 114,923 124,893 128,193 129,693 129,693
E;“:T';dbtf_'gk 90,712 100,803 103,260 105,807 108,447
DIFFERENCE: 24,211 24,090 24,934 23,886 21,245

Table 7-3. DWR 7-3 Single Dry Year Supply and Demand Comparison (All values in AF)

2025 2030 2035 2040 2045
Supply Totals 114,923 124,893 128,193 129,693 129,693
Demand Totals 90,712 100,803 103,260 105,807 108,447
DIFFERENCE: 24,211 24,090 24,934 23,886 21,245
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Table 7-4. DWR 7-4 Multiple Dry Years Supply and Demand Comparison (All values in AF)
2025 2030 2035 2040 2045
Supply Totals 114,923 124,893 128,193 129,693 129,693
First Year Demand Totals 90,712 100,803 103,260 105,807 108,447
DIFFERENCE: 24,211 24,090 24,934 23,886 21,245
Supply Totals 114,923 124,893 128,193 129,693 129,693
i‘:’r"d Demand Totals 90,712 100,803 103,260 105,807 108,447
DIFFERENCE: 24,211 24,090 24,934 23,886 21,245
Supply Totals 114,923 124,893 128,193 129,693 129,693
Third Year Demand Totals 90,712 100,803 103,260 105,807 108,447
DIFFERENCE: 24,211 24,090 24,934 23,886 21,245
Supply Totals 114,923 124,893 128,193 129,693 129,693
Fourth
Year Demand Totals 90,712 100,803 103,260 105,807 108,447
DIFFERENCE: 24,211 24,090 24,934 23,886 21,245
Supply Totals 114,923 124,893 128,193 129,693 129,693
Fifth Year Demand Totals 90,712 100,803 103,260 105,807 108,447
DIFFERENCE: 24,211 24,090 24,934 23,886 21,245

7.1.3 Description of Management Tools and Options

RPU is committed to minimizing the need to import water from other regions. RPU participates in
regional supply planning projects to optimize and enhance the use of local groundwater resources. As
described in the Demand Management Measures discussion, RPU operates a number of conservation
programs to implement various Demand Management Measures. RPU is also evaluating the future
use of additional recycled water from the RWQCP, either through direct use or through groundwater

recharge.

Riverside Public Utilities

2020 Urban Water Management Plan
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7.2 Drought Risk Assessment

The California Water Code requires suppliers to prepare a Five-Year Drought Risk Assessment (DRA)
to assess their ability to meet demands if the next five years are dry. RPU’s supplies are not expected
to be reduced if the next five years are dry. RPU’s available groundwater supplies are based on
current production rights; therefore, the expected groundwater availability is based on current
conditions and not historic hydrology. The anticipated increase in recycled water demand and supply is
based on distribution infrastructure projects that may not be completed immediately. Therefore, the
supply and demand for the next five years for the DRA does not include increased recycled water use.
The comparison of supply and demand is shown in Table 7-5.
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Table 7-5. DWR 7-5 Five-Year Drought Risk Assessment

Section 7

2021 Gross Water Use 73,231
Total Supplies 111,223
Surplus/Shortfall without WSCP Action 37,992

Planned WSCP Actions (Use Reduction and Supply Augmentation)
WSCP (Supply Augmentation Benefit)
WSCP (Use Reduction Savings Benefit)
Revised Surplus/Shortfall 0
Resulting Percent Use Reduction from WSCP Action 0%

2022 Gross Water Use 79,465
Total Supplies 111,223
Surplus/Shortfall without WSCP Action 31,758

Planned WSCP Actions (Use Reduction and Supply Augmentation)
WSCP (Supply Augmentation Benefit)
WSCP (Use Reduction Savings Benefit)
Revised Surplus/Shortfall 0
Resulting Percent Use Reduction from WSCP Action 0%

2023 Gross Water Use 85,698
Total Supplies 111,223
Surplus/Shortfall without WSCP Action 25,525

Planned WSCP Actions (Use Reduction and Supply Augmentation)
WSCP (Supply Augmentation Benefit)
WSCP (Use Reduction Savings Benefit)
Revised Surplus/Shortfall 0
Resulting Percent Use Reduction from WSCP Action 0%

2024 Gross Water Use 91,932
Total Supplies 111,223
Surplus/Shortfall without WSCP Action 19,291

Planned WSCP Actions (Use Reduction and Supply Augmentation)
WSCP (Supply Augmentation Benefit)
WSCP (Use Reduction Savings Benefit)
Revised Surplus/Shortfall 0
Resulting Percent Use Reduction from WSCP Action 0%

2025 Gross Water Use 98,166
Total Supplies 111,223
Surplus/Shortfall without WSCP Action 13,057

Planned WSCP Actions (Use Reduction and Supply Augmentation)
WSCP (Supply Augmentation Benefit)
WSCP (Use Reduction Savings Benefit)
Revised Surplus/Shortfall 0
Resulting Percent Use Reduction from WSCP Action 0%
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Plan

RPU’s Water Shortage Contingency Plan (WSCP) is included as Appendix
Q of this UWMP.

The WSCP is intended to be adopted as a separate document
so that it can be modified as needed without triggering the need
to amend the UWMP. This chapter has been retained within
the UWMP to maintain consistency with the chapter numbering
outline in the DWR Guidebook.
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Introduction

This document represents the Water Shortage Contingency Plan (WSCP) adopted by the City of
Riverside Public Utilities Department (RPU). The document follows the structure recommended in
guidance documents prepared by the California Department of Water Resources (DWR). The numbering
of Sections 1 through 12 corresponds with the numbered sections in the UWMP Guidebook.

RPU's 2010 Urban Water Management Plan (UWMP) included a WSCP and three supporting
appendices:

e RPU Water Rule #9 (Shortage of Water Supply and Interruption of Delivery, also known as the
Water Shortage Ordinance)

e RPU Water Rule #15 (Water Waste)

e A draft Water Conservation Ordinance that expanded on the Water Shortage Ordinance and was
recommended for approval by the City’s Board of Public Utilities after the preparation of the 2010
UWMP. The Water Conservation Ordinance amended the Riverside Municipal Code (RMC) Title
14 and included a detailed description of unreasonable uses of water, RPU's Water
Conservation Program, responses to water shortage emergencies, and enforcement and
severability.

In July of 2014, the City Council adopted revisions to the City’s Water Conservation Ordinance, as set
forth in RMC Chapter 14.22, and adopted a resolution implementing Stages 1 and 2 of the City's Water
Conservation Ordinance. The City’s revisions to Chapter 14.22 changed Stage 2 restrictions from
voluntary to mandatory. The City also limited non-agricultural landscape watering to four days in Stage 2
and decreased the non-agricultural landscape watering to three days in Stage 3.

In June of 2015, the City Council adopted additional changes to the Water Conservation Ordinance. The
changes included additional restrictions on irrigation water use and an updated enforcement policy. The
City also adopted a resolution implementing Stages 1, 2, and 3 of the Water Conservation Ordinance.

In 2018, new legislation expanded the required elements of a WSCP. RPU has prepared this updated
WSCP to meet these requirements and is adopting it alongside its 2020 UWMP.

This plan addresses actions that RPU would take as a wholesale supplier and as a retail supplier.

The WSCP is a separate document from the UWMP. RPU will continue to monitor the effectiveness of
this WSCP, and if the need arises to modify this plan, RPU will follow the update procedures described in
Section 12.

1.0  Water Supply Reliability Analysis

This section summarizes the supply reliability analysis presented in the UWMP and highlights key issues
that could create a shortage condition.

RPU’s supplies generally have a high degree of reliability. RPU’s primary source of supply is local
groundwater. RPU has fixed extraction rights under the Western-San Bernardino Judgment, based upon
a five-year rolling average. RPU generally under-produces below its fixed rights. Should a drought
increase demand, RPU has the capacity and rights to increase pumping to maximize its fixed extraction
rights in that drought year. RPU is able to meet current demands with local groundwater production. As
an additional backup supply source, RPU has access to imported water through Western Municipal Water
District (WMWD). RPU is also able to receive water through an interconnection with Norco during an
emergency.

Chapter 7 of RPU’'s UWMP presents a supply reliability analysis for a five-year dry period. This analysis
shows that RPU could continue to meet demands without the use of imported water. Although that
analysis demonstrates that RPU’s urban water supply is reliable, there are potential issues that could
create a shortage condition. These include:

e An extended drought more severe than historic events, possibly impacted by climate change
o An extended and wide-spread power outage caused by a natural disaster or malevolent acts
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¢ A regional emergency such as a hazardous chemical spill or a terrorist attack
e Regulatory mandates to reduce water use

Water shortage contingency planning provides a way to plan for these risks and anticipate actions that
should be implemented to manage the impacts. This plan describes how RPU intends to respond to such
shortage events.

2.0 Annual Water Supply and Demand Assessment Procedures

RPU will be required to prepare an Annual Water Supply and Demand Assessment, referred to by DWR
as the Annual Assessment, and submit it to DWR each year, beginning July 1, 2022. The Annual
Assessment is intended to meet requirements of Water Code Section 10632.1 and present an
assessment of the likelihood of a water shortage occurring during the next 12 months. This section of the
WSCP outlines the procedures that RPU will use to prepare the Annual Assessment. The procedures
defined in this section will allow RPU to follow a consistent annual procedure for making the
determination of whether to activate the WSCP.

RPU will use the following procedures in preparing the Annual Assessment.

1. In January and February of each year, RPU staff will review available data related to anticipated
supplies and demands. RPU staff will coordinate with WMWD and the City of Norco on the
regional outlook for water supply reliability.

2. In April of each year, RPU staff will present a recommendation to the RPU Board of Directors for
approval. The board will approve the determination of supply reliability and will take actions to
implement shortage response actions, if needed. The board will provide public notice of a
hearing to consider changes in the implementation of shortage response actions.

3. In May of each year, RPU will prepare the Annual Assessment with required information and
submit it to DWR.

The timeline may be modified to reflect updated information available from surrounding agencies. For
example, the Metropolitan Water District of Southern California (MWD) will be preparing its own Annual
Assessment each year. The draft WSCP published by MWD describes a process of preparing the Annual
Assessment for approval by the MWD Board of Directors in June of each year. This information may help
inform the Annual Assessment prepared by WMWD, and RPU may wish to coordinate its analysis with
that of WMWD. RPU staff would seek to make RPU’s Annual Assessment reflective of the most current
information available from its supply partners.

This section describes the data and methodologies that will be used by RPU to evaluate water system
reliability for the coming year, while considering that the year to follow could be dry.

2.2.1 Evaluation Criteria

RPU will rely on locally applicable criteria for each Annual Assessment. These criteria will include the
Annual Report of the Western-San Bernardino Watermaster, which describes groundwater conditions in
the San Bernardino Basin Area, the Riverside Basin, and the Colton Basin.

2.2.2 Woater Supply

RPU’s anticipated supplies will be quantified for the near-term, and descriptive text will be used to note
any anticipated reductions in supply.

2.2.3 Unconstrained Customer Demand



Water Shortage Contingency Plan Riverside Public Utilities

RPU will prepare an estimate of unconstrained demand (as the term is used in Water Code Section
10632(a)(2)(B)(i)). The estimated demand will be calculated using the demand projection approach
described in the UWMP, in combination with updated data for connections, climate, changes in land use,
and recent water usage history.

2.2.4 Planned Water Use for Current Year Considering Dry Subsequent Year

RPU will describe the anticipated use of water supplies for the coming year, with the anticipation that the
following year will be dry. The supplies will be characterized in a manner consistent with the UWMP, in
combination with updated data for climate and recent observations.

2.2.5 Infrastructure Considerations

RPU will describe any potential infrastructure constraints on the ability to deliver adequate supplies to
meet expected customer demands in the coming year. RPU will show that its system of wells, pipelines,
pump stations, and storage tanks have adequate capacity to deliver the anticipated demands. RPU wiill
describe any anticipated capital projects that are intended to address constraints in production, treatment,
or distribution.

2.2.6 Other Factors

RPU will describe any specific locally applicable factors that could influence or disrupt supplies. RPU will
also describe unique local considerations that are considered as part of the annual assessment.

3.0 Six Standard Water Shortage Stages

Since the preparation of the 2015 UWMP, the Water Code has been amended to define six standard
shortage levels. The six standard water shortage levels correspond to progressively increasing estimated
shortage conditions (up to 10-, 20-, 30-, 40-, 50- percent, and greater than 50-percent shortage compared
to the normal reliability condition). If an agency elects to retain an existing set of shortage levels from its
previous WSCP, then the document must provide a crosswalk to relate the existing stages to the six
standard stages.

RPU’s agreements with its wholesale customers (WMWD and Norco) call for deliveries to be suspended
during periods when surplus water is not available. RPU’s plan addresses the stages and actions it will
take as a retail supplier.

RPU’s updated plan has five shortage stages. The Water Conservation Stage shall be set by City
Council action. All normal water efficiency programs and water conservation regulations shall remain in
force during any stage, unless the City Council directs otherwise.

RPU’s wholesale customers receive only surplus water by agreement. Therefore, wholesale deliveries
will cease if RPU lacks surplus water and enters a water shortage

RPU’s updated WSCP includes five stages. Stage One represents normal conditions. Stage One
conservation measures are voluntary, and will be encouraged and promoted through public outreach,
education, and awareness measures by the City.

Stages Two, Three, Four, and Five represent potential and actual shortages. Stages Two, Three, Four,
and Five may be triggered by a local or regional water supply shortage; production, treatment,
transmission, or delivery infrastructure problems; limited or unavailable alternative water supplies; or other
circumstances. Stages Two, Three, Four, and Five conservation measures are mandatory, and violations
may be subject to criminal, civil, and/or administrative action. Stage One conservation measures become
mandatory when Stage Two, Three, Four, or Five are declared.
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Stage Five Water Shortage Emergency may be an immediate emergency, or a threatened future water
shortage, or both.

Upon declaration of a Water Shortage Emergency:

1) No new construction meters will be issued.

2) No construction water may be used for earth work such as road construction purposes, dust control,
compaction, or trench jetting.

3) No new building permits shall be issued, except:

a) Projects found by the City Council to be necessary for public health and safety.

b) Projects using recycled water for construction.

c) Projects which will not result in a net increase in non-recycled water use.

d) Projects with adequate Conservation Offsets, if available. The City, in its sole discretion, may
choose to make Conservation Offsets available. Conservation Offset costs shall be based on the
cost of conserving the water elsewhere to provide the water needed for a project, the cost of
providing an alternative water supply deemed acceptable by the City, or other measures as may
be found in the City’s Water Use Efficiency Master Plan. Conservation Offset fees will be set forth
in the Water Rules and Rate Schedules.

During a mandated reduction, RPU will intensify its water conservation programs, especially public
education. RPU promotes efficient water use including non-potable uses such as landscaping and
irrigation (Chapter 19.67 of the Riverside Municipal Code).

As part of this update, RPU added a fifth stage for shortages of greater than 50 percent. RPU has
elected to use these five stages and provide a crosswalk to relate RPU’s stages to the six standard
stages. This crosswalk is shown in Table 1.

Table 1. Crosswalk from RPU Shortage Levels to Six Standard Shortage Levels

RPU Percent
Shortage Supply Shortage DWR Standard Shortage
Level Condition/Shortage Range Level Range
1 Normal Water Supply 0% 1 <=10%
2 Minimum Water 15% 2 10 —20%
Shortage
3 Moderate Water 15 -20%
Shortage
4 Severe Water 20 — 50% 3 20 - 30%
Shortage 4 30 - 40%
5 40 - 50%
5 Water Shortage > 50% 6 > 50%
Emergency

RPU'’s retail shortage levels are identified in Table 2.
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Table 2. Retail Water Shortage Contingency Plan Levels (DWR Table 8-1R)

Submittal Table 8-1
Water Shortage Contingency Plan Levels

Shortage Percent
9 Shortage Water Shortage Condition
Level
Range

Stage One (Normal Water Supply) applies when the City can meet
all of its water demands, but declares, by resolution, that it has
determined that certain conservation methods are warranted to

1 0% preserve existing water supplies in the event the City will be unable
to meet future water demands with its local water supplies. Any
other normal water efficiency programs and water conservation
regulations remain in force during Stage One.

Stage Two (Minimum Water Shortage) applies when the City
Council declares, by resolution, a reasonable probability exists that
the City will not be able to meet all of its water demands with its local
2 <15% water supplies, other regional or statewide conditions warrant
implementation; or RPU faces an actual supply shortage of up to
15%, corresponding to CA Water Code section 10632 shortage
levels 1 and 2.

Stage Three (Moderate Water Shortage) applies when the City
Council declares, by resolution, a reasonable probability exists that
the City will not be able to meet all of its water demands with its local
3 15 - 20% water supplies, other regional or statewide conditions warrant
implementation; or RPU faces an actual supply shortage of 15-20%,
corresponding to CA Water Code section 10632 shortage levels 2
and 3.

Stage Four (Severe Water Shortage) applies when the City Council
declares, by resolution, that the City's ability to meet its water

4 20 — 50% demands with its local water supplies is seriously impaired; or RPU
faces an actual supply shortage of 20-50%, corresponding to CA
Water Code section 10632 shortage levels 3, 4, and 5.

Stage Five Water Shortage Emergency applies when the City
Council declares, by resolution, that the City’s ability to meet its

5 >50% water demands with its local water supplies is so seriously impaired
that RPU faces an actual supply shortage of over 50%,
corresponding to CA Water Code section 10632 shortage level 6.

The WSCP limits water demand during times of shortage in five stages. These stages can be triggered
when there is water deficiency caused by limitations on supply or by limitations on RPU’s delivery system.
The plan shall be implemented in case of a long or short-term water deficiency, or in case of an
emergency water shortage.

Higher stages will be implemented as shortages continue and/or if customer response does not bring
about adequate desired water savings to address the shortage.

Each level represents an anticipated reduction in the supplies that would normally be available to the
agency. These supply reductions could be the result of a variety of potential causes including natural
forces, system component failure or interruption, regulatory actions, contamination, or any combination
thereof.

The stages involve voluntary and mandatory conservation measures and restrictions, depending on the
causes, severity, and anticipated duration of the water supply shortage. The locally appropriate shortage
response actions that would be taken at each level to address the resulting gap between supplies and
demands are described in the following section.
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4.0 Shortage Response Actions

This section describes the shortage response actions that would be taken by RPU at each shortage level.
These actions have been grouped into categories including:

e  Supply Augmentation Actions
e Demand Reduction Actions and Mandatory Use Restrictions
e Operational Changes

For long-range planning, RPU continues to evaluate opportunities for transfers, exchanges, and purchase
of imported water to increase supply reliability. These programs are described in the supply sections of
the UWMP. RPU has agreements in place to access imported supply if needed, and RPU has an
emergency interconnection with Norco that could provide supply in an emergency. RPU is also able to
receive 25 cubic feet per second (cfs) through a connection to Western.

RPU has a number of interties that can be used to provide additional supply during an emergency. Some
of these are currently configured to deliver water from RPU to another system; however, during an
emergency, they could be used as part of a regional water distribution strategy. The interties are shown
in Table 3. Emergency Interties.

Table 3. Emergency Interties

Water : . Capacity Emergency/ o RAD
A Connection | Location Direction | Pressure
gency (GPM) Imported zone
Western Mills Cannon 13,400 | Imported To RPU 1600 Zone
Municipal Connection | Road
Water District
Western Van Buren | Mocking 13,400 | Imported / To/ From 1200 Zone
Municipal Highline Bird Wholesale RPU
Water District Canyon
Road
City of Corona | Distribution | Sampson 1,500 | Emergency To/ From 925 Zone
System Avenue RPU
City of San Distribution | North of 2,000 | Emergency To/ From Raw
Bernardino System Sixth Street RPU
East Valley Distribution | Sixth Street 4,000 | Emergency From RPU Raw
Water District System near Pedley
Western Lusk Sycamore 1,500 | Emergency To RPU 1600 Zone
Municipal Highland Canyon
Water District (Box Boulevard
Springs)
Western Praed/Lake | Lake Knoll 1,500 | Emergency To RPU 1400 Zone
Municipal Knolls Park
Water District
Western Green Near 1,100 | Emergency To RPU 1700 Zone
Municipal Orchard Whitegate
Water District No. 2
Reservoir
City of Colton Colton Behind Emergency To RPU Raw
Intertie Walmart
Warehouse
in Colton
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Water Capacit Emergency/ RPU
Connection Location pacity 9 Y Direction Pressure
Agency (GPM) Imported zone
Norco Norco Arlington 800 | Emergency From RPU | 1100 Zone
intertie Ave Wholesale

RPU has not identified specific supply augmentation actions that would be taken to address a short-term
water shortage, beyond its long-range planning and future supply projects described in the UWMP. The
standard categories of supply augmentation actions are shown in Table 4.

Table 4. Supply Augmentation Actions (DWR Table 8-3)

Table 8-3: Supply Augmentation and Other Actions
Shortage | Supply Augmentation Methods and H.OW TUE 5 4 Additional Explanation or
: . going to reduce the
Level Other Actions by Water Supplier Reference
shortage gap?

All Exchanges Medium Agreement with Norco
All Stored emergency supply Medium EORZPOm place since Sep-
All Other actions (describe) Medium Enhanced recharge

RPU offers various rebates to encourage water use efficiency (such as ultra-low flush toilets, high-
efficiency washing machines, etc.). RPU has a water rate structure that promotes water efficiency. The
reduction goal is to balance supply and demand.

The demand reduction actions that will be implemented at each shortage level are shown in Table 5. The
format of Table 5 is based on the standard submittal table defined by DWR. The column titled, “Penalty,
Charge, or Enforcement” is a Yes/No field to characterize whether there is a penalty, charge, or
enforcement action associated with implementing the demand reduction action. This field is a required
field in the standard submittal table defined by DWR.
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Submittal Table 8-2: Demand Reduction Actions

How much is
this going to
Shortage reduce the Penalty, Charge, or
Level Demand Reduction Actions shortage gap? Additional Explanation or Reference Other Enforcement?
All Expand Public Information N/A
Campaign
All P_rowde Rebates on Plumbing N/A
Fixtures and Devices
Provide Rebates for
All Landscape Irrigation N/A
Efficiency
All Other N/A Water Efficiency Pricing
1 Other N/A Voluntary Conservation
2,3,4 Other Medium Mandatory Conservation
All Prohibited water waste N/A The application Qf potable water to outdoor Ia_mdscapes in a manner that causes runoff such that water flows onto adjacent property, non-irrigated areas, Yes
private and public walkways, roadways, parking lots, or structures
- The use of a hose that dispenses potable water to wash a motor vehicle, except where the hose is fitted with a shut-off nozzle or device attached to it that
All Prohibited water waste N/A . . : . . : Yes
causes it to cease dispensing water immediately when not in use
All Prohibited water waste N/A The application of potable water to driveways and sidewalks Yes
All Prohibited water waste N/A The use of potable water in a fountain or other decorative water feature, except where the water is part of a recirculating system Yes
All Prohibited water waste N/A The application of potable water to outdoor landscapes during and within 48 hours after measurable rainfall Yes
All Prohibited water waste N/A The serving of drln_klng water other than upon request in eating or drinking establishments, including but not limited to restaurants, hotels, cafes, cafeterias, Yes
bars, or other public places where food or drink are served and/or purchased
All Prohibited water waste N/A The irrigation with potable water of ornamental turf on public street medians Yes
All Prohibited water waste N/A The irrigation with potable water of landscapes outside of newly constructed homes and buildings in a manner inconsistent with regulations or other Yes
requirements established by the California Building Standards Commission and the Department of Housing and Community Development.
- To promote water conservation, operators of hotels and motels shall provide guests with the option of choosing not to have towels and linens laundered
All Prohibited water waste N/A . ; . . . T : . Yes
daily. The hotel or motel shall prominently display notice of this option in each guestroom using clear and easily understood language.
1 !_a!nds_cape - L'm.'t. |ar_1dscape Medium Non-agricultural irrigation should be done from 6:00 p.m. to 10:00 a.m. No
irrigation to specific times
. Use of graywater, as that term is defined in the California Health and Safety Code, and recycled water for irrigation is permitted on any day and at any time,
1 Other Medium . o . No
subject only to any permits issued by the City.
2 Other Medium Except as otherwise provided in this Section, all Stage One measures remain in effect. Yes
2 Other Medium Customers will be asked to reduce their monthly water consumption up to 15-percent. Yes
Non-agricultural irrigation is limited as follows:
a. Properties may be irrigated only between the hours of 6:00 p.m. to 10:00 a.m. Irrigation of landscaping is prohibited on any day of the week from 10:00
a.m. to 6:00 p.m.
5 Landscape - Limit landscape Medium b. Properties may not be irrigated more than three times per week. Yes
irrigation to specific days c. All automatic irrigation timers shall be adjusted according to irrigation time restrictions and changing weather patterns, and shall completely eliminate run-
off.
d. Use of graywater, as that term is defined in the California Health and Safety Code, and recycled water for irrigation is permitted on any day and at any
time, subject only to any permits issued by the City.
Othe_r - Customers must All plumbing leaks, improperly adjusted sprinklers, or other water appurtenances requiring repair or adjustment shall be corrected to the satisfaction of the
repair leaks, breaks, and . . vy 7 , . . ) . ) R .o
2 : ; . Medium City within 72 hours of notification by the City. The City will attempt to contact customers by phone, mail, email, or text, or printed "door-hanger" notice. All Yes
malfunctions in a timely . . )
manner customers shall ensure that the City has current telephone contact information.
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Submittal Table 8-2: Demand Reduction Actions

How much is
this going to
Shortage reduce the Penalty, Charge, or
Level Demand Reduction Actions shortage gap? Additional Explanation or Reference Other Enforcement?
Construction operations receiving water from a construction meter or water truck shall not use water unnecessarily for any purpose, other than those
2 Other Medium required by regulatory agencies. Construction projects requiring watering for new landscaping materials shall adhere to the designated non-agricultural Yes
irrigation requirements set forth above.
3 Other Medium Except as otherwise provided in this Section, all Stage One and Two measures remain in effect. Yes
3 Other High Water customers will be asked to reduce their monthly water consumption by 15 to 20-percent for the duration of Stage Three. Yes
Non-agricultural irrigation is limited as follows:
(a) Properties may be irrigated only between the hours of 6:00 p.m. to 10:00 a.m.
L - (b) Properties may not be irrigated more than three (3) times per week during the months of April through October and no more than two (2) times per week
3 . a_nds_cape ) L|m_|t_ landscape Medium during the months of November through March Yes
irrigation to specific days g PR 9 o . . -
(c) All automatic irrigation timers shall be adjusted according to changing weather patterns and to completely eliminate run-off.
(d) Use of graywater, as that term is defined in the California Health & Safety Code, or recycled water for irrigation is permitted on any day and at any time,
subject only to any permits issued by the City.
4 Other Medium Except as otherwise provided in this Section, all Stage One, Two, and Three conservation measures shall be in full force and remain in effect during Stage Yes
Four.
4 Other High Water customers will reduce their monthly water consumption by 20 to 50 percent for the duration of Water Conservation Stage Four. Yes
4 Landscape - Limit landscape Non-agricultural irrigation shall be limited to supporting minimal* survival of trees and shrubs. Trees and shrubs may be irrigated, only during the following Yes
irrigation to specific days designated hours and designated days:
(a) Properties with odd number street addresses, parks, and public right of ways may irrigate only on Saturdays between the hours of 8:00 p.m. and
8:00 a.m.
Medium (b) Properties with even number street addresses may irrigate only on Sundays between the hours of 8:00 p.m. and 8:00 a.m.
(c) Irrigation is prohibited on Mondays, Tuesdays, Wednesdays, Thursdays, and Fridays and on any day of the week from 8:00 a.m. to 8:00 p.m.
(d) Use of graywater, as that term is defined in the California Health & Safety Code, or recycled water for irrigation is permitted on any day and at any
time, subject only to any permits issued by the City.
*RMC section 14.22.060 - Stage Four - Severe water shortage currently provides that “Non-agricultural irrigation shall be limited to supporting minimal
survival of trees and shrubs. The City’s Board of Public Utilities has requested that the City remove the word “minimal” when the ordinance is updated.
4 Other Medium All outdoor watering and irrigation of lawns and similar ground covers is prohibited with the exception of plant materials determined by the General Manager Yes
to be rare, exceptionally valuable, or essential to the well-being of the public or threatened or endangered animals.
4 Other - Prohibit vehicle Washing of automobiles, trucks, trailers, boats, airplanes and other types of mobile equipment is prohibited except at a commercial car wash. Commercial Yes
washing except at facilities Medium car washes shall only use wholly- or partially-recycled water for washing automobiles, trucks, trailers, boats, airplanes and other types of mobile equipment.
using recycled or recirculating Washings necessary for the health, safety, and welfare of the public, such as garbage trucks or vehicles used for food and perishables, are exempt from this
water section.
4 Other water feature or Low Filling, refilling, or replenishing swimming pools, spas, ponds, streams, and artificial lakes is prohibited. Yes
swimming pool restriction
4 Water Features - Restrict Operation of any ornamental fountain, pond, or similar structure is prohibited. Yes
water use for decorative water Low
features, such as fountains
4 CII - Other CII restriction or Medium Water used for commercial, manufacturing, or processing purposes shall be reduced as determined by the City Council. Yes
prohibition
5 Other High Water customers will reduce their monthly water consumption by more than 50 percent for the duration of Water Conservation Stage Five. Yes
5 Other Medium No new construction meters will be issued. Yes
5 Other Medium No construction water may be used for earth work such as road construction purposes, dust control, compaction, or trench jetting. Yes
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Submittal Table 8-2: Demand Reduction Actions

d. Projects with adequate conservation offsets, if available. The City, in its sole discretion, may choose to make conservation offsets available. Conservation
offset costs shall be based on the cost of conserving the water elsewhere to provide the water needed for a project, the cost of providing an alternative
water supply deemed acceptable by the City, or other measures as may be found in the City's water use efficiency master plan. Conservation offset fees will

be set forth in the Water Rules and Rate Schedules.

How much is
this going to
Shortage reduce the Penalty, Charge, or
Level Demand Reduction Actions shortage gap? Additional Explanation or Reference Other Enforcement?
5 Other No new building permit(s) shall be issued, except: Yes
a. Projects found by the City Council to be necessary for public health, safety.
b. Projects using recycled water for construction.
Medium c. Projects which will not result in a net increase in non-recycled water use.
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RPU has identified operational changes that could be made to help address a short-term gap between
demands and available supplies. These include:

e Increased monitoring and analysis of customer water usage

e Reductions in flushing of hydrants and dead-end lines

o Expediting planned system improvement projects that include reduction in water loss (e.g.,
replacement of water mains that are experiencing higher rates of leaks and breaks)

e Activate conservation protocols

e Stop or minimize watering of medians and park areas with potable water.

e Stopping production of wholesale water for Norco and Western

RPU has identified a series of restrictions that will be implemented at different shortage levels. These
prohibitions are identified in RMC Code Chapter 14.22 and are included in the demand reduction actions
in Table 5.

The Water Code requires that an agency’s WSCP address and plan for catastrophic water shortages.
This information can be found in the agency’s Emergency Response Plan (ERP). Each agency’s ERP
can contain sensitive information related to potential vulnerabilities or impacts of natural disasters or
malevolent acts. Therefore, these documents are not typically made publicly available.

Major hazards that can degrade the quality and/or impact the quantity of water available to the RPU water
system include: regional power outages, earthquakes, liquefaction (i.e. high groundwater levels), floods,
chemical spills, groundwater contamination, and terrorist acts. Some of these hazards could also
adversely impact the distribution systems, such as the major transmission mains or reservoirs.
Interruptions to water supplies from any of the above-mentioned hazards may be limited to days or even
months, except for groundwater contamination, which could last several years.

RPU has implemented several measures to improve the reliability of its water system. Actions taken to
prepare for a catastrophe include:

Establishing criteria for a proclamation of water shortage

Developing alternate sources of water supplies

Establishing contacts and mutual aid agreement with other agencies

Establishing an Emergency Response Team/Coordinator

Preparing an Emergency Response Plan (ERP) (updated in September 2020)
Conducting mock exercises and drills to evaluate and improve response procedures
Developing public awareness programs

RPU’s ERP may be activated whenever any of the following conditions exist:

Natural disasters such as earthquake, flood, etc.

Maijor loss of power

Loss of water transmission lines, main breaks, or other major facilities

Water quality issues involving a "boil water" order or other major public relations/communication
issues

Emergency curtailment

Disturbance affecting nearby utilities

Hazardous spills

Terrorist activities

11
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The ERP will guide damage assessment, record keeping, prioritization of repairs, and coordination with
other City Departments. The goal is returning to normal operations as soon as practicable.

Typically, RPU's actions during voluntary rationing include a public information campaign and media
outreach to encourage conservation. Typical emergency response actions to the above listed possible
catastrophes may include the following:

e Assemble crisis management teams at pre-designated locations and Emergency Operations
Center (EOC)

Assess and document damaged facilities and repair or reactivate as appropriate

Assess for signs of contamination, i.e., increase the frequency of monitoring

Deactivate contaminated sources

Install additional treatment facilities

Community outreach e.g., public education, media outreach, boil water advisories
Coordination with other City Departments, and other government agencies

Seek mutual aid assistance

Drain contaminated reservoirs as quickly as possible

Inter-ties between water systems can be used to deliver water from other water retailers to assist RPU
during short-term emergencies. RPU is also a member of the Water Agency Response Network (WARN).
RPU also participates in the Emergency Response Network of the Inland Empire (ERNIE). ERNIE is a
water/wastewater mutual aid network within San Bernardino and Riverside counties. ERNIE meets
monthly and provides regular training for utilities in emergency response and long-term emergency
planning.

An assessment of each listed catastrophe and summarized description of previous responses and/or
actions undertaken to prepare for such catastrophic events is described below.

4.5.1 Regional Power Outage

RPU is a municipally owned utility that provides both water and electricity within the City of Riverside.
RPU maintains a diverse power supply portfolio that includes long term base load and local generating
facilities (LGF) and an increasing amount of renewable resources. With significant internal generation
capability, RPU can maintain a high level of reliability in emergency situations.

Riverside’s system may be vulnerable to natural gas disruption. If natural gas interruption were to occur
when RPU’s system demand reaches its peak, RPU may experience heightened stress to maintain
service reliability to RPU customers.

Some wells in the Bunker Hill Basin are powered by electricity provided by Southern California Edison.
During electrical power outages, RPU will still be able to produce some potable water from the Gage
wells and the Garner B well because they are or can be powered by gas engines. The water distribution
system is entirely within the RPU electric service territory. Most of the pressure zones within the
distribution system are fed by gravity from reservoirs. RPU is likely to have water in storage to meet an
average day demand should a power outage occur.

4.5.2 Earthquakes

The City of Riverside is located close to two major earthquake faults: the San Andreas and San Joaquin.
Earthquakes pose potential significant risks to the RPU water system and could potentially result in water
supply shortages and disruptions to the transmission/ distribution systems.

Groundwater produced from wells in the Bunker Hill Basin is conveyed using two major transmission
mains that cross several earthquake faults before reaching the Linden Evans Reservoir in Riverside.

The City of Riverside has experienced some earthquakes in the past without significant water supply
shortages or disruptions. Stronger earthquakes can result in major water service disruptions either due to
facility damage or to power outages. In some cases, harmful microorganisms could migrate into the
distribution system because of pipe breaks and/ or damage to water disinfection facilities. It could take
several days (or more) to restore the water distribution system depending on the severity of damage.

12
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An earthquake in northern or central California could disrupt deliveries from the State Water Project to
WMWD. The California Department of Water Resources (DWR) has estimated that in the event of a
major earthquake in or near the Delta, regular water supply deliveries from the SWP could be interrupted
for up to three years, posing a substantial risk to the California business economy. Current planning
efforts for these potential events are described in documents prepared by DWR, MWD, and WMWD.

4.5.3 Liquefaction

Another potential hazard related to earthquakes is soil liquefaction. Liquefaction is a phenomenon that
occurs in loose, saturated, granular soils when subjected to strong ground movement. High groundwater
levels shallower than the threshold (between 30 and 50 feet below ground surface) may at some
locations increase the potential for liquefaction during very strong earthquakes. Some of the wells in the
North Orange area of the Riverside Basin are located in areas prone to liquefaction.

RPU also has wells located in the lower part of the Bunker Hill Basin (i.e. the pressure zone), which can
be vulnerable to liquefaction. Some segments of RPU's major water transmission mains from the Bunker
Hill Basin to the Linden Evans Reservoir are located within potential liquefaction zones.

RPU cooperated with the San Bernardino Basin Area Basin Technical Advisory Committee (BTAC) to
develop and implement a "high groundwater" mitigation plan to reduce the potential for liquefaction in the
Bunker Hill Basin. During the recent past, the Western San-Bernardino Watermaster has not declared a
"high groundwater" risk. Groundwater levels are lower in the Bunker Hill Basin due to climactic conditions
and increased pumping. Should high groundwater pose a threat in the future, RPU will assist by pumping
additional groundwater from the pressure zone, in accordance with the rules and regulations of the
Western-San Bernardino Watermaster.

4.5.4 Floods

Some RPU wells are located within the flood plain of the Santa Ana River and vulnerable to flooding. In
1995, floods washed away the superstructure of the Gage 21 well, and the sub-surface portion of the well
was subsequently abandoned. The Gage 98-1 well replaced the Gage 21 well with funding assistance
from the Federal Emergency Management Agency (FEMA). The other wells most vulnerable to flooding
include some Warren Tract wells. RPU replaced some of the Warren Tract wells upstream with the
Cooley J well.

In 1999, the Seven Oaks Dam, which is located near the headwaters of the Santa Ana River, became
operational and reduces the magnitude, frequency and vulnerability of flooding while increasing available
water rights.

RPU has implemented many measures in order to minimize adverse impacts of flooding on groundwater
contamination. For example, RPU increased the length of well seals for newer wells to greater depths
than required by the State of California water well standards. RPU also screens newer wells generally
deeper than 200 feet below ground surface. Additional chlorination stations were added further upstream
of the major transmission mains thereby increasing the disinfection contact time. Prior to 2003, wells in
the North Orange area pumped directly into the distribution system. The North Orange wells have now
been connected by a major transmission main to the Linden Evans Reservoir for increased disinfection
contact time.

Potential hazards from floods are not limited to physical damage and/ or loss of water infrastructure.
Studies have found that more than half of the waterborne disease outbreaks in the United States in the
past 50 years were preceded by heavy rainfall. Outbreaks due to surface water contamination, which
accounted for approximately 24-percent of all outbreaks, were associated with extreme precipitation
occurring during the month of the outbreak and one month prior. Outbreaks due to groundwater
contamination, which accounted for approximately 36-percent of all outbreaks, were associated with
extreme precipitation occurring within a three-month lag preceding the outbreaks.

4.5.5 Groundwater Contamination
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Potential hazards that could result in groundwater contamination include migrating contaminant plumes,
chemical spills, agricultural return flows, leaky underground storage tanks, and septic systems. Chemical
spills and leaking underground storage tanks initially tend to affect a small number of wells, whereas
contaminant plumes, agricultural return flows, and septic systems may impact regional aquifers.

Previous improper waste disposal practices have created several groundwater contamination plumes that
impact a number of RPU wells. Groundwater contamination can potentially interrupt water supplies for an
extended period. However, some groundwater contamination/ chemical spills have Potentially
Responsible Parties (PRP) who can be made to pay mitigation costs. PRPs are mitigating groundwater
contamination due to organic solvents thus assuring continued availability and reliability of water supplies
affected by those plumes.

In 2001, RPU reached an agreement with manufacturers of the pesticide dibromochloropropane (DBCP)
that has contaminated wells in the Riverside Basin. Under the agreement, DBCP manufacturers agreed
to pay the capital costs and 40 years of operating and maintenance costs of facilities to remove DBCP
from production wells. RPU has been reimbursed for Granular Activated Carbon (GAC) treatment plants
that enable RPU to produce additional water from wells previously abandoned due to contamination.

In the late 1980s and early 1990s, water produced from wells connected to the Waterman Transmission
main were used to blend impaired water produced from the Gage wells to meet potable drinking water
standards. However, water quality within the Gage wells has improved since the Responsible Parties
constructed wellhead treatment facilities and replaced shallow wells with deeper ones. The treatment
facilities are capable of removing a range of contaminants.

Water Code Section 10632.5 requires agencies to assess seismic risk to water supplies as part of their
WSCP. The code also requires a mitigation plan for managing seismic risks.

In lieu of conducting their own seismic risk assessment, suppliers can comply with the Water Code
requirement by submitting the relevant local hazard mitigation plan or multi-hazard mitigation plan.

RPU participated in the development of the Riverside County Local Hazard Mitigation Plan, which was
updated in 2018. The Riverside County LHMP is available on the Riverside County web site at
https://rivcoemd.org/LHMP.

The Riverside County LHMP includes an assessment of the region’s vulnerability to a broad range of
hazards, including earthquakes. It also describes mitigation strategies and actions to reduce the impacts
of a seismic event.

RPU continues to include seismic risk assessment in its planning process for system improvements.
Some elements of RPU’s approach to mitigation seismic risk are:

e Several of RPU’s reservoirs are outfitted with seismically actuated valves.

¢ RPU restrains the joints of its distribution pipelines and utilizes welded steel pipes for its
transmission mains.

¢ RPU is in the process of performing condition assessments and evaluating its reservoirs for
seismic vulnerability.

o RPU uses flexible seismic joints on its pipelines where they transition from underground into
highway bridge structures.

o RPU recently replaced Evans Reservoir to meet current seismic codes.

o RPU recently replaced the roof on Linden Reservoir to meet current seismic codes.

RPU has estimated the effectiveness of shortage response actions in terms of reducing the gap between
expected supplies and demands. These estimates were developed using industry resources and
observations from recent operating history at the agency. These estimates have been included in Table
5.

14



Water Shortage Contingency Plan Riverside Public Utilities

5.0 Communication Protocols

Timely and effective communication is a key element of WSCP implementation. RPU will need to inform
customers, the general public, and other government entities of WSCP actions taken during a water
shortage (either one derived from the Annual Assessment, or an emergency or catastrophic event).

The communication protocols to be used by RPU at each shortage level are summarized in Table 6.
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Table 6. Communication Protocols

Riverside Public Utilities

Stage 1
Normal Water Supply

Stage 2

Minimum Water Shortage

Stage 3
Moderate Water Shortage

Stage 4
Severe Water Shortage

Stage 5
Catastrophic Water Shortage

0% Demand Reduction

15% Demand Reduction

15-20% Demand Reduction

20-50% Demand Reduction

>50% Demand Reduction

Standard outreach efforts in effect

Update outreach to reflect conditions and
Water Conservation Ordinance Stage 2
actions

Update outreach to generate immediate
reductions in water demand and
implementation of Water Conservation
Ordinance Stage 3 actions

Update campaign and messages to raise
awareness for more severe water-saving
actions and implementation of Water
Conservation Ordinance Stage 4 actions

Update campaign and messages to reflect
extreme or emergency condition and
implementation of Water Conservation
Ordinance Stage 5 actions

Social media presence, updated website,
etc.

Announce status change through social
media, news release, and other standard
communication outlets to stakeholders and
general public

Announce status change through social
media, news release, and other standard
communication outlets to stakeholders and
general public

Announce status change through social media,
news release, and other communication outlets
to stakeholders and general public

Announce status change through social
media, news release, and other
communication outlets to stakeholders and
general public

Promote Water Use Efficiency (WUE)
programs to achieve long-term water
management goals

Increase WUE and conservation messaging

Supplement Stage 2 activities with additional
outreach (mass media ads, partnerships, etc.)

Supplement Stage 3 outreach with additional
outreach as needed (supplemental ads, etc.)

Supplement Stage 4 outreach with additional
outreach as needed (hotline, reverse 911,
etc.)

Encourage WUE and water conservation
best practices

Increase promotion of ongoing WUE
programs and resources

Continue promotion of ongoing WUE
programs and resources

Conduct targeted outreach to reduce outdoor
water use

Provide tools and resources to address
imminent needs

Coordinate with regional water agencies

Provide briefings to elected officials and other
key leaders

Continue promotion of ongoing WUE programs

and resources and provide specialized outreach

to impacted industries

Continue enhanced coordination with regional
agencies as needed

Initiate regular Board reports on water use
data and outreach efforts

Enhance and increase coordination with
regional agencies as needed

Continue enhanced coordination with regional
agencies as needed

Coordinate with emergency response services
with daily advisories or alerts as needed
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6.0 Compliance and Enforcement

The Water Conservation Ordinance states that any violation shall be subject to enforcement by issuance
of an administrative citation pursuant to Chapter 1.17 of the Riverside Municipal Code. Prior to issuance
of an administrative citation, the City shall give one courtesy notice requesting voluntary correction of the
violation. The City Manager, or his or her designee, may enter into a written agreement with a customer
to resolve any violation provided that such agreement is consistent with the purpose and intent of the
Water Conservation Ordinance.

RPU has mechanisms in-place for monitoring compliance with actual mandated reductions. Water sales
to customers are metered and billed monthly. RPU implements a meter maintenance program to assure
accuracy. Collected revenues from water sales are incorporated into the monthly financial reports
produced by the RPU Finance Section. RPU’s billing system can be used to provide customers with
reports of their water usage for current year and previous years. The billing software can also be used to
evaluate compliance with mandated reductions.

RPU has the capability to determine reductions in water production. RPU maintains a comprehensive
Supervisory Control and Data Acquisition (SCADA) system to monitor and control the water distribution
system. All production wells are metered and monitored. The SCADA system is capable of recording
potable water production and water levels within potable water reservoirs. Water levels of selected wells
are regularly monitored and charted. Flow meters installed at pump stations and booster stations can be
read automatically through the SCADA system to determine usage.

Water Rule No. 15 includes penalties for excessive water usage. According to Water Rule No. 15,

"Whenever it appears to the Director that water delivered by the Water Utility is being used in
violation of the terms of this Rule, he [/she] shall give written notice to the person so wasting

water of his [/her] intention, after a reasonable time to be therein stated, to shut-off the water
supply to the Person's Premises".

The City has processes in place for appeals and exemptions from penalties for violations. These are
identified in the RMC, Chapter 1.17.

7.0 Legal Authorities

This section describes the legal authorities that the agency relies upon to implement the shortage
response actions and the associated enforcement actions.

The current version of the Water Conservation Ordinance, which is Chapter 14.22 of the RMC, is
attached to this document.

In accordance with Water Code Chapter 3 (commencing with Section 350) of Division 1 general
provisions regarding water shortage emergencies, RPU shall declare a water shortage emergency in the
event of a catastrophic interruption in supply.

RPU shall coordinate with any city or county within which it provides water supply services for the
possible proclamation of a local emergency under California Government Code, California Emergency
Services Act (Article 2, Section 8558). Including a list of and contacts for all cities or counties for which
the Supplier provides service in the WSCP, along with developed coordination protocols, can facilitate
compliance with this section of the Water Code in the event of a local emergency as defined in subpart (c)
of Government Code Section 8558.

The cities and counties in the RPU’s service area are shown in Table 7.
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Table 7. City and County Coordination on Proclamation of Emergencies

City or County Contact
Riverside County County Emergency Management Department
City of Riverside Office of Emergency Management / City Manager
City of Norco City Manager / Public Works Director
Western Municipal Water District Deputy Director of Water Resources

8.0 Financial Consequences of WSCP

This section describes the anticipated financial consequences to RPU of implementing the WSCP. The
description includes potential reductions in revenue due to lower water sales and increased expenses
associated with implementing the shortage response actions.

Potential financial impacts could include

e Reduced revenue from reduced water use
e Increased staff costs for tracking, reporting, patrolling, and enforcing restrictions
e Economic impacts associated with water-dependent businesses in the service area

Potential mitigation measures may include

triggering of drought rate structures or surcharges

using financial reserves

reducing operation and maintenance expenses

deferring capital improvement projects

reducing future projected operation and maintenance expenses

increasing fixed readiness-to-serve charge

increasing commodity charge and water adjustment rates to cover revenue shortfalls
other financial management mechanisms

RPU is fortunate as a water provider in California in that it owns, operates and maintains its own water
supply and is not typically dependent on imported water from outside sources. RPU has responded to
past droughts by continuing to offer a wide variety of water use efficiency and conservation programs for
its customers in an effort to conserve its water resources. In addition, RPU has increased its drought
messaging to its customers, increased community educational awareness and leveraged funding from
MWD to provide incentives for water conservation programs such as turf removal.

RPU’s long range water supply planning includes significant contributions of both conservation and
recycled water. The behavioral changes instituted through conservation and water use efficiency should
have some permanent impact. Changes in landscape patterns and uses will have permanent and on-
going impacts to water use. Continuing conservation measures could negatively impact RPU’s revenues
and will be addressed as needed during analysis of cost of service.

RPU's typical water rate includes the following components: a fixed monthly charge, a prorated
commodity charge based on consumption with increasing marginal rates and adjustments for seasonality,
an energy factor adjustment, a surcharge for customers not within City Limits, and a Water Conservation
and Reclamation surcharge. Revenue from fees such as fixed monthly charges, development related
fees, and the backflow protection program will not be impacted by reduction in water usage due to
droughts.

RPU has many options to cushion reduction in revenues due to reduced demand by its retail customers.
RPU maintains reserves that can offset minor revenue impacts. In addition to these liquid assets, RPU
has an additional 12 to 18 months of operating revenue in the form of non-liquid assets such as land and
buildings. Other potential measures that RPU can implement to mitigate some revenue impacts due to
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shortages include adjusting the water rates, using water that has been stored in reservoirs, and
refinancing existing bonds or issuing new bonds.

RPU seeks to maintain flexibility to adjust expenditures during drought conditions as well. Some expense
categories such as purchased energy, treatment costs, and operations and maintenance will be reduced
as revenue from water sales decrease. Reduced groundwater production will also lead to reduced
energy costs. RPU can reduce or avoid some water treatment costs by choosing to operate wells that
require the least amount of treatment. RPU can also pump the most efficient wells to further reduce
energy costs. RPU can investigate additional energy savings from switching to cheaper rate schedules
based on time of use by taking advantage of distribution system reservoir storage. Lastly, RPU can delay
capital expenditures.

9.0 Monitoring and Reporting

This section describes how the agency will monitor and report on implementation of the WSCP. RPU has
the capability to determine reductions in water production and consumption. RPU maintains a
comprehensive SCADA system of the water distribution system. All production wells are metered and
monitored. The SCADA system is capable of recording potable water production and water levels within
potable water reservoirs. Water levels of selected wells are regularly monitored and charted. Flow
meters installed at pump stations and booster stations can be read automatically through the SCADA
system to determine usage. RPU can also use billing data to monitor changes in consumption.

RPU will gather data on key water use metrics and use the data to evaluate the effectiveness of response
actions in achieving their intended water use reduction purposes. RPU will also gather data on customer
compliance to evaluate the effectiveness of enforcement actions.

RPU will monitor water use by customers using its billing systems and operational control systems to
monitor production and consumption. RPU measures and determines the actual water savings made by
implementing each stage of the WSCP by relying on water meters that record the production and
consumption of water. Each level of the WSCP has an associated target reduction for metered water
use.

10.0 WSCP Refinement Procedures

RPU will monitor the implementation of this plan to evaluate its effectiveness as an adaptive management
tool. The monitoring and reporting program described in Section 9 will provide information on the
effectiveness of the shortage response actions during any shortage levels that may be invoked. If RPU
determines that the shortage response actions are not effective in producing the desired results, it will
initiate a process to refine the WSCP.

RPU will consider the addition of new shortage response actions or changes to the levels when shortage
response actions are implemented. Suggestions for refinements will be collected from agency staff,
customers, industry experts, and the general public. RPU will work with wholesale customers to share
data and suggestions for refinement to identify opportunities to increase the effectiveness of the WSCP
while maintaining alignment with other agencies in the region when possible.

RPU will review the WSCP’s description of procedures for the Annual Assessment each year while
preparing the Annual Assessment and adjust as needed.

11.0 Special Water Feature Distinction

RPU has distinguished swimming pools and spas as recreational water features, while non-pool and non-
spa water features are considered decorative water features. This distinction is used in the shortage
response actions because decorative water features have the potential to use recycled water, while pools
and spas (recreational water features) must use potable water for health and safety considerations.

RMC Chapter 14.22.010(D) notes that
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A splash pad shall be defined as a recreational feature and includes any pavement or sidewalk area
that is part of the splash pad. Operation of a splash pad is not prohibited by this ordinance as an
unreasonable use of water.

12.0 Plan Adoption, Submittal, and Availability

RPU adopted this WSCP with the 2020 UWMP. The UWMP and WSCP were made available for public
review during May of 2021. A public hearing was held on June 14, 2021 to allow public input on the draft
UWMP and the WSCP.

The RPU board of directors adopted the UWMP and the WSCP at a meeting on June 14, 2021, and the
City Council adopted them on June 22, 2021. The resolution of adoption is included as an attachment.

This WSCP was submitted to DWR through the WUEData portal before the deadline of July 1, 2021.

This WSCP will be available to the public on the agency’s web site. Notice will be provided to cities and
counties in the service area that the WSCP is available on the agency’s web site.

If RPU identifies the need to amend this WSCP, it will follow the same procedures for notification to cities,
counties and the public as used for the UWMP and for initial adoption of the WSCP. The draft amended
WSCP will be made available for public review, and the agency’s governing board will hold a public
hearing to receive comments on the draft amended WSCP. Once RPU’s governing board adopts the
amended WSCP, the amended plan will be submitted to DWR and the California State Library, and it will
be made available to the public and the cities and counties in the service area through placement on the
agency’s web site.
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14.22.010 - Unreasonable uses of water.

A.

B.

No person shall use or permit the use of water for residential, commercial, industrial, agricultural, or
any other purpose, contrary to any provision of this ordinance.

No person shall waste water or use it unreasonably. To prevent the waste and unreasonable use of
water and to promote water conservation, each of the following actions is prohibited as an
unreasonable use of water, except where necessary to address an immediate health and safety need
or to comply with a term or condition in a permit issued by a state or federal agency:

1. The application of potable water to outdoor landscapes in a manner that causes runoff such that
water flows onto adjacent property, non-irrigated areas, private and public walkways, roadways,
parking lots, or structures;

2. The use of a hose that dispenses potable water to wash a motor vehicle, except where the hose
is fitted with a shut-off nozzle or device attached to it that causes it to cease dispensing water
immediately when not in use;

The application of potable water to driveways and sidewalks;

4. The use of potable water in a fountain or other decorative water feature, except where the water
is part of a recirculating system;

5. The application of potable water to outdoor landscapes during and within 48 hours after
measurable rainfall;

6. The serving of drinking water other than upon request in eating or drinking establishments,
including but not limited to restaurants, hotels, cafes, cafeterias, bars, or other public places
where food or drink are served and/or purchased;

7. The irrigation with potable water of ornamental turf on public street medians; and;

8. The irrigation with potable water of landscapes outside of newly constructed homes and buildings
in a manner inconsistent with regulations or other requirements established by the California
Building Standards Commission and the Department of Housing and Community Development.

To promote water conservation, operators of hotels and motels shall provide guests with the option of
choosing not to have towels and linens laundered daily. The hotel or motel shall prominently display
notice of this option in each guestroom using clear and easily understood language.

A splash pad shall be defined as a recreational feature and includes any pavement or sidewalk area
that is part of the splash pad. Operation of a splash pad is not prohibited by this ordinance as an
unreasonable use of water.

(Ord. 7334 § 1, 2016; Ord. 7136 § 4, 2011)

14.22.020 - Water Conservation Program.

A.

This chapter establishes a Water Conservation Program which uses five stages to address conditions
and needs. The Water Conservation Stage shall be set by City Council action. All normal water
efficiency programs and water conservation regulations shall remain in force during any stage, unless
the City Council directs otherwise.

Stage One represents normal conditions; Stages Two, Three, Four, and Five represent potential and
actual shortages. Stages Two, Three and Four may be triggered by a local or regional water supply
shortage; production, treatment, transmission, or delivery infrastructure problems; limited or
unavailable alternative water supplies; or other circumstances.
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C. Stage one conservation measures are voluntary, and will be encouraged through public outreach,
education, and awareness measures by the City.

D. Stages Two, Three, Four, and Five conservation measures are mandatory, and violations may be
subject to criminal, civil, and administrative enforcement.

(Ord. 7334 § 1, 2016; Ord. 7288 § 1, 2015; Ord. 7254 § 1, 2014; Ord. 7136 § 4, 2011)

14.22.030 - Stage One - Normal water supply.

A. Stage One applies when the City can meet all of its water demands, but declares, by resolution, that
it has determined that certain conservation methods are warranted to preserve existing water supply
in the event that the City will be unable to meet future water demands with its local water supplies.

B. Upon declaration of Stage One by the City Council, the following water conservation measures shall
apply:

1. Non-agricultural irrigation should be done from 6:00 p.m. to 10:00 a.m. Irrigation water cannot
leave the landscaped area.

2. Use of graywater, as that term is defined in the California Health and Safety Code, and recycled
water for irrigation is permitted on any day and at any time, subject only to any permits issued by
the City.

(Ord. 7334 § 1, 2016; Ord. 7288 § 1, 2015; Ord. 7254 § 1, 2014; Ord. 7136 § 4, 2011)

14.22.040 - Stage Two - Minimum water shortage.

A. Stage Two applies when the City Council declares, by resolution, a reasonable probability exists that
the City will not be able to meet all of its water demands with its local water supplies, other regional or
statewide conditions warrant implementation, or the State of California orders implementation; or RPU
faces an actual supply shortage of up to 15%, corresponding to California Water Code Section 10632
shortage levels 1 and 2.

B. Upon declaration of Stage Two by the City Council, and the following measures shall apply:

1. Except as otherwise provided in this section, all Stage One measures remain in effect but shall
be mandatory, not voluntary.

2. Customers will be asked to reduce their monthly water consumption up to 15 percent.
Non-agricultural irrigation is limited as follows:

a. Properties may be irrigated only between the hours of 6:00 p.m. to 10:00 a.m. Irrigation of
landscaping is prohibited on any day of the week from 10:00 a.m. to 6:00 p.m.

b. Properties may not be irrigated more than three times per week.

c. All automatic irrigation timers shall be adjusted according to irrigation time restrictions and
changing weather patterns, and shall completely eliminate run-off.

d. Use of graywater, as that term is defined in the California Health and Safety Code, and
recycled water for irrigation is permitted on any day and at any time, subject only to any
permits issued by the City.
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All plumbing leaks, improperly adjusted sprinklers, or other water appurtenances requiring repair
or adjustment shall be corrected to the satisfaction of the City within 72 hours of notification by
the City. The City will attempt to contact customers by phone, mail, email or text, or printed "door-
hanger" notice. All customers shall ensure that the City has current telephone contact information.

Construction operations receiving water from a construction meter or water truck shall not use
water unnecessarily for any purpose, other than those required by regulatory agencies.
Construction projects requiring watering for new landscaping materials shall adhere to the
designated non-agricultural irrigation requirements set forth above.

(Ord. 7334 § 1, 2016; Ord. 7288 § 1, 2015; Ord. 7254 § 1, 2014; Ord. 7136 § 4, 2011)

14.22.050 - Stage Three - Moderate water shortage.

A.

B.

Stage Three applies when the City Council declares, by resolution, a reasonable probability exists that
the City will not be able to meet all of its water demands with its local water supplies, other regional or
statewide conditions warrant implementation, or the State of California orders implementation; or RPU
faces an actual supply shortage of 15-20%, corresponding to California Water Code Section 10632
shortage levels 2 and 3.

Upon declaration of Stage Three by the City Council, the following measures shall apply:

1.

Except as otherwise provided in this section, all Stage One and Two measures remain in effect,
and Stage One measures shall be mandatory, not voluntary.

Water customers will be asked to reduce their monthly water consumption by 15 to 20 percent for
the duration of Stage Three.

Non-agricultural irrigation is limited as follows:
a. Properties may be irrigated only between the hours of 6:00 p.m. to 10:00 a.m.

b. Properties may not be irrigated more than three times per week during the months of April
through October and no more than two times per week during the months of November
through March.

c. All automatic irrigation timers shall be adjusted according to changing weather patterns and
to completely eliminate run-off.

d. Use of graywater, as that term is defined in the California Health and Safety Code, or recycled
water for irrigation is permitted on any day and at any time, subject only to any permits issued
by the City.

(Ord. 7334 § 1, 2016; Ord. 7288 § 1, 2015; Ord. 7254 § 1, 2014; Ord. 7136 § 4, 2011)

14.22.060 - Stage Four - Severe water shortage.

A.

Stage Four applies when the City Council declares, by resolution, that the City's ability to meet its
water demands with its local water supplies is seriously impaired; or RPU faces an actual supply
shortage of 20-50% corresponding to California Water Code Section 10632 shortage levels 3, 4, and

5.

Upon declaration of Stage Four by the City Council, the following water conservation measures shall
apply:
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1.

Except as otherwise provided in this section, all Stage One, Two, and Three conservation
measures shall be in full force and effect during Stage Four, and Stage One measures shall be
mandatory, not voluntary.

Water customers will reduce their monthly water consumption by 20 to 50 percent for the duration
of Water Conservation Stage Four.

Non-agricultural irrigation shall be limited to supporting minimal survival of trees and shrubs. Trees
and shrubs may be irrigated, only during the following designated hours and designated days:

a. Properties with odd number street addresses, parks, and public right-of-ways may irrigate
only on Saturdays between the hours of 8:00 p.m. and 8:00 a.m.

b. Properties with even number street addresses may irrigate only on Sundays between the
hours of 8:00 p.m. and 8:00 a.m.

c. lrrigation is prohibited on Mondays, Tuesdays, Wednesdays, Thursdays, and Fridays and on
any day of the week from 8:00 a.m. to 8:00 p.m.

d. Use of graywater, as that term is identified in the California Health and Safety Code, or
recycled water for irrigation is permitted on any day and at any time, subject only to any
permits issued by the City.

All outdoor watering and irrigation of lawns and similar ground covers is prohibited with the
exception of plant materials determined by the City Manager to be rare, exceptionally valuable,
or essential to the well-being of the public or threatened or endangered animals.

Washing of automobiles, trucks, trailers, boats, airplanes and other types of mobile equipment is
prohibited except at a commercial car wash. Commercial car washes shall only use wholly- or
partially-recycled water for washing automobiles, trucks, trailers, boats, airplanes and other types
of mobile equipment. Washings necessary for the health, safety, and welfare of the public, such
as garbage trucks or vehicles used for food and perishables, are exempt from this section.

Filling, refilling, or replenishing swimming pools, spas, ponds, streams, and artificial lakes is
prohibited.

Operation of any ornamental fountain, pond, or similar structure is prohibited.

Water used for commercial, manufacturing, or processing purposes shall be reduced as
determined by the City Council.

(Ord. 7334 § 1, 2016; Ord. 7136 § 4, 2011)

14.22.070 — Stage Five - Water shortage emergency.

A.

Stage Five applies when the City Council declares, by resolution, that the City’s ability to meet its water
demands with its local water suppliesis so seriously impaired that RPU faces an actual supply
shortage of over 50%, corresponding to California Water Code Section 10632 shortage level 6; and”

Upon declaration of a Water Shortage Emergency:

1.
2.

No new construction meters will be issued.

No construction water may be used for earth work such as road construction purposes, dust
control, compaction, or trench jetting.

No new building permit(s) shall be issued, except:
a. Projects found by the City Council to be necessary for public health, safety.

b. Projects using recycled water for construction.
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Projects which will not result in a net increase in non-recycled water use.

d. Projects with adequate conservation offsets, if available. The City, in its sole discretion, may
choose to make conservation offsets available. Conservation offset costs shall be based on
the cost of conserving the water elsewhere to provide the water needed for a project, the
cost of providing an alternative water supply deemed acceptable by the City, or other
measures as may be found in the City's water use efficiency master plan. Conservation offset
fees will be set forth in the Water Rules and Rate Schedules.

(Ord. 7334 § 1, 2016; Ord. 7136 § 4, 2011)

14.22.080 - Enforcement and severability.

A. Any violation of this article may be subject to enforcement by issuance of an administrative citation
pursuant to Chapter 1.17 of this Code. Prior to issuance of an administrative citation, the City shall
give one courtesy notice requesting voluntary correction of the violation. The City Manager, or his or
her designee, may enter into a written agreement with a customer to resolve any violation provided
that such agreement is consistent with the purpose and intent of this chapter.

B. If any phrase, section, sentence, or word of this ordinance is held invalid by a court of competent
jurisdiction, such invalidity shall not affect any other phrase, section, sentence, or word of the
ordinance that can be given effect without the invalid phrase, section, sentence, or word, and to this
end each phrase, section, sentence, or word of this ordinance is declared to be severable.

(Ord. 7334 § 1, 2016; Ord. 7136 § 4, 2011)
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3900 MAIN STREET

PRESENT:.  Mayor Lock Dawson, Councilmembers Edwards, Melendrez, Fierro, Conder,
Perry, and Hemenway and Councilwoman Plascencia

ABSENT: None

Mayor Lock Dawson called the meeting to order at 1T p.m.

The Invocation was given by Councilmember Melendrez.

Councilmember Melendrez led the Pledge of Allegiance to the Flag.

ORAL COMMUNICATIONS FROM THE AUDIENCE

Scott Andrews spoke regarding lack of updates on staff communications, City Net
contract, and the financial allocations on 2021-22 Housing and Urban Development

Annual Action Plan. Rich Gardner spoke regarding including lllumination Foundation as
a recipient of the Community Development Block Grant funding.

MAYOR/COUNCILMEMBER COMMUNICATIONS

Councilmember Hemenway reported on La Sierra Class of 2021, June 13th drive-through
graduation ceremony. Counciimember Perry reported on a tour of Riverside Community
Hospital. Councilwoman Plascencia reported on a joint podcast with UCR Woman's
Resource Center, BIA housing policy development summit, visit to the Riverside County
Mental Health Department, and community meeting at Harrison Park. Councilmember
Conder spoke about patriotism. Councilmember Melendrez reported on Eastside Park
Avenue Arts and Cultural District, mural, and street improvement along Park Avenue.
Councilmember Edwards reported on neighbors at Braemar hosting a meeting, National
Trails Day along the Santa Ana River that included a cleanup and a movie screening of
‘The Other Side of the River’ shown at Mclean Park, virtual office hours held on
June 7, 2021, upcoming meetings of the Northside Improvement Association on June 14,
and Downtown Neighborhood Alliance on June 21, 2021, groundbreaking for Mulberry
Village, City worldwide wellness program, and the Housing and Homelessness Committee
meeting on June 28, 2021.

The City Council Land Use, Sustainability, and Resilience Committee will conduct a virtual
meeting at 3:30 p.m. on Monday, June 14, 2021.
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COMMUNICATIONS

INTERGOVERNMENTAL RELATIONS AND LEGISLATIVE UPDATE
There was no update on Intergovernmental relations and legislation.

FISCAL RESPONSIBILITY UPDATE
There was no update on fiscal responsibility.

HOMELESS SOLUTIONS UPDATE
The City Council received an update on homeless solutions.

HEALTH, SAFETY, AND SECURITY UPDATES
The City Council received an update on health, safety, and security.

RULES AND REGULATIONS CREATED OR SUSPENDED
There was no update on the rules and regulations created or suspended.

CONSENT CALENDAR

It was moved by Councilmember Hemenway and seconded by Counciimember Perry
to approve the Consent Calendar as presented affirming the actions appropriate to
each item with Councilmembers Melendrez and Fierro abstaining from the new Main
Library project at 3900 Mission Inn Avenue increase in change order authority as they own
property within 500 feet of the project. The motion carried unanimously.

MINUTES
The minutes of the meetings of May 25, 2021, were approved as presented.

EXTEND AGREEMENT - ISSUANCE OF REQUEST FOR PROPOSALS - BANKING AND MERCHANT
CARD SERVICES

The City Council approved the extension of the Umbrella Agreement for Government
Banking Services with Bank of America N.A., for a twelve month period, commencing on
May 1, 2021, to allow time for the issuance, review and selection of a Banking Services
Provider through an RFP for Banking and Merchant Card Services.
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AGREEMENT - ON-CALL REPAIR SERVICES - FLEET MANAGEMENT DIVISION GENERATOR
MAINTENANCE SERVICES - TERMINATE CURRENT CONTRACT

The City Council (1) approved a Services Agreement with Bay City Electric Equipment
Industries, Inc. dba Bay City Electric Works, Rancho Cucamonga, California, for generator
maintenance services in the annual amount of $193,902.65 for on-call, Non-Public Works
repair services for an initial 36 month term with two one-year options to extend beginning
on July 1, 2021; (2) authorized the City Manager, or his designee, to execute the Services
Agreement, including making minor, non-substantive changes, and to execute the two
optional one-year extensions in the amount of $193,902.65 annually; and (3) authorized
the City Manager, or his designee, to execute all documents related to the termination
of the current Services Agreement with Collicutt Energy Services, Inc.

MEASURE 7 - INCREASE CHANGE ORDER AUTHORITY - NEW MAIN LIBRARY PROJECT -
3900 MISSION INN

The City Council approved a transfer of funds from the New Main Library Office Furniture
and Equipment Account to the construction contingency to increase in change order
authority from 10 percent in the amount of $3,426,630 to 11.7 percent in the amount of
$4,001,630 for construction contingency for the New Main Library Project located at
3900 Mission Inn Avenue.

CHANGE ORDER AUTHORITY INCREASE - UTILITY BILL PRINTERS

The City Council (1) authorized change order authority increase from 10 percent to
17 percent for a total change order authority of $48,582.09 and a ftotal contract amount
not-to-exceed $334,359.09; and (2) authorized the City Manager, or his designee, to
execute all documents pursuant to this change order including making minor and non-
substantive changes.

MEASURE 7 - SERVER EQUIPMENT AND PROFESSIONAL SERVICES - CAMERA LICENSES AND
SOFTWARE UPGRADE SERVICES - CITYWIDE TWELVE-MONTH VIDEO RETENTION PROJECT -
SUPPLEMENTAL APPROPRIATIONS

The City Council (1) authorized the purchase of server equipment and professional
services from Dell, Inc., Round Rock, Texas, under NASPO ValuePoint Cooperative
Purchasing Agreement MNWNC-108, in an amount not-to-exceed $360,348.58;
(2) authorized the purchase of required connection cables and switches from Vector
Resources, Inc., doing business as Vector USA, in an amount not to exceed $57,485.73;
(3) authorized the purchase of camera licenses and software upgrade services from
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Convergint Technologies, under the Sourcewell Cooperative Agreement 031517-CTL, in
an amount not-to-exceed $37,782.66; (4) with at least five affimative votes, authorize the
Chief Financial Officer, or his designee, to record the required interfund transfers;
interdepartmental transfers; and related supplemental appropriations to move available
funds to the Video Retention Project accounts in the Capital Outlay and Measure Z
Capital Projects funds; and (5) authorized the City Manager, or designee, to execute all
documents pursuant to these purchases including making minor and non-substantive
changes.

AGREEMENT - FOURTH OF JULY FIREWORKS DISPLAYS - RYAN BONAMINIO AND LA SIERRA
PARK

The City Council (1) approved the agreement with Exposhows, Inc., for two distinct
pyrotechnic shows covering the period of June 1, 2021, through July 5, 2024, with @
contract price of $198,000; (2) authorized the City Manager, or his designee, to execute
the agreement with Exposhows, Inc., for a term of June 1, 2021, through July 5, 2024, and
to make minor and non-substantive changes including contract amendments, changes
to locations for subsequent years, and execution of term extensions, subject to the
availability of funds.

POLICE OFFICIAL POLICE TOW TRUCK SERVICE - ORDINANCE ADOPTED

The City Council adopted an Ordinance amending the Riverside Municipal Code by
amending and replacing Chapter 5.15, regulation of Riverside Police Official Police Tow
Truck Service, in its entirety for removal and disposal of junk motorhomes; whereupon, the
titte having been read and further reading waived, Ordinance No. 7555 of the City
Council of the City of Riverside, California, Amending the Riverside Municipal Code by
Amending and Replacing Chapter 5.15, Regulation of Riverside Police Official Police Tow
Truck Service, in its Entirety, was presented and adopted.

WATER CONSERVATION - ORDINANCE ADOPTED

The City Council adopted an Ordinance amending Table 6.14.040A and Chapter 14.22
of the Riverside Municipal Code regarding Water Conservation; whereupon, the title
having been read and further reading waived, Ordinance No. 7556 of the City Council
of the City of Riverside, California, Amending Table 6.14.040A and Chapter 14.22 of the
Riverside Municipal Code Regarding Water Conservation, was presented and adopted.
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PUBLIC HEARINGS/PLANNING REFERRALS AND APPEALS

CALIFORNIA MUNICIPAL FINANCE AUTHORITY - REVENUE - SENIOR AFFORDABLE RENTAL
HOUSING FACILITY - 2340 FOURTEENTH - RESOLUTION

Hearing was called to consider the Tax Equity and Fiscal Responsibility Act (TEFRA)
regarding the issuance of revenue bonds and the related plan of financing to finance
the acquisition and development of a 95-unit senior affordable housing project located
at 2340 14th Street, Riverside, California, and adopt a resolution to authorize the issuance
of revenue bonds or refunding bonds in an aggregate principal amount not-to-exceed
$33,000,000 by the California Municipal Finance Authority, on behalf of Riverside
Supportive Housing, LP, a California limited partnership for the Project, which includes a
plan of financing for the purpose of financing or refinancing the Project. No one spoke
on the matter. The public hearing was officially closed. Following discussion, it was
moved by Councilmember Melendrez and seconded by Councilwoman Plascencia to
(1) adopt a resolution authorizing the issuance of one or more series of revenue bonds in
an aggregate amount not-to-exceed $33,000,000 by the California Municipal Finance
Authority, on behalf of Riverside Supportive Housing, LP, a California limited partnership
company to provide for the financing of the Project; and (2) authorize the City Manager,
or his designee, to execute all required documents including making minor non-
substantive changes and/or corrections. The motion carried unanimously.

2021-22 UNITED STATES DEPARTMENT OF HOUSING AND URBAN DEVELOPMENT ANNUAL
ACTION PLAN - HOME INVESTMENT PARTNERSHIPS PROGRAM GRANT - FUNDS TRANSFER -
SUPPLEMENTAL APPROPRIATIONS - CONTINUED FROM JUNE 1, 2021 AT 1 P.M.

Hearing was called to consider the 2021-2022 Annual Action Plan for the use of federal
entittement funding from the United States Department of Housing and Urban
Development. No one spoke on the matter. The public hearing was officially closed.
Following discussion, it was moved by Councilwoman Plascencia and seconded by
Councimember Melendrez (1) to adopt the 2021-2022 Annual Action Plan for
expenditure of Community Development Block Grant, Emergency Solutions Grant,
Housing Opportunities for Persons with AIDS, and HOME Investment Partnerships Program
funds in the total amount of $8,273,173; (2) to authorize City staff to make any necessary
changes to funding recommendations for potentially funded Community Development
Block Grant, Emergency Solutions Grant, Housing Opportunities for Persons with AIDS, and
HOME Investment Partnerships Program sub-recipients when a final allocation amount is
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received and finalize the 2021-2022 Annual Action Plan for submittal to the United States
Department of Housing and Urban Development; (3) to authorize the City Manager or his
designee to execute the United States Department of Housing and Urban Development
grant agreements for the Community Development Block Grant, Emergency Solutions
Grant, Housing Opportunities for Persons with AIDS and HOME Investment Partnerships
programs and the agreements with the City's grantees as identified in the 2021-2022
Annual Action Plan; and (4) with at least five affirmative votes, authorize the estimated
appropriation of funds for City Departments receiving funding to the appropriate
accounts established by the Finance Department. The motion carried unanimously.

DISCUSSION CALENDAR

MEASURE Z - BID 7718 - MONROE MASTER DRAINAGE PLAN STORM DRAIN PROJECT -
GRATTON/ HERMOSA/DUFFERIN/ST. LAWRENCE

Following discussion, it was moved by Councilwoman Plascencia and seconded by
Counciimember Conder to (1) award a construction contract for Bid 7718 for the
construction of Monroe Master Drainage Plan Line E Stages 2 and 3, Line E-2 and Line E-5
Storm Drain Project fo Mamco, Inc., dba Alabbasi, Perris, in the amount of $10,505,555;
(2) authorize the City Manager, or his designee, to execute the construction contract
with Mamco, Inc., dba Alabbasi, including making minor non-substantive changes; and
(3) authorize change order authority up to 5 percent of the construction contract amount
for a change order total of $525,278. The motion carried unanimously.

FISCAL YEAR 2021-22 ANNUAL APPROPRIATIONS LIMIT

Following discussion, it was moved by Councilmember Hemenway and seconded by
Councilmember Perry to provide the public, in accordance with Section 7910 of the
Government Code, an opportunity to review the information used to develop the
Appropriations Limit of $380,236,555 for Fiscal Year 2021-22. The motion carried
unanimously.

CLOSED SESSIONS

The Mayor and City Council adjourned to closed sessions pursuant to Government Code
(1) §54956.9(d)(2) to confer with and/or receive advice from legal counsel concerning
one case of anticipated litigation; (2) §54956.9(d)(4) to confer with and/or receive
advice from legal counsel concerning one case of anficipated litigation; (3) §54957.6 to
review the City Council's position and instruct designated representatives regarding
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salaries, salary schedules, or compensation paid in the form of fringe benefits of all
Executive Management employees including the City Aftorney and City Clerk, all
Management and Confidential employees as defined by PERS, Fire Management Unit,
Riverside City Firefighters Association, Riverside Police Officers Association (Police and
Police Supervisory Units), Service Employees International Union #721, International
Brothernood of Electrical Workers #47, and Riverside Police Administrators Association;
(4) §54957 for appointment of City Attorney by the City Council; and (5) §54957 for
performance evaluation of the City Manager.

Mayor Lock Dawson and the City Council returned to open session at 2:55 p.m.

COMMUNICATIONS

CITY ATTORNEY REPORT ON CLOSED SESSIONS
Interim City Attorney Smith announced there were no reportable actions on closed
sessions.

ITEMS FOR FUTURE CITY COUNCIL CONSIDERATION
There were no future items requested at this time.

The City Council adjourned at 2:55 p.m.

Respectfully subrowiﬂed,

g

DONESIA GAUSE
City Clerk
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Demand Management
Measures

RPU has a long-standing commitment to water conservation and efficient

water use.

RPU was a signatory to the Memorandum of Understanding IN THIS SECTION
Regarding Urban Water Conservation in California (Urban . Programs to
MOU), a program of the California Urban Water Conservation Encourage and
Council (CUWCC) that was first adopted in December 1991. Incentivize Efficient
RPU has continued to implement a broad range of conservation Water Use
programs. This chapter provides information on these programs

and the Demand Management Measures (DMMs) in place.
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Demand Management Measures Section 9

Q.1 Demand Management Measures for Wholesale Suppliers
This section highlights programs that RPU has in place to assist its wholesale customers.

@.1.1 Metering

All of RPU’s wholesale customers are fully metered and billed each month volumetrically. The
wholesale customers have their own meter, and records are periodically reviewed for accuracy.

RPU has a program for the periodic inspection and calibration of these meters.

9.1.2 Public Education and Outreach

RPU has a comprehensive program for outreach and public education. RPU’s outreach and education
programs are directed mostly to retail customers and are described in section 9.2.4 as part of RPU’s
retail DMMs.

9.1.3 Water Conservation Program Coordination and Staffing

RPU has full-time water conservation staff to plan and implement water use efficiency programs.
RPU’s conservation programs are directed toward retail customers, and the coordination and staffing
are discussed in section 9.2.6 as part of RPU’s retail DMMs.

9.1.4 Other Demand Management Measures

RPU’s wholesale customers are WMWD and the City of Norco, both of whom have DMMs for their
retail customers. RPU coordinates with these agencies and other regional suppliers to effectively plan
and implement DMMs.

9.1.5 Asset Management

RPU maintains and implements upgrades to its distribution system, including facilities, equipment, and
infrastructure, through regular operation and maintenance activities.

9.1.6 Wholesale Supplier Assistance Programs

RPU continues to promote conservation only throughout its entire service area and supports the
conservation programs of its wholesale customers. RPU does not provide assistance programs to
customers that are served by WMWD or the City of Norco.
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9.2 Existing Demand Management Measures for Retail
This section is organized to describe the DMMs in the order presented in the DWR Guidebook.

9.2.1 Water Waste Prevention Ordinances

RPU has a Water Conservation Ordinance that is included in Appendix 1 of this WSCP. The Water
Conservation Ordinance includes a prohibition on the unreasonable use of water. The Ordinance
states:

No person shall waste water or use it unreasonably. Unreasonable use of water includes, but is not
limited to, the following:

e Irrigation runoff;
e Use of hose to wash a motor vehicle, unless fitted with a shut-off nozzle;
e Use of potable water on driveways and sidewalks;

e Use of potable water in a fountain or decorative water feature, except where water is part of a
recirculating system;

o Watering landscapes during and within 48 hours after measurable rainfall;
e Serving of drinking water other than upon request in eating or drinking establishments;
¢ Irrigation with potable water of ornamental turf on public street medians

¢ Irrigation with potable water of landscapes outside newly constructed homes and buildings in a
manner inconsistent with California regulations

e Hotels and motels must provide guests with the option of choosing not to have towels and linens
laundered daily

9.2.2 Metering

All connections in RPU's service area are currently metered. RPU also has a meter testing and
replacement policy for small and large distribution and large production meters. Small meters are
replaced at the 20-year mark and 10% of those removed and replaced are tested following the
American Water Works Association (AWWA) practices set forth in the M6 manual. All large distribution
meters are scheduled to be tested and verified by RPU personnel for their accuracy. RPU uses manual
reads from distribution meters installed in the field for billing and reporting purposes and utilizes
SCADA data for monitoring and operational needs only. All large production meters are scheduled to
be tested and verified by a third party for their accuracy at least once annually. The testing cycle for
large meters (3” and above) is built into RPU’s asset management program, and meters are tested
every 6, 12, or 24 months depending on the volume of water used by the customer. The largest users
are tested every 6 months. Under RPU's large distribution and production meter testing policy,
corrective measures are taken for meters found out of compliance. This can include full or partial
calibration of the water meter, repairing or replacing the water meter, or adjustment or maintenance of
the water meter. After any corrective measure, the water meter will be retested to ensure accuracy.

RPU is currently investigating a transition to the use of Advanced Metering Infrastructure (AMI), or

“smart meters,” that would capture and transmit water use data electronically. The use of these meters
would allow RPU to monitor consumption on a shorter time frame than the current monthly meter reads.
This technology can also be used to provide reporting capability to customers so they can monitor their
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water use and see how their water use compares to similar households. This transition will require a
significant investment of resources and will likely be phased in over time in the next few years.

9.2.3 Conservation Pricing

In the RPU service area, 100 percent of service connections are metered and residential customers are
billed on an increasing block rate structure with seasonal rates to promote water conservation. The
current rate structure, which is in effect from 2018 through 2022, includes three tiers of quantity-based
rates for single-family residential customers and two tiers of quantity-based rates for multi-family
residential customers (with 2 to 4 units). The rate structure includes seasonal rates for residential and
commercial customers to promote water conservation and is based upon the varying costs of RPU’s
sources of supply. Future pricing structures will be evaluated by the Board of Public Utilities and the
City Council after the current rate plan expires to further support conservation pricing More information
about RPU's current rate structure is on the RPU website at http://www.riversideca.gov/utilities/.
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9.2.4 Public Education and Outreach

RPU’s public education and outreach efforts include marketing of rebates, communicating water use
efficiency via water bills, providing school education programs, information booths at fairs and public
events, newsletters, press releases, informative websites, online tools, and social media.

Since the early 2000s, RPU has had an active education program for 3rd and 5th-grade students. RPU
education staff visits approximately 2,500 children per year, providing water science lessons. Lessons
for 3rd-grade classrooms focus on watershed pollution, and 5th graders learn about RPU’s water
supply source to tap.

In 2017, RPU dedicated the Janet Goeske Water Wise Garden, which is projected to save
approximately 1.5 million gallons of water per year. The Water-Wise Garden was dedicated to
conservation education and contains California-native and drought-tolerant plants demonstrating
various methods of landscaping. The project also featured an education station that provides the public
with an opportunity to interact with the garden and illustrate best practices for high-efficiency irrigation
and more. To enhance learning opportunities, RPU promotes free landscape training workshop series
called “Less Water, More Color” in partnership with Riverside-Corona Resource Conservation District
and the Janet Goeske Center. The series offers RPU customers information on landscaping best
practices and troubleshooting, including how to manage their soil, program irrigation controllers
properly, fix common irrigation problems and removing and replacing lawns with a water-wise garden.

RPU has embarked on an outreach program that is currently in development to expand opportunities to
receive input for future policies and projects.

9.2.5 Programs to Assess and Manage Distribution System Real Losses

RPU has performed water loss audits per the AWWA M-36 manual. The results of these audits have
been used to focus efforts to reduce water losses. RPU has used the water audit results to:

¢ Refine data collection practices and establish routine business practices
o Refine, enhance, and expand ongoing programs based on economic justification

e Conduct detailed planning, budgeting, and launch of comprehensive improvements for
metering, billing, and infrastructure management

e Establish mid-range (5-year horizon) apparent and real loss reduction goals
e Perform benchmarking

RPU has an active program to repair leaks as they are detected. RPU has a proactive water main
replacement program that identifies high-risk pipelines based on age, leak history, and pipe material.
RPU’s annual budget for the main replacement program varies from year to year and will range
approximately from $4.6 million to $10.3 million for the next few years. RPU has four construction
crews dedicated to main replacement and four maintenance crews dedicated to leak repairs for a total
of 38 personnel with their associated equipment and support staff. In addition, about 5 members of the
engineering staff dedicate a majority of their time to planning and developing pipeline replacement
projects.

RPU has developed a non-revenue water team to analyze all system aspects from billing to system
modeling. The team reviews data to identify areas of the system where leaks or water loss appear
evident. The results of the system analysis are used to aid RPU in its infrastructure and Capital
Improvement Plan (CIP) planning to best control losses.
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9.2.6 Water Conservation Program Coordination and Staffing Support

RPU has had a conservation coordinator since 1999. The conservation program currently has an
approximate staffing level of 1.5 full-time equivalents (FTEs) and an approximate annual funding level
of $1,070,000. The DMMs described in this chapter are coordinated through the conservation program.

9.2.7 Other Demand Management Measures

Prior to 2018, RPU ran its own rebate and water use efficiency programs. In 2018, RPU sunset its own
water rebates and began participating in MWD’s SoCalWater$mart rebate program, which offers
rebates on conservation measures, including high-efficiency toilets, clothes washers, turf replacement,
and weather-based irrigation controllers. Additionally, RPU continues to offer many water use
efficiency programs and services to its customers. Below is a description of the rebate and programs
available to customers.

Residential and Cll Water Surveys

RPU has been providing indoor and outdoor water surveys to single-family residential and multi-family
residential accounts since 1989, as well as commercial, industrial, and institutional customers.

High-Efficiency Clothes Washers (HECW) Rebate Program

This program ended in 2018. The High-Efficiency Clothes Washer Rebate was an energy and water
conservation incentive program that offers RPU's residential customers a chance to replace their
existing high-energy and water use clothes washers with high-efficiency clothes washers (HECW).

Smart Irrigation Program

In 2011, RPU launched a Smart Irrigation Program targeting customers with the most outdoor water
savings potential in RPU's service area. The program provides a certified water audit and offers
qualified customers free installation of smart irrigation controllers and high-efficiency sprinkler nozzles
to achieve additional water savings. Since its inception, the Smart Irrigation Program has installed
1,600 WBICs and 89,000 high-efficiency sprinkler nozzles at customers’ sites, saving an estimated
151,000,000 gallons over the devices’ lifetime.

WaterWise Landscape Rebate Program

This program ended in 2018. The WaterWise Landscape Rebate Program provided incentives for RPU
residential and commercial water customers who replaced existing lawn areas with water-efficient,
California-friendly plants. By replacing large turf areas with drought-tolerant, California-friendly
landscaping and using efficient irrigation, outdoor water use can be reduced by up to 50 percent.

High-Efficiency Toilet (HET) Incentive Program

This program ended in 2018. The High-Efficiency Toilet (HET) Incentive Program was a water
conservation rebate program that offered RPU's customers a chance to replace high water-use toilets,
or upgrade Ultra Low Flush Toilet models with water-saving HET models. HETs are the new standard
in water-efficient toilets and use only 1.28 gallons of water per flush (gpf) or less. There are also Dual
Flush HETs that offer a separate, low water use flush for liquids that only use between 0.8 and 1.1 gpf.
This can mean up to 4,000 gallons of water saved each year.

Weather-Based Irrigation Control (WBIC) Rebate Program
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This program ended in 2018. A Weather-Based Irrigation Controller (WBIC) is a sprinkler control
device that automatically adjusts irrigation schedules according to changing weather or environmental
conditions. The WBIC rebate program provided rebates for residential customers who install these
systems. Studies have shown that by using a WBIC a household can reduce their outdoor water use
by about 20 percent. That translates into savings of about 40 gallons per day, or 14,600 gallons per
year.

Residential Plumbing Retrofits

RPU has been installing low-flow showerheads since 1981 as part of a "Weatherization" program
servicing income-qualified residents and senior citizens.

Free Sprinkler Nozzles

This program ended in 2018. This program was coordinated by WMWD. It served customers of 28
different water agencies. It allowed residential customers to obtain free water-efficient sprinkler nozzles
through vouchers.

High-Efficiency Sprinkler Nozzles Rebate Program

This program ended in 2018. The High-Efficiency Sprinkler Nozzles Rebate Program provided
incentives for RPU's residential water customers who replaced standard, pop-up sprinkler head spray
nozzles with newer water-efficient sprinkler head spray nozzles. Using pop-up sprinkler spray heads
with new water-efficient nozzles can save more than 6,600 gallons of water per nozzle over a 5-year
period. Water-efficient sprinkler nozzles apply water more evenly than conventional spray nozzles, thus
saving water and reducing the amount of run-off. The level of incentive was $3 per qualified nozzle.

Commercial Water Efficiency Rebates

This program is coordinated with MWD. It includes a number of rebate programs focused on
commercial customers, including:

« High-Efficiency, Ultra Low-Flush and Zero Water Urinals

« Connectionless Food Steamers

. Weather-Based “Smart” Irrigation Controllers

« Central Computer Irrigation Controllers. These sophisticated systems are designed for larger
irrigated areas such as golf courses, parks, schools, and large commercial complexes. Central
computer irrigation controllers consist of a master controller (often a personal computer), which tells
the valves in remote locations to open and close.

. High-Efficiency Nozzles for Pop-Up Spray Heads
« High-Efficiency Nozzles for Large Rotary Heads

. In-Stem Flow Regulators - The in-stem regulator controls water flow in irrigation systems at the
head.

o Laminar Flow Restrictors - Laminar flow devices avoid drawing air into the water stream, allowing
them to produce a non-aerated clear stream of water while inhibiting bacterial growth and
transmission.

. Conductivity Controllers - Conductivity controllers can lower the cost of operating a cooling tower by
providing greater control over the tower’s blowdown and subsequent makeup water.

« Dry Vacuum Pumps - Liquid ring vacuum pumps use large quantities of water to create a liquid seal
and enable suction. Dry vacuum pumps, on the other hand, use machined parts with extremely
close tolerances to create suction. Both types of vacuum pumps are used in manufacturing facilities,
including medical and dental manufacturing, among other uses.

Riverside Public Utilities 9-7 2020 Urban Water Management Plan



Demand Management Measures Section 9

. Air-Cooled Ice Machines - Air-cooled ice machines use less water and energy than conventional ice
machines and make ice more quickly and efficiently.

9.3 Implementation over the Past Five Years

RPU maintains records of each of the programs described above, including the extent of each program,
the expenditures, and the anticipated water savings. This information has been summarized for the
past five years in Table 9-1 and Table 9-2.

9.4 Implementation to Achieve Water Use Targets

RPU's current per-capita consumption is below its 2020 compliance target. RPU expects to continue
implementing its current conservation programs to encourage conservation and maintain per-capita
consumption below the compliance target.

9.5 Water Use Obijectives (Future Requirements)
The final water use objectives for RPU have not yet been determined.
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Table 9-1. DMM Implementation from 2016 through 2017

2016 2017
PROGRAM DESCRIPTION EXPENDITURE PARTICIPATION VOLUME CCF SAVINGS EXPENDITURE PARTICIPATION VOLUME CCF SAVINGS
Education Support - School $6,627.52 0.0 0.0 0.0 $5,004.99 0.0 0.0 0.0
Community Support $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0
High Efficiency Clothes Washer (HECW) $73,360.00 417.0 417.0 4617.3 $75,200.00 470.0 470.0 6716.3
Weather based Irrigation Controller (WBIC) $4,068.93 18.0 205.0 1756.3 $11,035.66 59.0 723.0 6084.0
WMS Tech Asst. - Water Audit $18,648.54 7.0 7.0 0.0 $25,775.00 5.0 5.0 0.0
WaterWise Landscape $32,432.00 2.0 17716.0 10481.2 $39,456.00 27.0 39654.0 2595.1
Rotating Nozzle $609.00 5.0 203.0 256.6 $2,397.84 8.0 832.0 956.8
High Efficiency Toilet (HET) $74,212.97 553.0 755.0 7664.8 $47,504.92 357.0 484.0 5188.5
Artificial Turf $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0
Project - WaterWise Landscape $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0
Free Sprinkler Nozzle Program $6,177.60 304.0 15741.0 22707.5 $15,417.60 8311.0 13339.0 15339.9
R-Whole House Water Measures $11,811.01 46.0 34.0 1617.6 $12,956.27 48.0 24.0 2042.5
R-Direct Install - HET $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0
R-Direct Install Smart Irrigation Program (SIP) $146,236.75 6180.0 10524.0 16786.4 $130,351.39 118.0 9629.0 19327.4
NR-WaterWise Landscape $1,415.00 1.0 1415.0 84.9 $31,552.00 2.0 31552.0 1893.1
NR-Direct Install - Small Business HET's $0.00 15.0 0.0 27.0 $0.00 0.0 0.0 0.0
NR-Direct Install - Small Business Water Audits $0.00 21.0 0.0 0.0 $0.00 0.0 0.0 0.0
Online Water Audit Tool $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0
Commercial Landscape Demonstration Program $110.00 1.0 1.0 0.0 $299,787.51 1.0 44500.0 2670.0
15/16 Commercial WaterWise Landscape $104,069.03 10.0 106339.0 12683.7 $56,402.00 3.0 57612.0 3456.7
15/16 Residential WaterWise Landscape $88,052.50 52.0 93066.4 13058.5 $39,696.40 24.0 40409.0 2424.5
Water Innovation Grant Program $20,000.00 0.0 0.0 0.0 $30,000.00 0.0 0.0 0.0
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Table 9-2. DMM Implementation from 2018 through 2020

2018 2019 2020
PROGRAM DESCRIPTION EXPENDITURE PARTICIPATION VOLUME CCF SAVINGS EXPENDITURE PARTICIPATION VOLUME CCF SAVINGS EXPENDITURE PARTICIPATION VOLUME CCF SAVINGS
Education Support - School $3,335.77 0.0 0.0 0.0 $6,599.30 0.0 0.0 0.0 $4,084.53 0.0 0.0 0.0
Community Support $3,660.00 0.0 0.0 0.0 $2,500.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0
High Efficiency Clothes Washer (HECW) $32,480.00 232.0 232.0 3315.3 $0.00 149.0 149.0 2129.2 $0.00 178.0 178.0 2543.6
Weather based Irrigation Controller (WBIC) $10,750.90 98.0 809.0 6076.2 $0.00 133.0 343.0 2675.4 $0.00 217.0 2128.0 16598.4
WMS Tech Asst. - Water Audit $0.00 0.0 0.0 0.0 $11,200.00 3.0 3.0 0.0 $8,000.00 0.0 0.0 0.0
WaterWise Landscape $60,279.81 27.0 65766.8 3946.0 $28,501.94 16.0 46543.8 2792.6 $42,642.00 10.0 42642.0 2558.5
Rotating Nozzle $89.15 37.0 509.0 585.4 $0.00 44.0 3674.0 4225.1 $0.00 1793.0 3614.0 4156.1
High Efficiency Toilet (HET) $19,782.57 157.0 202.0 2024.1 $0.00 160.0 1129.0 12102.9 $0.00 6.0 6.0 64.3
Artificial Turf $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0
Project - WaterWise Landscape $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0
Free Sprinkler Nozzle Program $13,982.40 5173.0 11379.0 13085.9 $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0
R-Whole House Water Measures $10,452.44 39.0 0.0 2137.9 $1,149.99 4.0 0.0 60.5 $0.00 0.0 0.0 0.0
R-Direct Install - HET $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0
R-Direct Install Smart Irrigation Program (SIP) $186,901.08 92.0 8870.0 21308.4 $171,458.73 464.0 11204.0 42062.3 $128,372.62 377.0 7741.0 11793.4
NR-WaterWise Landscape $67,785.00 3.0 42785.0 2567.1 $0.00 1.0 0.0 0.0 $0.00 0.0 0.0 0.0
NR-Direct Install - Small Business HET's $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0
NR-Direct Install - Small Business Water Audits $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0
Online Water Audit Tool $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0 $0.00 0.0 19.0 0.0
Commercial Landscape Demonstration Program $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0
15/16 Commercial WaterWise Landscape $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0
15/16 Residential WaterWise Landscape $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0 $0.00 0.0 0.0 0.0
Woater Innovation Grant Program
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Plan Adoption, Submittal, and
Implementation

This chapter describes RPU's process for holding a public hearing,
adopting the UWMP, and submitting the adopted UWMP and WSCP.

RPU has coordinated with neighboring agencies to solicit input IN THIS SECTION
and feedback during the preparation of this UWMP.

e Public Hearing
Notices

e Adoption by RPU
Board of Directors

o Future Amendments
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Plan Adoption, Submittal, and Implementation Section 10

10.1 Inclusion of All 2020 Data

RPU has developed the UWMP presenting data on a calendar year basis. This report includes data
through December 31, 2020.

10.2 Notice of Public Hearing

RPU held a public hearing to present the Draft UWMP and Draft WSCP for public comment on June 14,
2021.

In March of 2021, RPU provided notice of the public hearing to the cities and counties to which RPU
provides water. As required by the CWC, these agencies are identified in Table 10-1. These notices
were provided more than 60 days before RPU’s hearing to consider adoption. RPU provided similar
notice to surrounding water management agencies and water retailers, as discussed in Chapter 3.

Legal public notices for the public hearing were published in the local newspapers and posted at City of
Riverside's offices and on the City and RPU website. Because of the COVID-19 pandemic, copies of
the draft UWMP and WSCP were made available for public review prior to the public hearing on RPU’s
web site: http://www.riversidepublicutilities.com/.

The notice that was published in advance of the public hearing is attached in Appendix C.
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Table 10-1. DWR 10-1 Notification to Cities and Counties

Iy 60 DAY NOTICE NOTICE OF PUBLIC HEARING
City of Riverside Planning Department X X

City of San Bernardino Municipal Water Department X X

City of Rialto Water and Wastewater Utilities X X

City of Colton X X

City of Loma Linda Public Works X X

City of Redlands Municipal Utilities and Engineering X X

City of Corona Department of Water and Power X X

City of Norco Public Works X X

City of Jurupa Valley X X

COUNTY 60 DAY NOTICE NOTICE OF PUBLIC HEARING
Riverside County Planning Department X X

Riverside County Flood Control and Water Conservation District X X

OTHER 60 DAY NOTICE NOTICE OF PUBLIC HEARING
San Bernardino Valley Municipal Water District X X

San Bernardino Valley Water Conservation District X X

Western Municipal Water District X X

Eastern Municipal Water District X X

West Valley Water District X X

East Valley Water District X X

Rubidoux Community Services District X X

Jurupa Community Services District X X

Home Gardens County Water District X X

Gage Canal Company X X

Riverside Highland Water Company X X

Elsinore Valley Municipal Water District X X

(Meeks & Daley Water Company) X X

Fontana Water Company X X

University of California, Riverside X X
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10.3 Public Hearing and Adoption

The UWMP and WSCP were presented to the Board at a public hearing on June 14, 2021. The UWMP
and WSCP were presented to the City Council for adoption on June 22, 2021. Both meetings included
a presentation of the baseline values, water use targets and compliance, and implementation plan
required in the Water Conservation Act of 2009 and key report contents and economic impacts of
implementation of the plans.

Copies of the resolutions adopting the UWMP and WSCP are attached as Appendix O.

10.4 Plan Submittal

After adoption by the RPU Board of Public Utilities, this UWMP and the WSCP were submitted to DWR
using the online submittal tool. The data tables and copies of the complete reports were submitted
using the WUE data online submittal tool.

Within 30 days after adoption, a CD with copies of the UWMP and the WSCP was submitted to the
California State Library. In addition, electronic copies of the UWMP and the WSCP were submitted to
the cities and counties to which RPU provides water.

10.5 Public Availability

The adopted UWMP and WSCP will be available for review on the RPU website at
http://www.riversidepublicutilities.com!/.

10.6 Notification to Public Utilities Commission

RPU is not regulated by the California Public Utilities Commission (CPUC), and therefore this
requirement does not apply to RPU.

10.7 Amending an Adopted UWMP or Water Shortage Contingency
Plan

If RPU identifies the need to amend the WSCP or the UWMP, the same procedures will be followed as
were followed for the initial development and adoption of the plans. Public notice will be provided, a
public hearing will be held, and copies of amendments or changes will be submitted to DWR, the
California State Library, and the cities and counties to which RPU provides water.
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